wesF
0.l
92529

Five-Year Review Report
Pacific Sound Resources Superfund Site
Seattle, King County, Washington

First Five-Year Review for the Marine Sediments Unit
Second Five-Year Review for the Upland Unit

US Environmental Protection Agency, Region 10
Seattle, Washington

USEPA SF

1342139




This page intentionally left blank




Second Five-Year Review Report
for the
Pacific Sound Resources Superfund Site
City of Seattle
King County, Washington

\120 ST4
o '€s‘.

4L prot®

o,,og
¥ agenct

September 28, 2009

Prepared by:
United Stated Environmental Protection Agency (EPA)
Region 10
Seattle, Washington

Approved by:

YA

Lori Coherz
Acting Director, Office of Environmental Cleanup
USEPA, Region 10

Date:

%y ’




This page intentionally left blank



Five-Year Review
Pacific Sound Resources Superfund Site

Table of Contents

List of Acronyms and ADDIEVIAtIONS............ccceereiervirrieieereerreeteteere st srasteessere e s e sbaene sveesseens Y
EXECUNIVE SUMMATY ....c.viviiiriieiicterieiei ettt sttt ne s vii
Five-Year Review Summary FOIMu.......coovcrinineiniineiccr it xii
I INEFOUCHION ....cveeieceieerie ettt sttt s et sb e sttt se e saee e snesseesas s !
1.1 The Purpose 0f the REVIEW ........ccccevieviiinieiiiiicnitcss st 1
1.2 Authority for Conducting the Five-Year Review .........ccccoveniniiiiiiniicincinnnne I
2 S1€ CRHIONOIOZY ....eoververrereienirienieiennentiteee ettt et st st e saese b b eas 2
3 BaCKGIOUNd .....oviiieiieece ettt sttt s ee s e s re s e e e e neeene 3
3.1 Land and ReSOUICE USE ......ccccoeirierieiiirieiiicrinectiteiiei et seesae st b 4
3.2 History of CONtamination ............cccoceiniiininieiiniiininisine et sesssesssssae s 4
3.3 Initial Response — Upland Early ACtiOns...........cccooveciriniivmniiiieiniecreer et 5
3.4 Uncertainties Associated with NAPL During the Early Actions and ROD .................... 6
3.5 Risks and Basis for Taking ACHOMN ..........cccccvvriiniiiiiiniini e 7
3.5.1 Upland Unit—Human Health RisKS.......cccceoeieiiinenmninieinrrcneeeeenenneeens 7
3.5.2 Marine Sediments Unit—Human Health RiskS .......cc.coccoevevcniininninncniiciennns 7
3.5.3 Marine Sediments Unit—Ecological Health............ccccoconiiniiininnnninin 10
3.5.4 Basis for Taking Action in the Marine Sediments Unit .........cc.cccccccvveecevnnnnn 11
4 RemMEdIal ACHIONS ...c.veveeueereiccrieireeeciee sttt e et e s sab e as e be s 12
4.1 Remedy Selection and Implementation............c..cociiiiniiiiniienncneciceiee e, 12
411 UPIand Ut ....ciieeeiiiieiiece ettt ettt s 12
4.1.2  Marine Sediments Unit.......c.cccooeeviineeniininniioniniiicreienresenneee e e 12
4.1.3.  Recently-Identified Protectiveness ISSUes............cccccvvvriiiiiininininiininnne, 12
4.2 System Operations, Maintenance, and MONITOIINE .........cccvvrvieerierneenenneeneesreenennnennenns 16
5 Progress Since the LLast Five-Year REVIEW ........ccuceivievieeeereeieeireereietisiesesnsesesessesessesesessesens 16
6 Five-Year ReVIEW PIOCESS ......ccceeieieiiiciiiriiiiiiicntticcr ettt esae s cne s 17
6.1 Administrative Components of the Five-Year Review Process .........cccocoeeiiiiiinnnne. 17
6.2 Community Notification and Involvement.............cccoovvvivinininiinninicinicnnes 19
6.3 DOCUMENt REVIEW ...c..eiriiiiiiiieeicnitectetetceere sttt sbe s 19
6.4 Data Review and Evaluation ...........ccccevvvieiiiniiniiniieiiiirciieeenr ettt 19
6.5 Site INSPECHION ..uveeiniiieieiecieecteeee ettt et 20
6:0  INEIVIBWS ..uviiniiinieiiiieneieee ettt st a s a e b e b e sbe st e sa s s e sanesnessnnonns 20
6.7 Applicable or Relevant and Appropriate Requirements............ccccccvvvcerirccininneccnunne. 20
7 TechniCal ASSESSIMENL ........coueeuiruirmiieriererereteretenerc ettt s s bt saesasessns 21
7.1 'Question A: Is the remedy functioning as intended by the decision documents? ........ 21
7.1.1 Remedial Action Performance and Monitoring Results.............ccoceervveerverrencnns 21
7.1.2  Review of Applicable or Relevant and Appropriate Requirements (ARARs).. 32
7.1.3  Expected Progress Towards Meeting Remedial Action Objectives.................. 34
7.1.4  System Operations and Maintenance .............cceeveevverienciiincnnneeeneeennes 35
7.1.5 Costs of System Operations, Maintenance, and Monitoring............c.ccccceveeueeee. 35
7.1.6  Opportunities for OptimiZation ...........ccoeeviviiveiiinininn e 39
7.1.7  Early Indicators of Potential Remedy Problems ..., 39
7.1.8 Implementation of Institutional Controls and Other Measures..........c.c.cccce.e.... 39

7.2 Question B: Are the exposure assumptions, toxicity data, cleanup levels, and remedial
action ebjectives (RAOs) used.at the time of the remedy still valid? .......................... 40

i



Five-Year Review
Pactfic Sound Resources Superfund Site

Table of Contents (continued)

7.2.1 Changes inEXposure Pathways...........ccoceverveeineenienienicnie e ciseeeeneens 40
7.2.2 Changes in Toxicity and Other Contaminant Characteristics: .........c..cccceeeeueene. 42
7.2.3  Status of RAOs and Cleanup Levels.........ccooooviiiniiiinininiiecne. 42

7.3 Question C: Has any other information come to light that could call inte question the
protectiveness Of the remedy? .........cccocvivieveierienniiin s 42
7.4 Technical ASSESSIMENE SUMMALY ......cecveriiererieerireriteiteatene e ceiesreesereseesressaeseossesennone 42
B ISSUES .ttt ettt sttt et s s e b e be s e ae s nen 44
9 Recommendations and FOIlOW-UP ACHONS .........cccceeieriereiniereinieniiineeneeiresrentesneseseeseesnens 44
1O Protectiveness STAtCIMENLS ........cceeuirieirmerteeieniieniesieesie st riteessesrtestsssasesasssesasssbesssessasssessesssaes 46
10.1 Upland Unit and Groundwater Transition ZONE.............ceevvereeveeereeseeesieeriueersseseseesseens 46
10.2 Marine Sediments Unit.......c..ccceoeiiiriiinieniiiecieneeee et 46
BO.3 SHE-WIAE ...ttt ettt st se e sresre b eaesse s s assna b s e aan 47
L1 NEXE REVIEW ...ttt ettt sb st sa e s san e st e st esase s s sanesaesanenss 47

Tables and Forms

Five-Year Review Summary FOrM.......cocoviviiiiiiiiiicrctcncet et Xi
Table 1. Chronology of SHEEVENLS.........cccoooiiiiriiriicciinireec s 2
Table 2. Sediment Performance Standards Per Washington State Sediment Management
StANAArdS (SIMS) ..t crree e e errae e s e et rb e e s e s n s s bt e s e e s s sasaeeansrreeeeareeeeeannes 9
Table 3. DNAPLS at Wood Treater Sites.......coouevviiviiiiieiiiiininiiinicntinireirniis s 25
Table 4. ACL Exceedances by Monitoring Well ... 27
Table 5. MCL and MTCA C Exceedances by Monitoring Well .........c.cccocveiiviniiininninnnnnnnnne. 28
Table 6. Surface Water ARARs for Human Health and Aquatic Life...........ccocovnnniiinnnnnn. 32
Table 7. Potential Relevant and Appropriate Requirements for Groundwater ..............ccocoue.e. 34
Table 8. Costs for System Operation, Maintenance, and Monitoring .........cceecceeeveevveeencenceennene 37
Table 9. Recommendations and FOIlOW-UpP ACHONS.......cccccoerirrieerciiniiiiicirccrne s 44

i



Fwve-Year Review
Pacific Sound Resources Superfund Site

Figures

Figure 1 - Site Vicinity Map

Figure 2 — Site Layout Prior to Early Actions (Plan View)

Figure 3 — Site Photo During Facility Operation

Figure 4 — Site Photo Taken Following Early Actions

Figure 5 — Conceptual Site Model (Section View)

Figure 6 — Plan View of Groundwater Zones

Figure 7 — Layout of Site Monitoring Wells

Figure 8 — Sediment Locations Sampled in 2007

Figure 9 — Chemical Results from the 2007 Cap Sampling

Figure 10 — Cap Depth in RAS5 over 3 Sampling Events

Figure 11 — Location of Maintenance Building at Intermodal Yard

Figure 12 — Language of Washington Administrative Code Relating to Determining
Non-potability to Protect Water Supplies

Figure 13 — Plan View of Site Showing Depths and Approximate Areas of Significant Staining
by DNAPL

Attachments

Attachment 1 — Advertisement for Notice of Five-Year Review
Attachment 2 — List of Documents Reviewed
Attachment 3 — Data Quality Review
Attachment 4 — Site Inspection Report with Photographs
Attachment 5 — Review of Potentially Applicable or Relevant and Appropriate Requirements
Attachment 6 — Groundwater Monitoring Data
Attachment 7 — Statistical Trend Analysis and Results
Attachment 8 — DNAPL Recovery Table with Boring Logs for MW- 14I
MW-151IR Ilustrating NAPL Thickness
Attachment 9 — References

il



Five-Year Review
Pacific Sound Resources Superfund Site

This page intentionally left blank

iv



ACL
AET
AOC
ARAR
AWQC
Ibgs
CERCLA
CFR
cocC
cPAH
CWA
‘CSL

cy
DNAPL
EPA

FS

FY

IC

&M
ILCR
IRIS
LAET
2LAET
LNAPL
MCUL
MCL
MCLG
MLLW
MSU
MTCA
MW
NAPL
NCP
NMFS
NTCRA
OM&M
oC
OSA
ou
PAH
PCB
PCOR
PCP
PPA
PSR
RA
RAO

Five-Year Review
Pacific Sound Resources Superfund Site

List of Acronyms and Abbreviations

Alternate Concentration: Limit

Apparent Effects Threshold

Administrative Order on Consent

Applicable or Relevant and Approprate Requirement
Ambient Water'Quality Critenia

Below ground surface

Comprehensive Environmental Response, Compensation, and Liability Act
'Code of Federal Regulations
‘Contaminant of Concern

Carcinogenic Polycychc Aromatic Hydrocarbon:
Clean Water Act

Cleanup Screening Level

Cubic Yards

Dense Non-Aqueous Phase Liquid

US Environmental Protection Agency
Feasibility Study

Fiscal Year

Institutional Control

Inspection and Maintenance

Incremental Lifetime Cancer Risks

Integrated Risk Assessment Information System
Llowest Apparent Effects Threshold

Second LAET

LLight Non-Aqueous Phase Liquid

Mimimum Cleanup Level (Washington Sediment Management Standards)
Maximum Contaminant Levels

Maximum Contaminant Level Goals

Mean Lower Low Water

Marine Sediments Umit

State of Washington Model Toxics Control Act
Monitoring Well

‘Non-Aqueous Phase Liquid

National Contingency Plan

National Marine Fisheries Service

Non-Time CriticallRemoval Actions

Operation Maintenance & Monitoring

Organic Carbon Normalized

Outside Site Area

Operable Unit

Polycyclic Aromatic Hydrocarbons:
Polychlorinated Biphenyls

Preliminary Closeout Report

Pentachlorophenol

Prospective Purchaser Agreement

Pacific Sound Resources Superfund Site
Remedial Action Area(in' Marine Sediments Unit)
Remedial Action Objective



Five-Year Review
Pacific Sound Resources Superfund Site

List of Acronyms and Abbreviations (continued)

RCRA Resource Conservation and'Recovery Act
RD Remedial Design

RfD Reference Dose

RI Remedial Investigation

RME Reasonable Maximum Exposure

ROD Record of Decision

RPM Remedial Project Manager

SWDA Safe Drinking Water Act

SMS Sediment Management Standards
'SPME Solid-Phase Microextraction (device)
SQS Sediment Quality Standard (Washington Sediment Management Standards)
TBC To Be Considered

TCDD Tetrachlorodibenzo-p-dioxin

‘TEF Toxicity Equivalence Factors

TEQ Toxicity Equivalence

TI Technical Impractability

us United States

USACE United States Army Corps of Engineers
USCG United!States Coast Guard

uu Upland Umit

WAC Washington Administrative Code
wWQS Water Quality Standards

vi



Fwe-Year Review
Pacific Sound Resources Superfund Site

Executive Summary

The US Environmental Protection: Agency (EPA): Region 10-‘Office of Environmental Cleanup
has completed the second Five-Year Review of the Pacific Sound Resources (PSR) Superfund
Site in Seattle, Washington. The purpose of this review is to determine whether the remedial
actions implemented at PSR are protective of human health and the environment. This Five-
Year Review is required because soil, sediment, and groundwater remedial actions have left
hazardous substances on-site above levels that allow for unrestricted use and unlimited exposure.
The methods, findings, and conclusions of the review are documented in this report. In addition,
this report summarizes 1ssues identified during the review and includes recommendations and
follow-up actions to address them. This second Five-Year Review was conducted five years
subsequent to the first Five-Year Review, which was completed in September, 2004. The first
Five-Year Review covered only the Upland Unit because the Marine Sediments Unit cap remedy
had not been completed at that time. This is the first comprehensive Five-Year Review covering
both operable units. This Five-Year Review compares available groundwater and sediments
contaminants of concern (COC) chemistry data to potentially relevant and appropriate drinking
water standards, applicable State of Washington Sediment Management Standards, and, for
information only (since they exist), to Alternate Concentration Limits (ACLs).

PSR is a former wood treating facility located adjacent to Elliott Bay on Ferminal 5 in West
Seattle, Washington (Figure 1). Wood was treated at the Site from 1909 to 1994 using
preservative chemicals including creosete, pentachlorophenol (PCP), and metals. Soil,
groundwater and marine sediments were impacted by these operations and non-aqueous. phase
liquids (NAPL) remain present in the Site subsurface. PSR is separated into two operable units:
the Marine Sediments Unit (MSU) and the Upland Unit (UU).

Upland Unit

The UU cemprises 25 acres. The primary sources of contamination to the UU are associated
with the former treating areas, discharge pits, equipment, tanks, and loading areas. The Record
of Decision (ROD) selected source removal and site stabilization actions to eliminate accessible,
near-surface wood-treating chemicals and process residuals in the upland. The Early Actions
completed at the time of the ROD were selected as part of the final remedy for the Upland' Unit.
These included: (a) demolition of all on-site structures, (b) near surface highly contaminated soil
and sludge removal, (c) relatively small quantities (as compared to total volume) of NAPL
collection and dispesal, (d) 1solation of remaining contaminated soil and groundwater from
upland receptors with a low-permeability asphalt surface cap, and (e) a subsurface slurry wall to
eliminate surface water sheens and potential beach staining, and to impede migration of
contaminated groundwater at higher elevations. [In addition, the final remedy included an
Inspection. and Maintenance (I&M) program for the Upland Unit surface cap, ongoing
monttoring of groundwater, ongoing passive collection of NAPL, and Institutional"Controls (IC)
prohibiting groundwater use and restricting land use.

A primary source of groundwater contamination was eliminated through excavation and dispoesal

of approximately 3,840 tons (approximately 2,400 cubic yards) of process residual materials
present in shallow Site soils. Soil, groundwater, and marine sediments have residual NAPL
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consisting of types that are lighter than water (LNAPL) and float in the water table, and' types
that are denser than groundwater (DNAPL) and sink below ground surface. According to the
ROD, the volume of LNAPL at PSR is small relative to DNAPL. As an Early Action, a low
permeability asphalt cap (4 to 8 inches) was placed in the upland area of PSR to reduce
groundwater recharge and the potential for contaminants to migrate from unsaturated soil to
groundwater via stormwater infiltration. A “hanging” bentonite slurry containment wall was
installed in 1996, 40 feet below ground surface (bgs), to contain shallow contaminated
groundwater and LNAPL flow to Elliot Bay. An LNAPL collection trench was installed on the
upland side of the slurry wall to capture seeps that had been observed along adjacent Elliott Bay
prior to Early Actions. Note that flow beneath the hanging wall as mobile product or
groundwater “stringers” was not controlled by this remedy. The 1999 ROD selected these Early
Actions as the final remedy for the UU.

Secondary sources remaining on-site consist of contaminated soils and groundwater with
creosote- and chlorinated phenol-derived contamination. Significant uncertainties remain
regarding the extent of DNAPL veins or stringers in the subsurface, and'the extent to which they
affect adjacent media (groundwater and surface water). The ROD states that approximately
53,000 gallons of free-phase DNAPL remain in the shallow, intermediate, and deep subsurface
zones on-site; of this, approximately one-fifth, or 10,000 gallons, remains seaward of the slurry
wall beneath the land and sediment surface. DNAPL occurs 1n sand lenses for a significant
distance beneath, and within an estimated 200 horizontal feet of the top of the Elliott Bay mud-
line. The ROD’s conceptual Site model was based upon few borings, and the spatial' extent of
DNAPL is uncertain. No wells were completed below the affected aquifers at the Site; thus, it is
unknown whether the formation that eccurs under the deeper Site aquifer (Zone B, Figure 5) is
an aquitard that prevents downward migration of groundwater.

The potential for secendary sources to discharge contamination into Elliott Bay was evaluated 1n
the ROD using Alternate Concentration Limits (ACLs) as groundwater cleanup criteria. At the
time, Section 121(d)(2)(B)(ii) of the Comprehensive Environmental Response, Compensation,
and Liability Act (CERCLA) authorizing ACLs in specified limited circumstances was
expansively misinterpreted in the existing EPA guidance (i.e., the use of ACLs was
fundamentally misunderstood nationally). The ACLs in the ROD were calculated groundwater
concentrations that were predicted to allow surface water to meet ambient water .quality criteria
and sediment quality criteria over a long period of groundwater discharge to Elliott Bay. The
ROD established these ACLs as remedial action goals with shoreline monitoring wells as
alternate points of compliance. Specifically, ACLs were improperly used as a substitute for
groundwater Applicable or Relevant and Appropriate Requirements (ARARs), and then
misunderstooed with respect to resulting surface water quality as follows:

1. ACLs were used 1n lieu of Applicable or Relevant and Appropriate Requirements
(ARARs), specifically Safe Drinking Water Act (SWDA) Maximum Contaminant Levels
(MCLs), required by Section 121(d)(2)(A)(ii) of CERCLA for potable water.

2. ACLs were calculated merely to meet ambient water quality criteria under Sections 303
and 304 of the Clean Water Act, (an-overarching surface water ARAR pursuant to Section
121(d)(2)(A)(ii) and' (B)(1) of CERCLA) rather than to ensure the more stringent “no
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statistically significant increase” of groundwater constituents in surface water required for
properly calculated ACLs by Section 1211 (d)(2)(B)(i1)(II).

As explained in more detail in Section 4.1.3, ACLs were impermissibly selected in lien of MCLs
and in any case misapplied with respect to surface water in the ROD. Since the use of ACLs set
the pattern for data collection during monitoring, critical data do not currently exist for transition
zone and shallow surface water quality. In addition, transition zone water data is needed for the
near-shore sediment cap in the area of the estimated DNAPL extension into Elliott Bay.

In addition, the UU and MSU remedies did not adequately address the uncertainties related to the
migration of DNAPL below the Site. Uncontrolled, potentially-migrating DNAPL stringers may
have released, or be presently releasing, contamination into ‘Elliott Bay as non-aqueous phase
product or upwelling dissolved phase contaminants from groundwater. Without more
information regarding the DNAPL stringers, it is not possible to determine the extent to which
these stringers pose current or potential risk. Specifically additional data is needed to determine
whether surface water and sediment in the near-shore area are protected from remaining DNAPL
that currently exists outside the slurry wall or which may migrate below the wall in the future.

Other significant issues noted for the UU during this review include:

e Despite their inappropriate leniency as performance standards, (the PSR ACLs are much less
stringent than acceptable criteria) there are numerous PSR ACL exceedances for PCP,
dibenzofuran and several polynuclear aromatic hydrocarbons (PAHs) in shoreline wells
.designated as alternate points of compliance.

e The Washington Model Toxics Control Act (MTCA) Method C groundwater cleanup
standards (ARARs) for benzo[a]pyrene, carcinogenic PAHs, total naphthalenes, fluorene,
PCP, and' dibenzofuran have been exceeded in shallow and intermediate groundwater wells
outside the slurry wall.

e Although no surface water samples or near-shore sediment samples have been collected
recently, information on increasing groundwater ccontaminant concentration trends and
increasingly DNAPL-impacted shoreline sentinel wells indicate that contamination could be
migrating shoreward (USACE 2009).

¢ During the site inspection, it was noted that a maintenance building should be evaluated for
soil-vapor intrusion based on the known groundwater contaminant levels. This building was
not present at the time of the remedy or the last Five-Year Review.

Several recommendations from the first Five-Year Review still require implementation.
Additionally, routine scheduled maintenance of the asphalt cap, including repair of faded
wellhead protection markings and worn asphalt sealant, and monitoring well maintenance are
needed.
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Marine Sediments Unit

The MSUi is an approximately 58-acre area that includes approximately 1,500 linear feet of
shoreline, and intertidal and subtidal areas to a depth of approximately 300'feet. Remedial
actions in the MSU included dredging of approximately 10,000 cubic yards of contaminated
sediment (to maintain post-cap navigation depth), placement of an engineered sediment cap,
vegetative plantings on the shoreline, ongoing monitoring of cap thickness and stability, surface
sediment chemical concentrations and biological conditions, and ICs to prevent use of large
anchors on the cap area.

Based upon available chemical, biological, and physical data, the cap appears to provide
uncontaminated marine habitat over the majority of the remediated area consistent with the
Sediment Management Standards, the ROD’s stated chemical and biological criteria. However,
there is a lack of recent near-shore sediment chemistry data, due to an inability to sample the
cobble/rip-rap intertidal area. Surface-weighted area concentrations meet the Sediment ‘Quality
Standards (SQS) of the SMS, and two of three biological tests..confirmed that compliance with
SMS was achieved. Physicall monitoring of the shoreline and near-shore capped areas indicates
no significant changes in the capped area.. However, monitoring has repeatedly demonstrated
that the sediment cap in the deep remedial action area of the MSU (RAS) has not been fully
constructed to meet the cap thickness design specification, and further placement of cap material
is necessary.

Protectiveness Statements

The remedy implemented for the Upland ‘Unit has. eliminated current human exposure; however,
DNAPL 1n the saturated zone has not been fully characterized or remediated, and DNAPL and
dissolved NAPL contaminants have been detected in several near-shore monitoring wells. A
protectiveness determination of the remedy related to migration of contaminants from the Upland
Unit cannet be made until further information 1s obtained. Further information will be obtained
to support administrative determinations, as described in the Superfund Environmental Indicators
section below.

The sediment cap monitoring has indicated that the MSU remedy currently meets performance
criteria, based on general attainment.of the chemical and bielogical SMS within the stated scope
of the MSU Operations and Maintenance (O&M) Monitoring Program. However a
protectiveness determination for the remedy at the MSU cannot be made until further
information is obtained, as described below, which will assist administrative determinations
described below.

A protectiveness determination for the overall remedy at the PSR Superfund Site cannot be made
until further information is obtained, as recommended in Section 9, Recommendations and
Follow-Up Actions. Further information will be obtained by: (a) collecting UU groundwater,
MSU sediment and surface or pore water data, (b) updating the conceptual Site model, and
(c) re-evaluating ARARs, cleanup levels, and points of compliance. It is expected that these
actions will take up to four years to complete, at which time a protectiveness determination will
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be made. It 1s likely that some uncertainties will always remain regarding subsurface DNAPL
location and potential for discharge into sediments and surface water.

Superfund Environmental Indicators

The Human Exposure Environmental Indicator Status for the Site remains “Under
‘Control.” No one is using contaminated groundwater at the Site, and terrestrial exposures that
posed unacceptable risk to human health were addressed by the removal and/or capping of
contaminated structures, soil, and' sediment. To ensure that this indicator remains “Under
Control” for the long term, the follow-up actions recommended in this review need to be
completed.

The Groundwater Migration Environmental Indicator Status for the Site remains “Not
Controlled.” Contaminated groundwater may be continuing to migrate from the Site.
‘Completion of the follow-up actions recommended in this review should provide sufficient
information to determine the significance of the uncontrolled contamination and help determine
options to address the problem.

Cross Program Revitalization Measure Status. The Site continues to be “protective for

people under current conditions.” To ensure the Site remains protective, the follow-up actions
recommended in this review need to be completed.
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Five-Year Review Summary Form

SITE IDENTIFICATION

Site name (from WasteLAN): Pacific Sound Resources
EPA 1D (from WasteLAN): WAD009248287
Region: 10 | State: WA ' | City/County: Seattle/King

SIBE STAITYS
NPL status: [X]Final [ ]Deleted [ ]Other (specify)
Remediation status (choose all that apply) [ JWnder Construction. DOperatlng Dcomplete

Multiple OUs?* [XIYES [[]NO Construction completion date: 2005
=

' Has site been put into reuse? YES | _|NO Port of Seattle container terminal, Public park

REVIEW STATUS

';Lead agency: DA epA [Cstate [JFribe [[JOther Federal Agency

 Author name: Ravi Sanga _

Author title: Remedial Project Manager J Author affiliation: USEPA Region 10
Review period: November 18, 2008 to September 15, 2009

‘Date(s) of site inspection: November 19, 2008

Type.of review:

BdPost-SARA [CJPre-SARA  {[[] NPL-Removal only
| [[INon-NPL Remedial Action Site  [] NPL State/Tribe-lead! |
[ IRegional Discretson ] ‘
Review number: D ‘l‘\(ﬁrst)fm 2i(second) [ ]3 (thlrd)\[DOtherv(spemfy)

Triggering action:

DActuali RA Onsite Construction at QU #_ 02 DAcluaI' RA Start at OU#
DConstructlonKCompleuon\ EPrevnous Five-Year Review Report I
[MOther (specify)

|

Triggering action date (from ‘Was;eL‘AN): September 2004

Due-date (five years after triggering action date): September 2009 ’
Notes: -

* “OU” refers to-operable unit

Review period should.correspond to the actual start and end dates ofithe Five-Year Review in WasteLAN
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Five-Year Review Summary Form, continued

Significant issues identified during this Five-Year Review that need to be addressed to make a
protectiveness determination and contribute to long-term protectiveness of the remedy:

1) Groundwater and marine surface water comphance. The ROD’s ACLs are not appropnate standards to |
|| demonstrate compliance and protectiveness; nonetheless, even the very lement ACLs have been exceeded 1n }
'several wells. The use of ACLs and the related assumptions were flawed (see Section 4.1.3) and the cleanup
levels'based on them are not protective of the environment (surface water quality or aquatic organisms)

when compared to likely ARARs. Potential surface water ARARs are identified in Table 6 of Section 7.1.2.

52)‘ Increasing concentrations of dissolved contaminants and newly DNAPL-contaminated or increasingly
|DNAPL-contaminated wells suggest possible migration seaward. However, there are no surface water
quality monitoring data to assist 1n determining whether the UU remedy 1s protective of this medium.
DNAPL characterization beneath the UU and MSU 1s incomplete or inadequate. Additional investigations:
and monitoring are needed to better define COC sources, extent, depths and architecture, fate and transport.
In hight of this, 1t 1s not possible to determine either current orlong-term protectiveness.

3) There is a lack of sediment sampling in the near-shore area of RAl, RA2a and'RA3 to venfy that
| juncontrolled contaminants are not reaching sediments at unacceptable concentrations

4) Incomplete construction of the isolation cap in RAS.

5) A keyMSU iInsututional Control (US Coast Guard restriction-on anchorage) for protecting the cap has
not been implemented.

6) Groundwater potability was not adequately evaluated 1n the upper or lower aquifers, although the ROD
states that prospective future water supplies (potable water) are present 1n at least part of the Site.
Groundwater potability at the Site must be determined throughout the Site to determine whether and where
drinking water standards (ARARs) should be met.

7) Potential vapor intrusion into the maintenance building above the UU cap was not evaluated.

Xiii



Five-Year Review
Pacific Sound Resources Superfund Site

Five-Year Review Summary Form, continued

Recommendations for follow-up actions for issues (from previous page) that need to be
completed to make a protectiveness determination and contribute to long-term protectiveness
of the remedy:

1) Re-evaluate ARARSs, cleanup levels, and points of compliance. Assess practicability of achieving
ARARs, Remedial Action Objectives AOs , cleanup levels, and waiver potential for any ARAR that can’t
be met Make revisions, including elimination: of ACLs, in a ROD Amendment.
2) a) Additional DNAPL Characterization to better define contaminant sources, volume' (or mass),
extent, depths, and the extent of flow paths using optical screening tools with push probe insertion, e.g.,
TarGOST; also-measure upwelling flux rates, direct-push fluorimetry, etc.

Ib) Collection of near-shore sediment, groundwater, surface orpore water data n the transition zone
to evaluate discharge of contaminated groundwateror NAPL.

¢) Additional data collection of sediment and pore water on near-shore cap areas (RA1, RA2a, and
RAZ2b) for suspected subsurface DNAPL. (RA4 is not amenable, due to rocky cap matenials.) Sample
media to 55 feet below Mean Lower Low Water (MLLW) 1n the vicimity of the northern point of the UU
coasthne for sediment and pore water. For the latter, use a field-deployable Sohd-Phase Microextraction
(SPME) push-point device that 1s capable of measuring vertical profiles of freely dissolved hydrophobic
contaminants. Additionally, near-surface pore water sampling for pentachlorophenol 1s also needed
lbecause this compound does not adsorb to the SPME. Sample locations are shown on Figure 13.
Dissolved phase pore water.concentrations may be used to infer the proximity of a DNAPL source and
reveal whetherdissolved phase DNAPL contaminants could infiltrate the sediment cap.

«d) Update Conceptual Site Models with the new information and additional study results.

3) See Recommendation 2¢ above as regards sediment sampling.

4) Addsuitable material to the RAS cap to increase thickness as clean, dredged matenals become
available.

5) Implement remaining ROD ICs by working with US Coast Guard to-establish anchorage restrictions
to protect MSU Area 6 cap.

6) Potability Determination

a) Based on existing data and new data as necessary, determine. (1) whether the formation.
underlying the contaminated Site aquifer 1s a confining layer; (11) the potability of groundwater underlying
|| the confining layer beneath this formation, and (11) whether the upper aquifer 1s potable under any portion
of the Site.

b) If groundwater 1s potable, drinking water requirements are relevant and approprnate.

"7y Groundwater/so1l NAPL to indoor-air assessment for maintenance building with either groundwater
«data from adjacent wells/piezometers, or near-slab subsurface data.

X1V
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Five-Year Review Summary Form, continued

Current and Long-term Protectiveness Statement

"Upland Unit and Groundwater Transition Zone

The remedy implemented! for the Upland Operable Unit has ehhminated current human and ecological
terrestrial exposure to site COCs; however, subsurface DNAPL s not fully characterized or remediated,
and DNAPL and dissolved contaminants are present in near-shore monitoring wells and may be
continuing to move into these wells and beyond. A protectiveness determination of the remedy related to
migration of contaminants from the Upland' Umt cannot be made until further information 1s obtained, as
recommended 1n Section 9, Recommendations and Follow-Up Actions. Further infoermation will be
obtained by collecting groundwater, sediment and surface water data, characterizing DNAPL 1n the
subsurface, updating the conceptual Site model, and re-evaluating ARARs, cleanup levels and points of
compliance. It is expected these actions will take up to four years to complete, at which time a
iprotectiveness determination will be made. It s likely that some uncertainties willl always remain
regarding DNAPL location and potential for discharge into sediments and surface water.

Marine Sediments Unit

The sediment cap monitoring has indicated that the MSU remedy 1s-currently perfornmng as designed,
based' on general attainment of the chemical and biological Sediment Management Standards within the
stated scope of the MSU O&M Monitoring Program. However, a protectiveness determination of the
remedy at the Marine Sediments Unit cannot be made until further information 1s obtained, as
recommended 1n Section 9, Recommendations and Follow-Up: Actions. Further information will be
obtained by collecting groundwater, sediment and surface water data, updating the conceptual Site model,
and re-evaluating ARARs, cleanup levels-and points of comphance. 1t 1s expected that these actions will
take up to:four years to complete, at which time a protectiveness-determination will be made. It 1s likely
that some uncertainties will always remain regarding DNAPL locationiand potential for discharge into
sediments and surface water.

|Site-wide

A protectiveness determination for the overall remedy at the Pacific Sound Resources Superfund Site
cannot be made until further information 1s obtained, as recommended in Section 9, Recommendations
and Follow-Up Actions. Further information willl be obtained by collecting groundwater, sediment and
surface water data, updating the conceptual Site model, and re-evaluating ARARs, cleanup levels and
points-of compliance It 1s expected that these actions will take up to four years to complete.

|
||
!
li
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Pacific Sound Resources Superfund Site
Seattle, King County, Washington
Second Five-Year Review Report

1 Introduction

There are two Operable Units at the Pacific Sound Resources (PSR) Superfund Site located in
Seattle, King County, Washington. This is the second Five-Year Review for the Upland Unit
(UU) and the first Five-Year Review for the Marine Sediments Unit (MSU). The prior Five-
Year Review report evaluating the remedial actions of the UU was issued in September 2004.
The sediment cap remedy for the Marine Sediments Unit was completed in 2005, within this
five-year period. The first Five-Year Review for the UU was the schedule-triggering event for
the current Five-Year Review, which covers the period from 2004 to 2008 for both Operable
Units. The review was conducted between November 2008 and September 2009. This report
doecuments the results of the review.

1.1 The Purpose of the Review

The purpose of Five-Year Reviews is to determine whether the remedy at a site is protective of
human health and the environment. The methods, findings, and' conclusions of reviews are
documented 1n Five-Year Review reports. Five-Year Review reports identify issues found
during the review, if any, and recommendations to address them.

1.2 Authority for Conducting the Five-Year Review

The U.S. Environmental Protection Agency (EPA) prepared this Five-Year Review pursuant to
the Comprehensive Environmental Response, Compensation, and Liability Act (CERCLA) and
the National Centingency Plan (NCP) (National Response Center 1981 published as
40 CFR §300). CERCLA §121(c) states:

“If the President selects a remedial action that results in any hazardous substances,
pollutants, or contaminants remaining at the site, the President shall review such
remedial action no less often than each five years after the initiation of such remedial
action to assure that human health and the environment are being protected by the
remedial action being implemented. In addition, if upon such review it is the judgment
of the President that action 1s appropriate at such site in accordance with section [104]
or [106], the President shall take or require such action. The President shall report to
the Congress alist of facilities for which such review is required, the results. of all such
reviews, and any actions taken as a result of such reviews.”

EPA interpreted this requirement further in the NCP; 40 CFR §300.430(f)(4)(ii) states:

“If a remedial action is selected' that results in. hazardous substances, pollutants, or
contaminants remaining at the site above levels that allow for unlimited use and
unrestricted exposure, the lead agency shall review 'such action no less often than every
five years after the initiation of the selected remedial action.”
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EPA Region 10 conducted this Five-Year Review of the PSR Superfund Site in Seattle,
Washington. Site inspection was conducted by EPA staff, Ravi Sanga (Remedial Project
Manager) and René Fuentes (Hydrogeologist), in conjunction with US Army Corps of Engineers
(USACE) staff, Miriam Gilmer and Craig Martin (Project Managers), Mandy Michalsen, John
Wakeman, Chemine Jackels, Lisa Scott, Brenda Bachman and Gwendolyn Hannam.

2 Site Chronology

Table 1 summarizes, in chronological order, the major milestones or notable events for the PSR
Superfund Site.

Table | Chronology of Slte Events

i e dh e e T D Dates
: @Wz’*’* e Y ﬁ%‘&i"’%ﬁﬁéﬁﬁ Ehalme o e e
lSlte Developedby J.M. Coleman Company B { 1909 /
" || Wood treating operations on site | 1909-1994 |
' Site ownership transferred to West Coast Wood Preserving Company | 1959 |
(jointly owned by J.H. Baxter Co. and Walter Wyckoff) \ ;
' Site ownership transferred to Wyckoff Company 1 1964
Site characterization done under RCRA § 3013 Order until added to. 1984

National Priority Listing in 1994

Name change from Wyckoff Company to Pacific Sound Resources 1991

Site ownership transferred from Wyckoff/Pacific Sound Resources to Port Aucust 1994
of Seattle with Prospective Purchaser Agreement (PPA) from EPA g

Site added to the National Priority Listing 1994

Consent decree entered between PSR principals and EPA, creatingfan A
. . . ugust 1994
environmental trust for funding cleanup actions

Administrative Order on Consent (AOC) issued by EPA to Port of Seattle S
. eptember 1994
for upland removal actions

Initiation of Upland OU Remedial Investigation/Feasibility Study (RVFS) | 1994

Time Critical Early Actions: Demolition of entire wood treating facility
and removal of 4,000 cubic yards of contaminated soil and process 1995
sludge, and initial redevelopment of PSR as an intermodal rail yard ‘
and container terminal

Non-Time-Critical Early Actions: Installation of slurry wall and Lighter ‘
Than Water Non-Aqueous Phase Liquids (LNAPL) recovery trench | 1996-1998 |
and completion of asphalt cap over layer of clean fill

Initiation of Marine Sediments OU RI/FS, i 1996

RI/FS for Upland OU Completed November 1998
Inspection and' maintenance of surface cap begins 1998

Public comment period for RI/FS reports and Proposed Plan for the PSR April-May

Site 1999
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Table 1 (contmued)
.!F‘a’.;’;s }gifﬁ_:%{

e ﬁﬁ,;f »ﬁ;ﬁ&w %ze;

g."fﬁ& .»~£zsr~*3:§;° i
Record of Decision (ROD) 1ssued statmg that the 'Early Actions for the | !
' Upland OU were the final action with additional requirements to ensure the ' ‘
actions remain protective, including: (1) inspection and maintenance of the
surface cap, (2)confermational monitoring including groundwater | September 1999
sampling and Light Non-Aqueous Phase Liquid (NAPL) recovery;
(3) Institutional Controls to-prohibit groundwater use and restrict land use;
and (4) ACLs (misconstrued and inappropriate)

Assessment of potential damage to slurry wall as result of 2001 Nisqually

- earthquake; wall determined to be functioning effectively 2001-2002

Assessment and repair of damage to monitoring wells as result of 2001

Nisqually earthquake 2001-2003

Supplemental AOC issued to Port of Seattle by EPA for groundwater
monitoring of shallow and intermediate monitoring wells to expend | December 2002
remaining funds commutted to the site by the Port in 1994 PPA.

Additional monitering wells installed to complete the performance or

. o May 2003
| compliance monitoring network
| Performance or compliance groundwater monitoring begins May 2003
I Marine Sediments OU cap design complete ] 2004
| First Five-Year Review completed 2004
Marine Sediments OU cap completed 2005
Preliminary closeout report (PCOR) September 2005
Long-Term Sediment Monitoring Report approved 2008
Upland groundwater monitoring program responsibility transferred from 2008
| Port of Seattle to USACE. Port PPA funding obligation completed.
Interim Upland Groundwater Monitoring Report completed by USACE March 2009 |
Second Five- Year Review ] September 2009 |

3 Background

The PSR ‘Superfund Site is a former wood treating facility located on the south shore of Elliot
Bay at 2801 S.W. Florida Street, Seattle, Washington (Figure 1). Wood was treated at PSR from
1909 to 1994 using preservattve chemicals including creosote, pentachlorophenol (PCP), and
metals. Soil, groundwater and marine sediments were impacted by these historical operations
and Non-Aqueous Phase Liquids (NAPL) remain present in the site subsurface. Some NAPLs
(fractions) are lighter than water (LNAPL) and float in the water table, and in others they are
denser and sink (DNAPL). Volumtrically, most NAPL at the Site is DNAPL

Wood treating operations changed through time at the PSR site. The plant evolved from a small
pile-supported facility constructed in a subtidal zone over water in the early 1900s to a relatively
large treating facility constructed on fill. The original wood-treating facility consisted of one
shed (eventually known as the "main shed”) withr one retort in operation. Additional retorts were
installed in 1912 (four retorts), 1927 (two retorts), 1961 ((one retort) and 1967 (one retort). The
main dock on the northern terminus of the PSR site was constructed before 1917. There are no
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recorded dates for the construction of other former PSR structures. PSR layout prior to Early
Actions 1s shown en Figure 2 and a photograph of PSR during operation 1s shown on Figure 3.

As noted previously, PSR is separated into twe operable units, the UU and the MSU. The UU
occupies approximately 25 acres and is located in an industrial portion of West Seattle, adjacent
to the Lockheed West Seattle Superfund Site to the northeast, and otherwise surrounded by a
fairly densely populated urban residential area. The nearest residence is over one-quarter of a
mile from PSR. 'The UU and the surrounding areas to the east and the south are currently part of
the Port of Seattle Terminal 5 intermodal yard. The property to the west is used as a barge
transport facility for bulk material as well as a public access park (Jack Block Park). Figure 4
shows an aerial photograph of the site taken after redevelopment by the Port of Seattle. The
MSU occupies 58 acres in Elliott Bay and lies directly north of the UU. It is divided into
numbered Remedial Action subunits (RA1-RAS5) as depicted in Figure 8.

3.1 Land and Resource Use

The UU south of the inner harbor line of PSR is currently owned by the Port of Seattle and is
largely covered with asphalt, thus limiting habitat for most terrestrial plants and animals found 1n
the Duwamish River/Elliot Bay region. The in-water portion of the Lockheed West Seattle
Superfund Site, which was carved out of the West Waterway Operable Unit of the Harbor Island
Superfund Site, and Elliott Bay are adjacent to the site and these water bodies are a portion of the
adjudicated Usual and Accustomed fishing area of the Muckleshoot and Suquamish Indian
Tribes.

During Early Actions, the north portion of the UU located adjacent to the shoreline was
converted to the Jack Block Park, with fish ‘advisory signs and fences preventing shoreline
access. This public access area lies on property owned by both the Port of Seattle and the
Washington State Department of Natural Resources. The remaining portion of the UU was
completed as part of a larger intermoedal terminal, which includes other property adjacent to PSR
and is currently being leased by APL shipping. The renewable lease expires in 2029. PSR site
use is anticipated to remain industrial in the foreseeable future, with the .exception of Jack Block
Park.

3.2  History of Contamination

Contamination at PSR is associated with former wood-treating processes and facilities.
Investigation results indicated that releases of wood treating matenal occurred throughout the
lifetime of the facility. The primary wood preservatives in use at the time of plant closure were
creosote, PCP, and chemonite (an inoerganic solution of copper, arsenic, and zinc salts). Other
preservatives used .during historical plant operations included phenol, chromium, boric acid, and
fluoride (Science Applications International Corporation, 1990). During the investigation phase,
concentrations of these constituents were evaluated. Based on this evaluation, the primary
constituents of concern for the UU were determined to be polynuclear aromatic hydrocarbens
(PAHs), pentachloerophenol, dibenzofuran, and zinc.
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Specific sources within the former process area include:

The former treating area.

Treated-wood transfer and storage areas.
Retort and transfer table discharge pits.
Loading areas.

Stermwater discharge areas.

The primary sources of contamination to the UU are associated with the treating areas, discharge
pits, equipment, tanks, and loading areas. These primary sources were removed during Early
Actions (demolition and' materials removal) under CERCLA authority. The remaining sources
of contamination at PSR are contaminated soils and groundwater with DNAPL and LNAPL.
NAPLs occur in soill both above and below the water table. The volume of LNAPL at PSR 1s
small relative to DNAPL. The DNAPL is potentially a contamination source to: groundwater or
to sediment and surface water directly. Upwelling contaminated groundwater could potentially
affect sediment and surface waters in adjacent Elliott Bay and the larger Puget Sound.

3.3 Initial Response — Upland Early Actions

Cleanup actions for the UU of PSR were completed as Early Action Non-Time Critical Removal
Actions (NTCRA). In significant part, the decision to proceed by NTCRA rather than a mere
traditional RI/FS followed by Remedial Design/Remedial Actionr (RD/RA) was driven by
redevelopment plans by the Port of Seattle (Port). PSR was a difficult recalcitrant party. The
Port sought the PSR property as a critical waterfront parcel for a new major container shipping
terminal. The August 1994 Consent Decree settling the liability of the PSR principals
(essentially personal covenants in exchange for all company assets) was entered simultaneously
with the issuance of a prospective purchaser agreement (PPA) to the Port under which the Port
agreed to cap the UU pursuant to an NTCRA Admimstrative Order on Consent from EPA as part
of its terminal construction. project. By proceeding in' this manner, EPA was able to bring
approximately $20 million in Port funds to the cleanup which would -etherwise not have been
available. The cleanup/redevelopment was hailed in' speeches at the site by President Clinton,
Vice President Gore and Administrator Browner, as a medel for environmental cleanup and
.economic redevelopment to the benefit of all concerned.

No additional engineered remedial measures were required by the Record of Decision (ROD)
(EPA 1999); however, the ROD discussed requirements to ensure that the remedy remain
protective. Early Actions were completed at PSR to stabilize site conditions, remove some
sources, address some principal threats poesed by contaminated soil and groundwater, and allow
for site redevelopment. The NTCRA were adopted as the final engineered remedial actions for
the UU of PSR. NTCRA performed on the UU between 1996 and 1998 by the Port of Seattle
included:

e Excavation and disposal of 3,840 tons of process residuals beneath demolished
structures..

e Placement of a 4-inch te 8-inch thick low permeability asphalt cap to (a) isolate and
prevent direct human exposure to contaminated soil and .(b) minimize infiltration
through impacted! soil to groundwater.
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¢ Installation of a 1,600 feet long by ~40 feet (bgs) deep bentonite slurry wall to (a)
minimize shallow groundwater and LNAPL flow to Elliott Bay and (b) reduce tidal
influence on contaminant mevement.

e Installation of a 1,000-foot long by t5-foot deep LNAPL recovery trench on the
inland side of the slurry wall to capture and prevent NAPL transport to Elliott Bay as
a contingency measure.

Site stabilization and'source removal actions were designed to eliminate near-surface, accessible
volumes of wood-treating chemicals and process residuals in the upland. All above-ground
structures were «demolished and wood-treating chemicals. contained in these structures were
disposed of properly. A potential source of groundwater contamination was eliminated through
excavation and disposal of approximately 3,840 tons (approximately 2,400 cubic yards) -of
process residual materials present in site soil.

Placement of a low permeability asphalt cap over the upland area of PSR reduced groundwater
recharge and eliminated the potential for contaminants to migrate from unsaturated soil to
groundwater via stormwater infiltration. Residual DNAPL was identified in the fill »under former
operational areas and in sand layers in the underlying native deposits.

The bentonite slurry containment wall was installed in 1996 to minimize shallow contaminated
groundwater and LNAPL flow to Elliot Bay. This wall design was chosen because (1) 1t
provided moderate compressive strength plus a reasonable degree of plasticity for “self healing”
properties ‘over time, (2) the low hydraulic conductivity (1x10°® c/sec) of bentonite slurry
would reduce the influence of groundwater flow and tidal fluctuations on contaminant
movement, and (3) the design was the most cost-effective design over a 30-year design life
(RETEC Group 1995). However, there was no continuous shallow, low-permeability layer into
which the wall could be keyed to in order to create a containment cell which could have acted as
a barrier against migrating DNAPL; the wall depth was chosen to minimize tidal effects on
upland contaminated groundwater. Lateral extent of the slurry wall placement was based on
observed NAPL and PAH concentrations in groundwater that.exceeded 1,000 ug/L.. An LNAPL
collection trench was installed on the upland side of the slurry wall to capture LNAPL seeps,
which had been observed along the beach prior to [Early Actions. The center line of the recovery
pipe was positioned at the water table depth predicted following slurry wall installation.
However, following routine monitoring, no LNAPL was ever present or recovered in the
recovery trench. Both DNAPL and LNAPL were left in place below and seaward of the slurry
wall. Greater depth for the wall was rejected because a low-permeability layer into which the
wall could be keyed! to create a containment cell that DNAPL or groundwater could not migrate
under could not be located, as well as cost considerations relative to environmental benefit.
Absent a containment cell, there is no known depth below which DNAPL could not migrate,
making a deeper wall clearly more expensive but not necessarily significantly more effective.

3.4  Uncertainties Associated with NAPL During the Early Actions and ROD

The Early Actions were adopted by the ROD as the final remedy. However, uncontrolled
subsurface DNAPIL. veins or stringers remained following completion of the NTCRAs.
Significant uncertainties remain regarding the extent of DNAPL inthe subsurface, and the extent
to which it will continue to affect adjacent media (groundwater and surface water). The ROD’s



Five-Year Review
Pacific Sound Resources Superfund Site

conceptual site model (Figure 5) showed the generalized distribution of NAPL in the site
subsurface on a north-south section view through the facility, and the connection between: the
UU and the MSU. Figure 13 shows a plan-view of the estimated extent of DNAPL represented
by borings showing 2 inches or greater of intense hydrocarbon staining from creosote.
Approximately 53,000 gallons of free-phase DNAPL remain in the shallow, intermediate, and
deep subsurface zones on-site; of this, according to the ROD, approximately one-fifth, or 10,000
gallons, remains seaward of the slurry wall beneath land and sediment surface. DNAPL occurs
in sand lenses for a significant distance beneath, and within an estimated 200 horizontal feet of
the top of the Elliott Bay mud-line. Note that this conceptual model is based upon limited
borings. No wells were completed in the aquifer subtending the affected aquifers at the site;
thus, it is unknown whether the formation that occurs under the deeper site aquifer (Zone B,
Figure 5) is an aquitard that prevents downward migration.

In summary, the Early Actions for seils and groundwater removed the most accessible
contaminated' source material, eliminated direct contact with: subsurface soils, and' appear to have
eliminated LNAPL discharges to Elliot Bay.

3.5 Risks and Basis for Taking Action

3.5.1 Upland Unit—Human Health Risks

Pre-Early Action risks were greater than the acceptable risk ranges established by the NCP and
the Washington State Model Toxics Control Act. (MTCAY) and established the need for CERCLA
response action. The ROD stated that the Early Actions eliminated risks to upland receptors
based on exposure to contaminated soil and vapor, since capping the upland area eliminated
direct contact exposure with contaminated soil. In.addition, the current and long-term use of the
upland property as an intermodal rail yard and container storage facility assured that future
residential as well as industrial exposures would' either not occur or be controlled under an
Institutional Control (IC) Plan. Under an industrial worker scenario estimated for conditions
prior to the UU cap, the Incremental Lifetime Cancer Risks (ILCR) due to ingesting soil and
inhaling vapors were as high as 1 in 100 (1E-02), primarily from PAHs, arsenic, dioxins and
furans. Residential cancer risks prior to capping considered only the soil ingestion pathway, and
were calculated to be as high as 1E-Ol to 1E-02 ILCR. The pre-Early Action recreational site
user scenario estimated a 1E-02 to 1E-04 ILCR.

3.5.2 Marine Sediments Unit—Human Health Risks

The basis for taking action with the Marine Sediments Unit resulted from: pre-remedy
incremental cancer risks for the Reasonable Maximum Exposure (RME) individual (tribal fisher)
that were above the NCP risk range due to both PAHs. and PCBs.

Wood-processing and related industrial chemicals released from the PSR UU or discharged from
the Longfellow Creek overflow channel contaminated sediments which represented a threat to
people consuming seafood from PSR. PAHs, PCBs, mercury, dioxins and dibenzofurans were
considered in the risk assessment. Mercury was not detected in fish or shellfish tissue, and so
was eliminated from further study.
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Fish and sediments were found to contain contaminants associated with historical PSR activities.
English sole was used as a surrogate species to represent bottom fish. Shellfish were evaluated
because edible shellfish (primarily crab and shrimp) are found in the MSU. Clams were used as
a surrogate species for all shellfish because of their close association with sediment and potential
for human consumption; however, most shellfish consumption related to the MSU would consist
of shrimp and crab because of the limited intertidal habitat available for clamming and restricted
access to the shoreline.

Tribal fisher scenarios were evaluated using consumption rates for fish and shellfish from
seafood consumption surveys of the Tulalip and Squaxin Island Tribes (Toy et al. 1996) (Liao
and Polissar 1996) to represent Native American fish and shellfish consumptien patterns specific
to the Puget Sound area (though seme assumptions associated with use of these surveys deviate
from current policy regarding their present use). Exposure point.concentrations for consumers of
fish and shellfish- under current conditions and various cleanup scenarios were determined using
a sediment-to-biota transfer model. 'Of the site-related contaminants of concern in fish and
shellfish that potentially impact human health, dioxins, furans and some PAHs, PCB, and PCP
were considered to be the greatest risk. The potential cancer risks were evaluated using a toxicity
equivalence (TEQ) approach. For carcinogenic PAHs (cPAH), concentrations were adjusted by
toxicity equivalence factors (TEF) relative to the toxicity of benzola]pyrene. A similar approach
was used for dioxin and furan compounds, comparing against the 2,3,7,8-tetrachloro-p-
dibenzodioxin TEF. The ROD concluded that pre-remedy cancer risks to subsistence fishers
were the primary human health.concern and the basis for taking sediment remedial action. Pre-
remedy incremental cancer risks for the RME individual (high-end tribal fisher) were above the
NCP risk range due toboth PAHs and PCBs. Pre-remedy non-cancer Hazard Indices were less
than 1.0, with the exception of PCBs, for which contaminated seafood consumption indicated a
Hazard Index of 4.

For the MSU, risk reductions were estimated following capping. For the selected remedy in the
MSU, indivadual sample data collected as part of the RI were replaced with potential cleanup
values. For dredged and capped areas, sediment contaminant concentrations were reduced to
close to what was calculated to be anthropogenic Elliott Bay background concentrations. For
predicted post-remedial action sediment concentrations for the chemicals of concern, clam and
fish tissue concentrations were estimated using a 'biota-sediment accumulation factor for each
sample location. The 90th percentile of the resulting tissue concentrations was used as the RME
concentration 1n the residual human health risk assessment.
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Per Washmgton State Sedlment Management Standards (SMS)

: Sednnent Management Standards “

Appareént Effects Threshold = am

T L SQSEE S iy CSLf:”,.x;f‘E‘ii: ULAERT Y | T 2LART #Y
Organics (ug/kg)
Acenaphthylene 66,000 66,000 1,300 1,300
Acenaphthene 16,000 57,000 500 730
Anthracene 220,000 1,200,000 960 4,400
Benz(a)anthracene 110,000 270,000 1,300 1,600
Benzo[a]pyrene 99,000 210,000 1,600 3,000
Total Benzofluoranthenes® 230,000 450,000 3,200 3,600
Benzo(g,h,1)perylene 31,000 78,000 670 720
Chrysene 110,000 460,000 1,400 2,800
Dibenz(a,h)anthracene 12,000 33,000 230 540
Dibenzofuran 15,000 58,000 540 700
2,4-Dimethylphenol 29" 29" 29 72
Fluoranthene 160,000 1,200,000 1,700 2,500
Fluorene 23,000 79,000 540 1,000
Total HPAH 960,000 5,300,000 12,000 17,000
Indeno(1,2,3-cd)pyrene 34,000 88,000 600 690
Total LPAH 370,000° 780,000° 5,200 13,000
2-Methylnaphthalene 38,000 64,000 670 1,400
2-Methylphenol 63" 63" 63 72
4-Methylphenol 670" 670" 670 1,800
Naphthalene 99,000 170,000 2,100 2,400
Total PCBs 12,000 65,000 130 1,000
Pentachlorophenol 630" 690" 360 690
Phenanthrene 100,000 480,000 1,500 5,400
Phenol 420" 1,200 420 1,200
Pyrene 1,000,000 1,400,000 2,600 3,300
InorganicsIl (mg/kg)
Arsenic 57 93 57 93
Cadmium 5.1 6.7 5.1 6.7
Chromium (total) 270 260 260 270
Copper 390 390 390 530
Lead 450 530 450 530
Mercury 041 0.59 0.41 0.59
Zinc 410 960 410 960

Notes:

a MTCA Chapter 173-204 WAC

b Sediment Quality Standards

¢ Cleanup Screening Levels (also called Mimimum Cleanup Levels 1f SQS are impracticable to achieve)
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Notes to Table 2 (continued):

d This value represents the sum of the tollowing compounds naphthalene, acenaphthylene, acenaphthene, fluorene,
iphenanthrene, and anthracene, the LPAH criterion-does not represent. the sum of the criteria values for theandividual compounds

e Normalized to total organic:carbon contenti(unless noted otherwise initable- see superscripts)

f This value represents the sum ot the following compounds fluoranthene, pyrenebenz(a)anthracene, chrysene, total
ibenzofluoranthenes. benzo[a]pyrene. indeno(1,2,3 cd)pyrene, dibenz(a,h)anthracene, and' benzo(g.h.)perylene. the HPAH
cnterion.does notirepresentithe sum of the criteria values forthe individual compounds

g Sum of the concentrations of the “b,” *},” and “k” 1somers

th ‘Dry-weight basis ForiPAHs. the AET value 1s used when sediment organic carbon is <0 5% or >4%

1 ILowest Apparent Effects Threshold

J Second-lowest: Apparent Effects Threshold

k Barrick, RC et al 1988 1988 Update and Evaluation of Puget Sound AET Vol 1, Sediment Quality Values Refinement
Prepared for Tetra Tech, Inc and' EPA, Region 10,/Office-of Puget Sound PTI Environmental Services, Bellevue, WA

3.5.3 Marine Sediments Unit—Ecological Health

The ecological risk assessment evaluated the health of benthic invertebrate communities and
bottom fish populations. The benthic community evaluation was based on multiple effects
measures, comprising sediment toxicity bioassays, in situ benthic community structure, and clam
tissue bioaccumulation data.

The bottom fish evaluation was based on fish tissue bioaccumulation data and an estimate of the
transfer of bioaccumulative contaminants from a fish to its eggs. Chemicals of ecological
concern were those that exceeded SMS, were bioaccumulative, or were widespread throughout
PSR and exceeded Elliott Bay background concentrations.

Ecological receptors of interest included benthic crustaceans, mollusks, and polychaetes; and!
English sole. Chinook salmen and bull trout were also included as they were listed on the
federal Endangered Species List. Sediment chemical data were compared with effects-based
Washington State Sediment Management Standards (WAC 173-204-.760) or the Puget Sound
Apparent Effects Thresheld (AET) values. Chemicals of potential concern found to exceed
effects-based' or background screening values in surface and subsurface sediment included low
molecular weight PAHs, high molecular weight PAHs, PCP, dioxins and dibenzofurans, PCBs,
and mercury. Mercury was not evaluated because it was not detected: in fish or shellfish tissue.
Surface sediment samples from nine MSU stations andtwo Elliett Bay background stations were
also collected for acute laberatory bioassays (amphipods and sand dollar larvae), benthic
community enumeration and identification, laboratory bioaccumulation tests using the clam
Macoma nasuta, and analysis of English sole tissues. Clam tissues were analyzed for PAHs,
PCBs, and dioxins and furans. Fish tissues were also analyzed for these ‘COCs with the
exception of PAHs, which were determined to be readily metabolized by fish, and thus not likely
to be detected.

Exposure point concentrations were derived for sediment, benthic infauna, clams, fish, and fish
eggs. Contaminant-specific exposure point concentrations for surface sediment were represented
on a station-by-station basis, as averages of each major taxonomic group (i.e., crustacean,
mollusk, and polychaete) and species-level abundance and richness. Sediment exposure point
concentrations were represented by the laboratory results for PAHs, and polychlorinated dioxins
and furans as TEQ. Concentrations of contaminants of concern were measured in unpurged,
whole body bent-nese clam (Macoma nasuta) tissues exposed to site sediments. Contaminant
exposure from bioaccumulation into English sole was estimated by measuring dioxin/furan TEQ
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in whole body adult tissues of fish collected from PSR. A maternal-egg transfer approach was
used to model dioxin/furan exposures to fish.eggs (Nimi 1983 and EPA 1993a).

Ecological effects for benthes were assessed by growth and mortality responses of amphipod,
echinoderm. embryo, and clam exposed to sediment collected from PSR to responses of
organisms in clean control sediments; comparison of site-collected benthic infaunal community
abundance and diversity; and predicted toxicity to English sole and its eggs. Critical
comparisons were made with SMS threshold chemical criteria (Table 2) and biolegical critena.
Comparison was made to background concentrations of chemicals in clam tissue. Toxicity to
fish and eggs was evaluated against both literature-based effects concentrations in fish tissues
and background. Deleterious impacts were determined to occur to clams exposed to site-related
contaminants at levels exceeding Elliott Bay background concentrations. No risks were
identified for the existing conditions in the MSU to English sole or its eggs.

Prior to the remediation, adverse effects were predicted for some sensitive aquatic invertebrate
species living in contaminated sediments at PSR. The ROD cited research by the National
Marine Fisheries Service (Horness et al 1998) that suggested that flatfish (or other fish 1n direct
contact with sediments) at PSR and throughout Elliott Bay may be at risk via impaired growth or
reproduction, or via suppressed immune responses. Both PSR and the Elliott Bay PAH
background cencentrations exceeded this restoration goal; accordingly, English sole populations
may be at risk throughout Elliott Bay due to non-site related sources.

3.5.4 Basis for Taking Action in the Marine Sediments Unit

The basis for taking action in the Marine Sediments Unit resulted from a combination of human
health and ecological risk considerations. The basis for taking action with respect to human
health resulted from pre-remedy incremental cancer risks for the RME individual (tribal fisher)
that were above the NCP risk range due to both PAHs and PCBs.

PAHs represented the primary contaminant of concern in the surface sediment and drove the
basis for taking action for ecological risk purposes. The ROD selected remedy was to:

e Cap areas of contaminated marine sediments greater than -10 feet mean lower low
water (MLLLW) that exceed the CSL* for PAHs, or the SQS for PCBs (Table 2). Cap
areas with depths equal or shallower than -10 feet MLLW that exceed the SQS for
PCBs.

e Dredge the area north of Crowley Marine Services to maintain navigational depths
and access.

*Where individual PAHs exceed the organic-carbon normalized CSL, or the dry-weight

based LAET. The 2LAET is used when sediment total organic carbon is below
0:5 percent.
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4 Remedial Actions.

The following section details the remedial actions selected for site soil, sediment, and
groundwater, the status of their implementation, and'site operation and maintenance.

4.1 Remedy Selection and Implementation

The PSR ROD was issued on September 30, 1999 and described the final selected remedies for
the two operable units. These selected remedies are described below.

4.1.1 Upland Unit

Remedial action ebjectives for the UU are stated in the ROD as follows: (1) protection of aquatic
life in surface water and sediments from exposure to contaminants of concern above protective
levels, and (2) protection of humans from exposure to groundwater containing contaminants of
concern above protective levels.

The NTCRAs completed at the time of the ROD were determined to be the final remedy for the
UU. These Early Actions were demelition of all on-site structures, removal of highly
contaminated shallow soil and sludge; focused NAPL collection and disposal; and 1solation of
remaining contaminated soil and groundwater with a low-permeability asphalt cap and
installation of a subsurface slurry wall to control LNAPL. In addition, an Inspection and
Maintenance (I&M) program for the UU surface cap, ongoing monitering of groundwater and
collection of NAPL as needed, and ICs for prohibiting groundwater use and restricting land use
were selected as part of the final remedy. Early actions were completed and the 1&M program
began in 1998 and is ongoing (Section 2, Site 'Chronology). The misconstrued ACLs were never
fixed.

4.1.2 Marine Sediments Unit

The remedial action objectives for the MSU as stated in the ROD are as follows: (/) minimize
human exposure through seafood consumption and (2) minimize benthic community exposure to
site contaminants.

The primary remedy was placement of a 3-foot thick containment cap over 58 acres of
contaminated sediments, except in intertidal areas where a 5-foot thick cap was placed to allow
for unrestricted tribal harvest of shellfish as required by tribal treaty rights. Additional actions
included dredging of 10,000 cubic yards (cy) of contaminated sediment to maintain navigational
access, removal of 800 unused creosote-treated pilings, and monitoring of cap performance. ICs
to prohibit large anchor use in the capped area are being coordinated between the EPA, Tribal
Governments and the US Coast Guard, but have not yet been completed.

4.1.3 Recently-Identified Protectiveness Issues

1. The remedy did not adequately address the uncertainties related to the migration of DNAPL
at the site. Uncontrolled migrating DNAPL “stringers” may be releasing contamination into
Elliott Bay as either non-aqueous phase product or upwelling dissolved phase in groundwater.
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As described in Section 3.4, the ROD  acknowledged that subsurface DNAPL veins or stringers
remained following completion of the Early Actions in the UU. The DNAPL stringers were
jportrayed as extending from the UU into the MSU, 1.e., beyond and/or beneath the slurry wall
into the subsurface sediments 1n Elliott Bay.

Although there is no information that definitively demonstrates DNAPL continues to migrate
from subsurface source materials into an environment where exposure -could occur, potential
risks to human health and the environment from dissolved-phase or non-aqueous phase intrusion
into Elliott Bay from the known DNAPL stringers are assumed to exist, and were not adequately
characterized or otherwise addressed in the RI/FS. More information is needed. It 1s currently
unknown whether DNAPL or freely dissolved constituents are reaching .or may reach the mud-
line in the intertidal zone or anywhere in Elliot Bay now or in the future. There has however,
been only a minimal amount of investigation to attempt to assess these risks. While the extent of
DNAPL and its release or potential release into the Bay may never be fully characterized,
additional investigation should reduce the substantial uncertainty around this important question.

2. Incorrect Substitution of Alternate Concentration Limits (ACLs) for drinking water ARARs.

The ROD misconstrued the very limited basis for ACLs in CERCLA Section 121(d)(2)(B)(ii).
Since the ROD concluded that at least a portion of the groundwater beneath the site (at depth and
farthest up-gradient from the shoreline) was likely to be potable, MCLs were relevant and
appropriate requirements for such potable groundwater, and ACLs are only viable as a substitute
for applicable requirements (e.g., state antidegradation laws or rules), never for relevant and
appropriate requirements.

The ROD stated that, “based on the groundwater classification at PSR (Class Ilb and Class 1[I,
i.e., non-potable), the impracticability of restoration, and the impracticability of the site meeting
the statutory requirements, use of ACLs at PSR is appropriate.” This statement contains several
inaccuracies. Class [Ib aquifers are potential future drinking water sources. Where doubt exists
regarding the status of primary drinking water standards (MCLs, or nonzero MCL Goals
(MCLGs) as Applicable or Relevant and Appropriate Requirements (ARARs), potability should
be determined empirically using regulatory criteria rather than aquifer classifications or other
designations (see Section 121(d)(2)(B)(i) of CERCLA). More mmportantly, as noted above,
ACLs were never intended as a substitute for MCLs. In accordance with Section
121(d)(2)(A)(ii) (last sentence), MCLs and the stricter of federall Ambient Water Quality Criteria
(AWQC) or state Water Quality Standards (WQS) must be met or waived where they are
relevant and appropriate. If a Technical Impracticability (TI) waiver is invoked for any of these
ARARs, it must be documented in a formal waiver pursuant to Section 121(d)(4)(C) of
CERCLA. The application of ACLs is limited to applicable requirements (e.g., to groundwater
in potable aquifers subject to an anti-degradation rule which (1) meet MCLs; and (2) based on
known or projected points of entry of groundwater into surface water, there will be no
statistically significant increase in surface water hazardous constituent concentrations from the
groundwater at the point of entry. This use of ACLs is very limited. ACL use at PSR was far
more expansive and intended for purposes far beyond the scope of Section 121(d)(2)(B)(i1). The
PSR ACLs were so expansively calculated that some were set above solubility limits.(see Issue
3, below).
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Groundwater potability requires additional evaluation. WAC 173-340-720(1)(c) states, “Ground
water cleanup levels shall be established at concentrations that do not directly or indirectly cause
violations of surface water, sediments, soil, or air cleanup standards established under this
chapter or other applicable state and federal laws.” Whether PSR groundwater must meet or
waive MCLs or MCL ‘Goals (MCLGs) ultimately depends upon a determination of whether they
are relevant and appropriate, which for groundwater is generally based on potability. Figure 12
shows the State of Washington’s considerations for determining cleanup standards related to
potability. WAC 173-340-720(2)(a) states that an aquifer is potable if it “could be used as a
current or future water supply” (that is, sustain a pumping rate suitable for a water supply), and
173-340-720(2)(b) states. that it must have “sufficiently low salinity.” Neither of these
conditions for potability was met in the saline, contaminated shallow groundwater near the PSR
shoreline, indicating at least some of the site groundwater may not be drinkable. PSR
groundwater at greater depths and also mere distant from the shoreline requires additional
empirical data to-determine whether potability criteria are met in these portions of the aquifer.

Further, WAC 173-340-720(2)(c) requires a demonstration that contaminants which exceed
groundwater quality standards published in WAC 173-200 are unlikely to 'be transported from a
contaminated aquifer to groundwater that is a current or potential future source of drinking
water, as defined in 173-340-720(2)(a) or 173-340-720(2)(b). Thus there are three significant
data gaps confounding the evaluation of the WAC 173-340-720(2)(c) requirement: a) whether
vertical contaminant transport occurs from the contaminated aquifers to the deeper groundwater
beneath the site through the Lawton formation, b) whether ithe deeper water body is a-current or
potential future source of drinking water; and c) whether fresh water in the near-surface aquifers
is degraded by site.contaminants. Noene of these conditions 1s currently documented, preventing
a potability determination at this time.

Since ACLs may not be used in lieu of relevant and appropriate requirements such as MCLs, to:
the extent that potable water is present in a site aquifer or in an adjacent aquifer that 1s, or.could
be, impacted by site contamination, drinking water standards would be relevant and appropriate
requirements.

3. Misuse of the ACLs to measure protectiveness of surface water.

The potential for contaminated groundwater discharges into Elliott Bay was evaluated by
establishment of the PSR ACLs (Table 4). These ACLs were derived groundwater
concentrations intended to ensure surface water and sediment quality protection over a long
period of discharge of groundwater to Elliott Bay. However, instead of measuring for the
existence of any statistically significant increase in surface water concentrations of groundwater
constituents, as ACLs selected 1n lieu of an applicable requirement (like a groundwater anti-
degradation law or rule) are supposed to measure for, these ACLs merely measured whether
some surface water ARARs (which would have to be met 1in any case) were being met. This
allowed for extraordinarily lenient PSR ACLs which in seme instances actually exceeded
solubility limits and therefore could practicably never be exceeded. The ROD inappropriately
established these ACLs as remedial action goals with coastal monitoring wells as alternate points
of compliance. Multiple technical and legal issues have since been identified that greatly limt
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the utility of the tabled ACL values in compliance and protectiveness evaluations conducted
before and during this Five-Year Review.

The ROD cited the Model Toxics Control Act (WAC' 173-340-730(3)) for establishing surface
water cleanup standards and noted that these were being met at the time of the ROD. The more
stringent relevant and appropriate federal AWQC and applicable state WQS should have been
cited as surface water ARARs; however these were cited only in the context of dredging and
capping activities for the MSU. The ROD correctly listed Washington SMS as applicable
requirements. Those requirements have a Cleanup Screening Level (CSL) which triggers the
need for action (1t may be overridden by sufficient biological testing) and a SQS which 1s the
level of sediment cleanup action: that must be achieved unless that is impracticable. Where
impracticability can be demonstrated (like a CERCLA TI waiver) the CSL functions as the
minimum cleanup level that must be achieved. The CSL is also called the minimum cleanup
levelbecause impracticability can not excuse or waive CSL compliance.

The Feasibility Study (FS)(EPA 1998) calculated ACLs as.a means to project what it construed
as probable compliance at the mud-line. The shoreline wells were the alternate points of
compliance for meeting surface water standards. The FS modeled transition zone water
concentrations at the mud-line in comparison to. AWQC or stricter WQS. Compliance with the
SQS was considered through' equilibrium partitioning from pore water to sediment. The ROD
stated that “there will be no statistically significant increase in contaminants in Elliott Bay after
groundwater contaminant concentrations are attenuated between the shoreline wells and the
marine water/sediment interface (i.e., the mud-line).” It is unclear what the basis was for this
projected conclusion of “no statistically significant increase.” The phrase commonly refers to
any genuinely measurable increase based on a margin of error (as in opinion polling) or the
precision of measuring instrumentation. However, the ROD' compared resulting projected
surface water concentrations solely to threshold values (AWQC, WQS, a pore water
concentration that would result in exceedance of SQS in whole sediment), not to any genuinely
measurable or statistically significant increase. The ROD concluded that surface water
concentration increases could be characterized as insignificant as leng as threshold
concentrations were not exceeded.

As calculated during the FS, several ACL values for PAHs exceeded solubility limits for these
compounds. These PAHs could/therefore never be detected in surface water at their ACL value.
These ACL calculations could lead to no ACL exceedance even if NAPL should be in or
advancing towards a monitoring well. Nonetheless, it is useful to evaluate ACL exceedances for
compounds below saturation in shoreline wells, because they may indicate increasing trends.
For this reason the erroneous ACLs retain a very limited overall use in protectiveness
evaluations. ‘

Issuing a CERCLA Section 121(d)(4)(C) TI waiver for DNAPL constituents in groundwater
and/or surface water would have been very difficult at the ime of the ROD, and will require
additional data and evaluation now. TI waivers require a rigorous demonstration that they are
employed to as limited an extent as practicable and, mest critically, that the site will remain
protective of human health and the environment. A cleanup standard for potable groundwater
would be required to be as close to drinking water standards as practicable, and surface water
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ARARs would also have to be achieved to the maximum extent practicable Such waivers would
also require that contaminated groundwater discharges to surface water be documented and
controlled to the maximum practicable extent. Such demonstrations could not be made with
present information.

In summary, because of the problems with the use of ACLs as cleanup levels in the ROD
described as Issues 2 and 3, this Five-Year Review compares available data against potentially
relevant and appropniate drinking water standards, surface water ARARs, the SQS, and, for
limited 1informational purposes only, against the PSR ACLs. ,

4.2  System Operations, Maintenance, and Monitoring

O&M Plans for both the UU and MSU were developed during or prior to 2004. These plans are
administrative documents that describe O&M activities to be conducted. The UU and MSU

O&M plans are being combined and the comprehensive O&M plan 1s scheduled for completion
n 2009-2010. '

Components of the O&M plans include

¢ Inspection and Maintenance (I&M) Plan for the Public-Access Area at the PSR
Superfund Site (RETEC Group 1998a).

e &M Plan for the Asphalt Cap and -Associated Stormwater System Revision 1
(RETEC Group 2004a).

e Upland Groundwater Remedy Confirmational Monitoring Plan (RETEC Group
2004b)

e Upland Groundwater Remedy Sampling and Analysis Plan (RETEC Group 2004c).

e Final MSU Operation, Maintenance, and Monitoring Plan (OMMP), PSR Superfund
Site (USACE 2004).

Costs to date are shown 1n Section 7.1.5.

5 Progress Since the Last Five-Year Review

A 58-acre sediment containment cap was placed in the MSU During construction, daily
bathymetry surveys and material placement maps showing the GPS location of each bucket of
material placed in RAs 1-4 were reviewed by USACE construction oversight personnel
. Oversight of material placed in RAS by bottom dump barge occurred by barge measurement and
GPS location tracking of the barges during placement. These methods allowed oversight
personnel to determine the volume of material loaded and off-loaded, and the location of the
barge during placement. All records indicate that material volume and placement met design

requirement in RAs 1-4, and that, the designed volume of material was released from barges over
RAS )

\
e Al

Following construction, three monitoring events occurred on the sediment cap with the following
results:
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(1) A post-construction monitoring event 1n 2005 to provide information for as-built
surveys Methods included bathymetric surveys in RAs 1-4 and through-cap cores in RAS.
Results indicated that designed cap thickness was not achieved in RAS.

(2) An mterim monitoring event for RAS in 2006 to determine if the RAS cap met
_chemucal criteria and prevented exposure. Methods included surface sediment collection and
chemical analysis and through-cap cores. Results of 11 surface sediment chemical analyses
indicated that although cap thickness had not been achieved, surface sediment met chemical
criteria (1.e., the SQS) n all samples. This area will require additional material to meet design
specifications and 1t was determined that additional capping would occur based on the
availability of suitable material.

~ (3) Monttoring of the entire sediment cap in 2007 to determine compliance with
chemical standards and assure physical stability of-the cap as required in the PSR OMMP.
Methods 1ncluded surface sediment collection and chemucal analysis, through-cap cores, and
bathymetry. Results indicate that the sediment cap 1s in compliance with the SQS with the
exception of one sample 1n RAS and that the cap 1s remaining physically stable. However,
erosion and accretion of material along the swash zone suggest that more accurate measurement
may be required 1n the future to 1dentify if contaminated material may be exposed.

Groundwater monitoring 1s-ongoing in the UU. Between November 2004 and February 2006,
the Port of Seattle conducted six quarterly groundwater monitoring events and conducted the
first Five-Year Review for the UU. The first Five-Year Review concluded that the remedy for
the Upland Unit was protective of human health and the environment. However, all conclusions
at this time were still béing based on the erroneous PSR ACLs. Confirmational sampling was
recommended to continue and ICs were recommended to be put in place to assure future
protectiveness At the time of the last Five-Year Review, the remedy for the Marine Sediments
Unit was anticipated to be protective of human health and the environment on completion. EPA
has since taken over groundwater monitoring from the Port of Seattle after the Port reached 1ts
upper limit of monetary commitment to the site 1n 1its 1994 PPA In 2008, EPA conducted an
mterim groundwater monitoring event to support this Five-Year Review. At that time, lack of
monitoring data in deep groundwater monitoring wells was 1dentified by EPA as a data gap;
therefore, two historically NAPL-free monitoring wells (MW-15D and MW-3D) were added to
the monitoring program. The Port of Seattle 1s voluntarily continuing the DNAPL volume
recovery program consistent with previous years (at some point EPA may assume this also)
DNAPL recovery volumes (see Attachment 8) were comparable to volumes recovered during
previous years Monitoring has occurred in the MSU and Upland ICs are currently in place.
EPA 1s working on implementing the restricted navigation area with the US Coast Guard and the
affected Indian Tribes.

6 Five-Year Review Process

6.1 Administrative Components of the Five-Year Review Process

o

Development of the process for the second Five-Year Review for the PSR Superfund Site,
identification of the review team, and establishment of the review schedule was completed 1n
summer 2008 The Five-Year Review team was led by Ravi Sanga, EPA Remedial Project

-
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I
Manager (RPM) for both OUs, with technical support from USACE team members Miriam
Gilmer (Project Manager), Mandy Michalsen, and John Wakeman Additional EPA team
members were René Fuentes (hydrogeologist), Charles Ordine (Regional Counsel) and Cindy

-
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Schuster (Public Involvement). The review schedule included the following components as
described 1 this section

Community notification and involvement.

Document review.

Data review. ( (
Site inspection.

Development of this Five-Year Review Report

6.2 Community Notification and Involvement

A newspaper advertisement announcing that EPA was conducting the second Five-Year Review
and welcoming public participation was published 1n the Seattle Times and the Seattle Post
Intelligencer on Monday, November 24, 2008 (Attachment 1). Other components of community
notification and involvement during the past five years included creation and distribution of
technical documents and fact sheets, as well as repository updates to the project library at the
EPA Region 10 Office. EPA’s web page for the Pacific Sound Resources Superfund Site (EPA
2009) also contains the most up-to-date 1nf0rmat10n on activities at the site.

Documents made available to the public since the last Five-Year Review include':

e Prelimmary Closeout Report, September 2005.

Fact Sheet Plans Move Forward to Protect the Pacific Sound Resources Cleanup,
April 2006.

e 2007 Monitoring Report (SAIC 2007)
There was no expressed public interest or participation during the input period.

6.3 Document Review

Numerous documents were reviewed prior to and throughout preparation of this second
Five-Year Review Report. The specific documents are listed 1n Attachment 2.

6.4 Data Review and Evaluation

Data collected as part of both the 'UU and MSU monitoring programs were evaluated to ensure
sufficient data quality to review site conditions and concentration trends 1n upland groundwater
and surface sediment quality for this Five-Year Review Report.

There were a total of 13 groundwater monitoring events 1n the upland area since the remedy was
implemented A total of seven groundwater monitoring events have occurred since the last Five-
Year Review. These events began in November 2004 The recent events were February, May,

T All hsted documents are available on line at
http //yosemite epa gov/r10/cleanup nsf/7780249be8f251 538825650f0070bd8b/a595d5941 c? 1443988256548005a94cf?OpenDoc
ument

.
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August, and December 2005; February 2006, and September 2008. The first six events were
completed by the Port of Seattle using the standard groundwater monitoring program on site.
The seventh event was completed by USACE Seattle District as an interim measure following
the procedures described 1in the EPA-approved Sampling and Analysis Plan prepared by the Port.
The purpose of the interim event was to collect additional groundwater monitoring data using
consistent data collection and analysis procedures as performed by the Port and to continue the
concentratton trend analysis 1n upland groundwater monitoring wells 1n support of this Five-Year
Review. The sole change to the Port Sampling and Analysis Plan for the interim event was that
two deep groundwater wells (MW-3D and MW-15D) were monitored, in addition to the shallow
and intermediate monitoring wells that constitute the existing monitoring. Data from the deeper
aquifer was 1dentified as a data gap.

A technical memorandum was prepared by USACE as part of the O&M Program to document
the groundwater data quality review for upland groundwater for all 13 monitoring rounds
completed to date (Attachment 3). The data were found to be usable for the purpose of trend
analysis. However, high analyte concentrations and/or interferences resulted 1n elevated
reporting limits 1n some cases. USACE recommended that refined analytical strategies be
considered 1n future monitoring events to achieve reporting limits that are at or below
performance standards.

One bathymetric post-construction survey (2005) and two long-term monitoring events have
been completed 1n the MSU, and were reviewed for this Five-Year Review

6.5 Site Inspection

The site inspection was conducted on 19 November 2008 between hours of 0800 and 1100, by
Ravi Sanga (Remedial Project Manager), René Fuentes (hydrogeologist) of EPA, and USACE
team members Miriam Gilmer, Mandy Michalsen, John Wakeman, Chemine Jackels, Lisa Scott,
and Gwendolyn Hannam, along with Warren Hansen (Port contractor) and Gary Young (Eagle
Marine Services, kLtd., Port tenant). The site interviews were conducted between the hours of
1100 and 1200 1n a conference room on site, by USACE team members Mandy Michalsen and
Gwendolyn Hannam. The detailed findings of the site inspection and site photos are summarized
i Attachment 4. Overall, the main O&M deficiencies 1dentified were worn painted markings on
the asphalt cap surface and monitoring well caps that needed to be secured. Otherwise the
asphalt cap and public access areas appeared to be well maintained and 1n good condition.

6.6 Interviews

During the site inspection, two key persons familiar with the maintenance and mspections of the
UU were interviewed: Gary Young, in charge of site building and yard maintenance, and Warren
Hansen, Port contractor performing annual inspections of the asphalt cap and public access areas
Both had generally positive comments on site conditions and 1dentified no significant i1ssues or
concerns See Attachment 4 for a detailled summary of their comments.

S

6.7 Applicable or Relevant and Appropriate Requireménts

The following ARARs 1n the ROD are relevant to a Five-Year Review (those related soleiy to
_construction of the remedy are not included 1n this list):
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Upland Unit )

e  Washington State Model Toxics Control Act (MTCA) WAC 173-340-720(1)(C) for
establishing groundwater cleanup levels.

e MTCA WAC 173-340-440 for ICs.

e MTCA WAC 173-340-730(3) for surface water cleanup standards.

e MTCA WAC 173-340-360(4) and (6) for cleanup technologies and restoration
timeframes.

e MTCA WAC 173-340-704 through 706 for use of MTCA Methods A, B and C.
Many other MTCA sections could or should have been included, though this citation

~ could be interpreted as a catch-all, given MTCA cross section referencing and the

ubiquity in MTCA of these methods. MTCA’s more stringent than CERCLA Excess
Cancer Risk Range, e.g., 1s applicable to both unuts.

e ACLs mappropriately replaced MCLs (and non-zero MCLGs) and any more strmgent
state groundwater water standards per the first bullet above.

Marine Sediments Unit

e MTCA (WAC [73-340-440) for establishing ICs.

e The Federal Water Pollution Control Act (Clean Water Act) (33 USC 1251-1376 and
40 CFR 100-149), and State Water Pollution Control Act (RCW 9048) and
regulations (WAC 173-216 and 220) and Water Resources Act (RCW 90.54) and
WQS for Surface Water (WAC 173-201A) were cited but mappropriately limited to
discharge to marine surface water only during cap placement and sediment dredging.

®  Washington State Sediment Management Standards (WAC 173-204) for sediment.

As a part of the second Five-Year Review, chemical-specific ARARs were reviewed and
summarized See Sections 413 for a legal overview and 7.1.2 for listings of potential
chemical-specific ARARs.

7 Technical Assessment

7.1 Question A: Is the remedy functioning as intended by the decision
documents?

Answer: No. Cannot be determined at this time

7.1.1 Remedial Action Performance and Monitoring Results

Overall the uplands work has been successful 1n meeting the ROD objective of protection of
humans from exposure to contaminated groundwater. More information 1s needed as to whether
the remedy 1s meeting the objective of protection of aquatic life 1n surface water and sediments
and ultimately human health through ingestion of fish tissue. ~DNAPL'was not adequately
characterized or remediated It continues to be present and may be migrating seaward, based on
data from near-shore monitoring wells, and could affect the MSU or other areas through
transition zone water. ’
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Upland Unit and Groundwater

Due to the inadequacy of the PSR ACLs as protective performance standards, compounded by
PSR ACL exceedances, 1t cannot be stated from information evaluated as part of this review that
the remedy 1s functioning as intended 1n the ROD A protectiveness determination cannot be
made until protective performance standards are selected and incorporated into a ROD
Amendment. The remedial action objectives for the UU (Section 4 1) clearly indicate that
contaminant releases to surface water could result in‘a lack of protectiveness Significant data
gaps have been 1dentified, namely groundwater quality as 1t affects surface water at the mud-line
and the lack of near-shore sediment sampling data Figures 5 and 13 identify where current
information suggests significant (greater than 2 inches of staining as seen in borings) possible
extension of DNAPL into the MSU. (Also see Section 3.4.)

The following lines of evidence were evaluated 1n order to assess performance: concentration of
COCs 1n groundwater, groundwater flow direction, DNAPL collection, and DNAPL thickness
The following was concluded:

e Site may have uncontrolled contaminants, both in groundwater as dissolved
contaminants and as DNAPL in unknown locations under the site outside of the slurry
wall. )

e ACL exceedances exist in qnumerous groundwater monitoring wells” along the
shoreline and ACLs 1n any case were set too high (above solubility limits for some
PAHs) to be protective

e DNAPL has been observed in previously unaffected wells.

e DNAPL 1s increasing in thickness 1n wells where 1t has consistently been observed,
and/or 1n frequency of those detections. ¢

¢ There are exceedances of potentially relevant and appropriate groundwater standards
in near-shore monitoring wells 1n the uplands (Note that no data have been collected
1n the groundwater/surface water transition zone near the mud-line, and that such data
would be a better comparison for compliance with surface water standards where
groundwater transitions to surface water.)

The UU groundwater monitoring network consists of nested shoreline wells spaced
approximately 100 to 250 feet apart (Figure 7). Shallow monitoring wells (screened 5 to 28 ft
below ground surface, [bgs]) were included to monitor groundwater discharging through the
slurry wall, -and intermediate depth wells (screened from 40 to 66 ft bgs) monitor groundwater
discharging beneath the slurry wall. Groundwater quality monitoring 1n deep wells occurred
during three events between April 1995 and July 1996, but was eliminated from the groundwater
quality monitoring program because intermediate wells better addressed discharge potentials
co/mpared to deep wells (screened from 90 to 100 ft bgs) for the following reasons:

e According to the FS, flow under the slurry wall from the shallow fill behind the wall
contributes to intermediate depth groundwater flow (RETEC Group 1998b).

e There is shorter groundwater travel distance from intermediate depth wells to Elliott
Bay compared to the deep wells. ‘
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According to the FS, there 1s little tidal mixing at intermediate elevations. In the 2008
monitoring event, conducted to assess dissolved-phase contamination 1n deep groundwater, two
historically NAPL-free deep groundwater monitoring wells (MW-3D and MW-15D) were
included 1n the sampling list.

Groundwater Flow Direction

\
Prior to slurry wall construction, groundwater flowed 1n a northwest direction towards Elhott

Bay Studies conducted following slurry wall construction, indicated that groundwater flow
shifted 1n a northeast direction with some flow around the eastern slurry wall boundary 1n the
vicinity of monitoring well RW-12S (RETEC Group 2006). Based upon review of static well
elevation data, groundwater generally approaches from the south towards the slurry wall,
mounds up against the wall to the north, and flows around the east and west wings of the slurry
wall toward Elliott Bay

DNAPL Collection and Thickness Measurements

DNAPL measurement and recovery from selected wells has been ongoing since 1996. Prior to
1998, wells EW-6, EW-7, MW-51, MW-11D, RW-11, and RW-1D were measured and pumped
several times a month. After 1998, recovery occurred on a periodic basts ranging from monthly
to quarterly from four wells (EW-6, MW-5I, RW-1I, and RW-1D). As DNAPL volumes
diminished, recovery ceased 1n several wells.

The DNAPL collection program currently consists of pumping DNAPL from previously-
impacted upland wells where accumulation has been observed. DNAPL was detected 1n five
monitoring wells (RW-1I, RW-ID, MW-51, MW-131 and MW-141) during the second year of
monitoring  All these wells have historically contained DNAPL except MW-141, where trace
DNAPL was detected in November 2004, August 2005, November 2005, and February 2006,
however, DNAPL 1n MW-14I was not thick enough to be measured and was not recovered from
this well. Tabulated DNAPL recovery information 1s provided in Attachment 8. DNAPL
recovery volumes continue to be comparable to volumes recovered during previous years.

The two most recent DNAPL-containing wells are MW-131, where DNAPL was detected during
the first Five Year Review (dated 2004), and most recently MW-14I, which was documented as
having DNAPL 1n 2008 during monitoring by USACE Note that this well was drilled 1n 2003,
and while the boring log indicated product 1n the soil during drilling, there had not been any
detected DNAPL accumulation until 2008. DNAPL thickness monitoring has now been
performed 1n monitoring wells MW-14S, MW-141, MW-15IR, and RW-1S, where creosote
odors were documented during sample collection, or where analytical results indicated elevated
concentrations of PAHs Two sampling methods used for DNAPL estimation, the cotton string
technique and the interface probe method, both indicated that MW-141 contained 2 feet of
DNAPL and MW-15]IR contained 2.1 feet of DNAPL. No DNAPL was observed 1n monitoring
wells MW-14S and RW-18, and no LNAPL was observed 1n any of the monitored wells.

DNAPL Concentrations

Some of the main dissolved contaminants that have exceedances of any criteria from likely or
potential ARARs include chrysene, naphthalene, total naphthalenes, pentachlorophenol (PCP)

\
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-and likely dibenzofurans. In addition, DNAPL is of particular concern because all or most of a
great number of PAHs are mobilized when DNAPL flows.

One additional major group of contaminants at the PSR site 1s creosote. There are many
components of creosote that’may not be detected in the water samples. Creosote 1s an oily
material composed of hundreds of PAH contaminants It 1s that oily material that becomes
DNAPL. Creosote does not readily mix w1th water, and 1ts density, which 1s many times greater
than water, allows 1t to sink

EPA analytical methods and regulatory conventions use only about 16 of those PAHs to
characterize and regulate the contamination from creosote, but the creosote contains many more
than those 16 PAHs.

DNAPL source material can cause both a dissolved fraction of contaminants, which dissolve into
water and flow with the water, and also the DNAPL itself which flows as a separate phase,
controlled by both gravity and the geologic formations it encounters It 1s the persistence of
DNAPL, 1ts flow characteristics, and 1ts many PAH components that make 1t such a problematic
source of contamination and a “principal threat material” i a Superfund site Table 3 provides a
list of DNAPLs commonly found at wood treater sites.

While a water sample analyzed under routine analytical methods may show concentrations of
about a dozen of the more soluble 'PAHs, creosote DNAPL has a significantly higher
concentration of these same compounds (1t can be over a 1000 times more concentrated). In
addition, the oily DNAPL carries with 1t all the other oily compounds that may not easily
dissolve. Therefore, it can carry hundreds of additional PAHs at thousands of times the
concentration that would be routinely detected 1in water samples.

3
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Table 3. DNAPLs at Wood Treater Sites

Contaminants Commonly Found
at Wood Treater Sites*

ORGANICS

Halogenated aromatics’
Dioxins/furans'

Dibenzo-p-dioxins
Dibenzofurans )
Furan
Halogenated phenols'*
Pentachlorophenol
Tetrachlorophenol
Simple non-halogenated aromatics’
Benzene
Toluene
Ethylbenzene
Xylene

Polynuclear aromatic hydrocarbonsl
- 2-Methylnaphthalene

Chrysene
Acenaphthene
Fluoranthene
Acenaphthylene

~ Fluorene
Anthracene
Indeno(1,2,3-cd)pyrene
Benzo(a)anthracene
Naphthalene
Benzo(a)pyrene

Phenanthrene

Benzo(b)fluoranthene

Pyrene
Benzo(k)fluoranthene

Other polar organic com|lJ_0unds

2,4-Dimethylphenol
2-Methylphenol'
4-Methylphenol'
Benzoic acid'
Di-n-octyl phthalate
N-nitrosodiphenylamine

' DNAPL(s) 1n pure form
2LNAPL(s) in pure form

*Table adapted from Presumptive Remedes for Souls, Se\dzmenrs, and
Sludges at Wood Treater Sttes,
(EPA 1995 Directive 540/R-95-128)

Five-Year Review
Pactfic Sound Resources Superfund Site
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Groundwater Concentrations

Groundwater 1n wells near the shoreline has exhibited high concentrations of dissolved
contaminants over the course of monitoring events since 2003. Recent data have shown that
groundwater samples from monitoring wells MW-141, MW-15IR, and MW-14S all had high
detections of PAHs, PCP, and dibenzofuran (these wells are adjacent to the shoreline).
Examples of high concentrations detected in monitoring wells include the following.

o

Comparison to ROD standards — PSR ACLs and MTCA- ,
e MW-14I had concentrations of up to 5,900 ug/L of PCP in 2003, three orders of
magnitude above the ROD criteria (see Attachment 6 for additional groundwater
concentrations compared to ARARs, or Attachment 5 for several potential ARARs
besides ACLs, and Table 4 of this document for PSR ACLs and exceedances).

e Concentrations of total naphthalenes (calculated) in wells MW-14I, MW-15IR, and
MW-14S were nine times the MTCA Method C value. MW-14I total naphthalenes
exceeded the MTCA C level by a factor of 47. Total napthalenes (calculated) 1n well
MW-14S ranged up to 9590 ug/L, in comparison to the MTCA value of 350 pg/L

* e Groundwater from monitoring well MW-15SR had detected PCP at concentrations of
220 ng/L, and MW-148 had PCP at 26 pg/L (estimated, because it was above the
instrument calibration range), 1n comparison to the MTCA value of 4.9 ug/L, or
Marine Chronic - Clean Water Act §304 at 7 90 pg/L

¢ Previous PCP concentrations at MW-141"have been 5900, 3200, 2500, 2700, 2600,

N 2200, 1400, 41000, 34000, 1400, 1600, 1500, 560, and 5400 ng/L between 2003 and
2008 (see Table 5 and Attachment 7).

Comparison to other regulatory criteria (1.e., MCLs):

e Groundwater from monitoring well MW-15SR had detected PCP at concentrations of
220 ug/L, and MW-14S had PCP at 26 ug/L (estimated, because it was above the
mstrument calibration range), 1n comparison to the MCL value of 1 ug/L.

e Previous PCP concentrations at MW-141 have been 5900, 3200, 2500, 2700, 2600,
2200, 1400, 41000, 34000, 1400, 1600, 1500, 560, and 5400 ug/L between 2003 and
2008 (see Table 5 and Attachment 7)

Some of the main dissolved contaminants that have exceedances of potential ARARs include
chrysene, naphthalene, total naphthalenes, and dibenzofurans. In addition, DNAPL migration (a
major concern at this site) allows all or most of the different PAHs to be mobilized, unlike the
limited few PAHs that are normally dissolved 1n water and monitored 1in an analysis for
dissolved contaminants !

Attachment 6 shows the analytical results for the 13 monitoring events that have been carried out
at the site since the remediation was completed, including the 2008 monitoring event.

Table 4 shows ACL exceedances over the course of different monitoring events, by well. Note
that wells not shown did not have exceedances i
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Table 4. ACL Exceedances by Monitoring Well

MW-

"Well 7 - ~ MW- | RW-6SR | MW-~ MW
T IR

T RMW-
B Lh i &%V B e e © e $= § g -
ST AT TR L. SR . 148,

; " RW-1S
14s | - -

—MW-
] 715IR -

MW-141

MW-16l

Compound

Anthracene

Benzo[a]pyrene

Benzo[g,h,i]-perylene X X X

Chrysene

Bl b b

Dibenzofuran

>

Fluorene

Indeno[1,2,3-cd]pyrene X X X

Naphthalene

PCP X X* X X

Phenanthrene R

e gl

* This 1s a potential exceedance obscured by an elevated detection lmt
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Table 5. MCL and MTCA C Exceedances by M

onitoring Well

No symbol indicates a detected exceedance ot the listed criterion
* A potential exceedance 1s obscured by an elevated detection limit or limits associated with the analytical sensitivity and sample dilution due to

other analytes

! Concentrations exceeded the listed criterion multiple times
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R ST b 5 & N - - Y - " o =5, i
MW- | ) MW- | MW- | MW- | MW- | MW. : " RW- S
Well2 |- 11§ | .MW-3I | MW-3S;| .6SR; | 3D .|. 11IR | I5SR.| 161 |: RW:1S | 125, | «~MW-15D. .
A N s A . K - . - o
Criterion ‘ b :
| { MCL PCP* PCP* PCP* PCP* PCP> PCP* PCP* Benzo[a]pyrene,
—~ -
cPAH cPAH cPAH Fluorene, cPAH TEQ*
MTCAC TEQ* TEQ* TEQ* | Dibenzofuran
y}Vell-zh . M%‘MI . ’;:SMW‘-«ISIR" i (;MW-114S )
" | Criteron : oL . e
) ' ¢
MCL Benzo[a]pyrene*, Benzo[a]pyrene™, Benzo[a]pyrene*,
PCP! PCP! PCP!
MTCA C Total Naphthalenes, Total Naphthalenes, Total Naphthalenes,
2-Methylnaphthalene, 2-Methylnaphthalene, | 2-Methylnaphthalene,
Fluorene, Fluorene, Fluorene,
Acenaphthene, cPAH TEQ~™ cPAH TEQ~
Pyrene,
Dibenzofluoranthene,
Fluorene,
¢PAH TEQ*
Notes:

_ -~ Deleted pcp=
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Marine Sediments Unit

As described 1n Section 4.2, the long-term sediment cap monitoring program was established 1n
2004 to determine the physical stability of the completed cap to ensure that its ability to
physically 1solate contaminated sediments 1s not compromised, and to document surface
sediment quality of the cap relative to the SQS (USACE 2004). The 2005 post-construction
monitoring report (Anchor Environmental 2005), and the 2006 and 2007 monitoring reports
(Science Applications International Corporation 2006, 2007) provide information regarding cap
compliance with physical and chemical criteria. The long-term monitoring program included
primary and contingency testing The primary determination of cap compliance 1s based
primarily on the ability of the cap in the biologically active zone set 1n the ROD for compliance
(0 to 10 cm) to meet or be below the SQS for the COCs. \

EPA i1ncluded biological monitoring in 2007 (a contingent test) to strengthen the weight of
evidence to support a determination that the MSU remedy 1s operational and functional The
2007 monitoring event included 30 surface (0 to 10 cm) sediment samples and 15 subsurface
sediment samples. Eight primary surface samples and four alternate location surface samples
could not be collected due to grain size Four primary subsurface samples and four alternate
location subsurface samples could not be collected due to grain size. As shown in Figure 9, 23
of the surface samples were collected within the remediation areas RA2B, RA4, and RAS, and 7
samples (coded OSA) were collected outside the remediation areas to confirm that off-site
sediment conditions were improved by incidental cap material deposition. Off-cap samples were
collected to determine 1f incidental capping improved sediment chemical quality 1n areas that
were between SQS and CSL This was not a requirement set forth in the ROD, but was included
for protectiveness measures. All subsurface samples were collected from RAS5. Collection of
surface sediments in RAs 1, 2a, and 3 was not possible due to the coarse grain size and “fish-
mix”’ pebble substrate.

Based upon available chemical data, the MSU cap 1s meeting ROD performance standards and
providing an effective barrier over the area 1t covers based on a comparison of sediment
monitoring data to chemical and biological regulatory standards. Sediments 1n RAI, RA2a and
RA3 were not sampled at the time of the long-term monitoring effort due to lack of sediment 1n
- those areas, which were primarily cobble The sediment cap in RAS5 was less than the physical
design requirements for cap thickness, indicating construction was incomplete; and one station
was slightly above the SQS for PCBs 1n an area that was insufficiently capped. The monitoring
program required use of the SMS “cluster of concern” methodology when a single sample
exceeded the SQS for any chemical. This method requires that three additional samples be
collected and analyzed within the area to determine 1f additional remediation 1s necessary. An
assessment by this method will be completed 1n the next monitoring event in 2012. The
assessment was not completed 1n 2007 because the single sample exceedance 1n an msufflclently
capped area did not warrant remobilization.

Chemical Sampling Results

All surface samples collected 1n RAs 2a and 4 met the SQS. Fourteen of the 15 RAS5 samples on
cap locations monitored in 2007 met the SQS. As illustrated in Figure 9, sample RAS5-14a-S,
exceeded the SQS for PCB (12 mg/kg organic carbon normalized, or OC) The primary sample
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result was 9.6 mg/kg OC, and the duplicate sample result was 18.0 mg/kg OC; the average of the
two samples slightly exceeded 12 mg/kg OC. Because the cap thickness 1s negligible at this
station, 1t 1s likely that PCBs represent residual site contamination Two of the six OSA stations
exceeded the SQS for multiple COCs, and at one, chromium exceeded the CSL.

Physical Results 4

Cap Thickness Cap thickness measured by bathymetric survey in RAs 1 to 4 indicates that the
cap 1s remaining physically stable. However, erosion and accretion of materal along the
intertidal shoreline suggest that more accurate or frequent measurements may be required in the
future to identify whether material 1s truly eroded or ‘lost’ or if material 1s moving from one
location to another from wave action along the shoreline with no significant erosion or loss.

The 2007 monitoring event shows an RAS cap thickness ranging from O to 21.3 inches
(Figure 10: yellow bars) indicating that no portion of the cap in RA5 met the minimum cap depth
criteria of 27 inches. The average cap thickness was 9.7 % 6 inches, or only about 36 percent of*
the design specification. Available coring measurements of cap thickness do not take into
account the fractional recovery (actual core recovery/core penetration) from compaction within
the core tube samples due 1n part to the very deep water at RAS. However, 1t 1s unlikely that the
relatively small consolidated fraction representing the coarse sand cap would have compacted
more than 25 percent within the core tube. If that value 1s assumed, only one RAS station
(RAS5-03-C) has met design specifications

Figure 10 also compares the 2005 cap depth survey for RAS with the surveys from 2006 and
2007 The cap’s mean thickness was 13.9 inches in 2005, 11.5 inches 1n 2006, and 9.7 inches in
2007. Based on the high vanance in measurement, the monitoring data suggest high spatial
variability 1n cap thickness across RA5 The decrease 1n the mean cap thickness from 2005 to
2007 may indicate self-weight consolidation as cap and sub-cap material compacts due to the
added surcharge of the cap Given the limited accuracy of these techniques 1t 1s unknown
whether the cap 1s remaining stable in RAS. Chemical results will be required to determine
protectiveness 1n this area until additional cap material 1s placed. Side scan sonar could help
measure cap stability and sediment processes.

Shoreline Inspections. The shoreline cap condition was documented most recently in the 2007
Monitoring Report, which indicates some areas of the intertidal cap are eroding, while others are
depositional with a maximum change of approximately 2 feet along a slope. In areas where
pocket beaches were constructed, a berm evolved immediately after placement. This deposit of
sandy material 1s likely the result of winnowing of finer grained material in the swash zone via
sorting by wave action on the beach face This site 1s essentially unprotected from wind
generated waves from the northwest, and wakes from passing commercial vessels These waves
possess sufficient energy to mobilize and transport sand and pebble size grains on the beach face.
Overall, the extent of change 1s not large enough to suggest that the thick intertidal cap function
has been degraded and no further investigation in this area has been done
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Biological Results

To ensure further protectiveness, EPA made the decision to include biological testing during the
most recent monitoring event, although such testing was not required according to the
Washington Sediment Management Standards testing logic (Normally, sediment chemustry is
analyzed first, and only samples exceeding SQS are submutted for bioassay.) Twenty-three
sediment samples from the PSR capped area and three reference sediments from Carr Inlet were
collected 1n 2007 and assessed using the following test organtsms and toxicity tests: 10-day
amphipod (Rhepoxynius abronius) mortality test, the 48-hour larval (Mytilus galloprovincialis)
development test, and the 20-day juvenile polychaete (Neanthes arenaceodentata) growth test.
When all three bioassays pass these SMS biological interpretive criteria, the location passes all
SMS standards. If one of three bioassays fails the SQS biological interpretive criteria, the
location fails for the SQS. If two or more bioassays fail the SQS biological interpretive criteria
or any bioassays fail the CSL biological interpretive criteria, the location fails for the CSL. Six
locations passed all SMS criteria, 17 locations failed the SQS criteria, but no locations failed the
CSL criteria

Two quality control 1ssues were identified for the bioassay tests that may affect the integrity of
the results. The first 1s the interpretation relative to reference sediment, and the second was the
overall performance of the larval test, which 1s considered inconclusive due to the poor gamete
quality observed by the laboratory and the low 1nitial stocking density of the test

In the larval test, a relatively poor match between the grain size of the test sample and that of the
reference stations from Carr Inlet occurred for some samples. The fines content from five test
samples was higher or lower than the recommended 20 percent fines range of the reference
sediment; therefore, these samples were compared to a “pooled” reference toxicity response with
itermediate grain size. The pooled reference 1s a better comparison, since the percent fines of
the test sediment was intermediate between the percent fines in the two pooled reference
samples. . -

Sample RA5-14A passed the SQS biological interpretive criteria 1n comparison to the single
paired reference bioassay, but failed the SQS criteria compared to the pooled reference bioassay
RAS5-15 failed the CSL criteria compared to the single reference sample, but was less than the
CSL 1n the pooled reference. Sample RA5-2\0 failed SQS criteria compared to a single reference
bioassay, but passed SQS criteria compared to the pooled reference

It 1s worth noting that larval test results have been difficult to interpret in other, non-Superfund
programs 1n the past biennium. The PSR larval test resuits are believed to be invalid. They did
not correspond with conclusions from either the chemustry analyses or the other two bioassays.
Accordingly, the 2007 Monitoring Report concluded, “Area-wide toxicity was not anticipated
based on the chemustry results for both the 2006 and 2007 monitoring events. It 1s possible the
observed toxicity 1s the artifact of an overly sensitive bioassay due to the quality and density of
the test larvae.” Typically, under SMS, biological tests are used to confirm chemical criteria
exceedances and will only be utilized in future monitoring 1f chemical exceedances occur.
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Should the larval test be used in future long-term monitoring, the 1ssues identified here will be
scrutinized carefully to assure that its use provides:meaningful information.
7.1.2 Review of Applicable or Relevant and Appropriate Requirements (ARARSs)

See Section 4.1.3.for an evaluation of the legal status of the ROD ARARs for groundwater as
drinking water and ACLs for surface water. This section lists potential ARARSs for these media

‘Surface Water Protection ARARs

-Since the PSR ACLs are not protective and were not validly calculated, the more stringent of
federal AWQCs from Sections 303 and 304 of the Clean Water Act and State WQS are ARARs
as set forth 1n Section 121(d)(2)(A) and (B) of CERCLA. MTCA groundwater Method B
(WAC 173-340-730(3)) 1s generally cons1\stent with Section 121(d)(2)(A).and (B) of CERCLA

Table 6 shows likely ARARs for site COCs Attachment 5, Table AS-1 detalls the analysis used
in 1dentifying the values.

Table 6. Surface Water ARARs for Human Health and Aquatlc Llfe

Contaminant of - Lowest Requirement .- . T

N _Concern ) for Surface Water . . ’ Basis
IR e (ugll) e | v e e whe Tl
Acenapthene 6 40E+02 Human Health

Anthracene 2 64E+04 Human Health

Benzo(a)anthracene 1 80E-02 Human Health

Benzo[a]pyrene " | 1 80E-02 Human Health

Benzo(b)fluoranthene 1 8OE-02 Human Health

Benzo(k)fluoranthene 1 80E-02 Human Health

Chrysene 1 80E-02 Human Health

Dibenz(a,h)anthracene 1 80E-02 Human Health

Fluoranthene | 9 00E+O01 Human Health

Fluorene 3 46E+03 Human Health
Indeno(1,2,3-cd)pyrene 1 80E-02 Human Healith

Naphthalene 9 58E+00 Human Health

Pentachlorophenol 3 00E+00 Human Health

Pyrene 2 59E+03 Human Health

Zinc ) 8 10E+01 Aquatic Organisms, Marine Chronic

/

Groundwater Protection ARARs

To the extent that site groundwater 1s empirically determined to be potable, including whether
adjacent potable aquifers are impacted by site contamination, drinking water standards are
potentially relevant and appropriate. (See Section 4.1.3 for discussion.) Table 7 shows the lower
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of MCLs and MTCA Method C values’ Attachment 5, Table A5-2 presents the analysis used 1n
identifying the values. ‘

2 The complexity of the site and the numerous chenicals make Method A 1nappropriate, the industrial setting suggests that
Method C for industrial sites would be appropnate
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Table 7. Potential Relevant and Appropriate Requirements for Groundwater

Contaminant of Concern Lowest Requirement for Drinking/Showering
- ' ' (ng/L) | .
Acenaphthene 2 10E +03

Anthracene { 1E+04

Benzo[a]pyrene Equivalents 1 20E-01

Dibenzofuran TE+01

Fluoranthene I 4E+02

Fluorene ' 1 4E+02
2-Methylnaphthalene . TE+01

Naphthalenes (Total of naphthalene, 3 5E+02
1-methylnaphthalene and 2-

methylnaphthalene)

Pentachlorophenol 1 E+00

Pyrene 1 1E+03

Zinc 1 1E+04 '

‘

Sediment Protection ARARS
The SQS remain applicable sediment standards, as per the ROD.

7.1.3 [Expected Progress Towards Meeting Remedial Action Objectives

Upland Unit o

As defined by the ROD, the remedial action objectives for the groundwater pathway are:
(1) protection of aquatic life in surface water and sediments from exposure to COCs: above
protective levels, and (2) protection of humans from exposure to groundwater containing COCs
above protective levels. The protectiveness determinations for aquatic life were based on the
incorrectly applied PSR ACLs (for which multiple exceedences have been observed). In
addition, the potability of site groundwater has yet to be determined. For this reason EPA cannot
assess progress toward meeting site groundwater RAOs, beyond stating that further investigatory
work outlined in the Report 1s necessary to determine appropriate standards by which
groundwater objections can be measured.

Marine Sediments Unit

As defined by the ROD, the remedial action objectives for the MSU are (1) to minimize human
exposure through seafood consumption and (2) minimize benthic community exposure to site
contaminants. Progress towards meeting these objectives 1s evaluated using the SQS. These
objectives were evaluated during the long-term monitoring of the sediment cap 1n 2007.

Based upon chemical concentrations in sediments, all but one of the monitored locations met the
SQS The single exceedence was only slightly above the SQS. In the 2012 monitoring event,
this location will utilize the “cluster of concern” methodology to determune 1f the area requires
additional remediation. Biological tests generally indicate that the sediments are not toxic

Therefore, the sediment cap 1s performing according to criteria set in the ROD. However, EPA.
must still evaluate the effect of migrating DNAPL on the sediment cap through the possible
infiltration of upwelling groundwater as discussed 1n the recommendations. Lastly, the cap for
remedial action area 5 was not satisfactorily completed. The 1solation depth required for long-
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term protectiveness will require future-momitoring and placement of suitable capping material
from a dredge source when 1t becomes available. Although upland material could be used, EPA
determined that the use of dredge material was the most cost-effective method if the incomplete

RAS cap did not substantially exceed SMS criteria
!

7.1.4 System Operations and Maintenance

A data collection program (described in Section 4.2 above) 18 1n place for long-term monitoring
of the UU and MSU. )

7.1.5 Costs of System Operations, Maintenance, and Monitoring

Upland Unit

O&M activities for the UU selected in the ROD included 1&M of the surface cap, monitoring of
site groundwater, and collection of NAPL. The Port of Seattle had been completing all UU I&M
activities since the completion of the NTCRAs through late 2008 per 1ts limited commitment 1n
its PPA from 1994. In September 2008, USACE was tasked to conduct the groundwater
monttoring activities, funded by EPA through an Interagency Agreement The Port continues to
conduct the inspection and maintenance of the upland cap and collection of NAPL.

~—

Marine Sediments Unit

USACE Seattle District conducted the monitoring at the MSU.

Costs

Table 8 displays the total Operations, Maintenance and Monitoring (OM&M) costs for the UU
and MSU by calendar year USACE was tasked with conducting the OM&M program for the
MSU from the date of remedy construction completion to the present The cap 1n RAS requires
additional material to be protective. EPA will evaluate options for appropriate cap enhancement
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Table 8. Costs for System Operation, Maintenance, and Monitoring

Upland Unit /
i Lo e Projests Lot 1T 1999 1L v i20000 k0 1 2000 7 s 200255 T 12003, - 20047 : F. 22005 0 .t 2006 . r 2007 T 5 L2008 5 -, o .- -1 2009 | Grand“Total
T5 Environmental Programs 10,638 51 25,902 32 15,724 20 82,874 91 2,203 70 137,343 64
TS Slurry Wall Assessment 7,110 81 64,873 81 7,596 97 79,581 59
Environmental Monitoring  Wells
Earthquake Repairs 8,885 00 58,266 97 51,598 61 118,750 58
TS5 PSR Pile Demolition 3,038 25 497,195 33 1,927 34 502,160 92
TS PSR EPA AOC - Cost for cap
1nspection 108,864 06 3,872 99 112,737 05
EPA T5 PSR Supertund ' 157,081 25 122,283 62 109.774 32 66,253 95 59,736 56 3,016 33 518,146 03
Site work, rail & buildings 4,693 82 1,828 65 6,522 47
PSR RI/FS & Cleanup 2,744 00 2.744 00
SWHP-Compliance montitoring for
RA 4 63557 ‘ 63557
T-18 Exp project controls 1,596 80 1,596 80
Grand Total 9,670 19 12,467 16 41,898 13 141,903 23 748,129 88 165,085 28 122,283 62 109,774 32 66.253 95 59,736 56 3,016 33 1,480,218 65
Marne Sediments Unit
_L 7t Projedt, . s 1999 < > - 2000 0% 2000 . c 2002 . 2003 . 2004 . : - 3005 - 2006 - ‘3007 - 2008 . 2009 | Grand Total ‘
Corps of Engineers 1n-house $645.42781  $92,09395 $169,641 09  $215,407 81 $211,38476 | $1,333,95542
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7.1.6 Opportunities for Optimization

\
~

Upland and Marine Sediments Units -

There are no identified opportunities for optimization of the remedies at this time. Greater:
characterization of DNAPL extent and mobility in product phase and in groundwater
dissolved phase 1s necessary and establishing appropriate cleanup standards to replace ACLs, as
proposed 1n this' Five-Year Review, will permit a better understanding of the need for
optimization-and/or remedy amendment. '

\

717 ¢ Early Indicaiors of Potential Remedy Problems

Upland Unit

/
PCP, dibenzofuran, and several PAHs exceeded the PSR ACLs at numerous upland groundwater
monitoring wells (Table 4), and MCLs and/or MTCA groundwater cleanup standards for
benzo[a]pyrene, cPAHs, total naphthalenes, fluorene, PCP, and dibenzofuran (Table 5)
Increasing COC dissolved concentration trends and observations of additional DNAPL i1n
numerous site wells indicate contamination may be increasing at these locations and mugrating
toward Elliot Bay. g

!

Marine Sediments Unit

The sediment remedy meets chemical performance criteria outlined 1n the ROD, although there
are clearly areas in remedial action area 5 where insufficient cap material was placed and/or
mugrated after placement Migration of DNAPL stringers and the potential for discharge of
contaminants to sediments and/or the water column will need to be addressed.

There 1s a significant data gap with respect to whether the remedy 1n the UU, 1n conjunction with
the MSU cap, 1s protective Because there are no relevant measurements of groundwater
contaminants near the Puget Sound mud-line, more information 1s needed to determine whether
contaminated upland groundwater currently impacts surface water or sediment quality, or
whether migrating DNAPL itself may be discharging to surface water. The sediment O&M
program has no sediment sampling locations in the near-shore areas to assist this determination;
and the use of alternate points of compliance at the upland wells has resulted 1n the lack of
collection of surface water samples Sediment as well as pore water or surface water samples 1n
the transition zone are needed (Section 7.3).

7.1.8 Implementation of Institutional Controls and Other Measures

Upland Unit ‘ -

Restrictive covenants for land and groundwater deed use restrictions have been agreed to
between the Port of Seattle and EPA and are 1n the process of being implemented

.
Marine Sediments Unit

The no-anchor zone restriction has not yet been implemented. More coordination with_the US
Coast Guard is needed to establish this restrictive navigation area by federal rulemaking.
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7.2 Question B: Are the exposure assumptions, toxicity data; cleanup levels,
and remedial action objectives (RAOs) used at the time of the remedy still valid?

Answer: No. The use of ACLs and related assumptions were incorrect and are invalid
Appropriate 1dentification of ARARs and related cleanup standards will be pursued and
documented 1n a ROD amendment. Additional monitoring will help assess whether the revised
cleanup standards are being met and whether any ARARs that cannot be met may qualify for a
waiver

7.2.1 Changes in Exposure Pathways

Upland Unit

Groundwater potability, RAOs, and cleanup levels need to be revisited to ensure protectiveness.

Vapor Intrusion 3

Vapor ntrusion was not explicitly considered in the ROD. Although surficial soil removal and
asphalt cap placement has been completed in the UU, during the site visit the project team
concluded that an industrial worker exposure could occur in a slab-on-grade maintenance
building (see Figure 11 for building location). Three PAHs (benzo[b]fluoranthene, naphthalene,
and chrysene) may have sufficient volatility and toxicity to be of concern for evaluating the
groundwater and soil to indoor-air pathway (EPA 2000). There are no recent updates on the
toxicity of PAHs; the most recent found were in 1993 (EPA 1993b). EPA’s Risk Assessment
Guidance for Superfund, Part F (EPA 2009), should be considered 1n establishing defensible
toxicity values for inhalation unit risk and inhalation reference dose. There aré no current
vicinity well or vapor data to use to calculate the potential for a soil or groundwater-to-indoor air
pathway. Groundwater and vapor data will need to be collected 1n order to determine
protectiveness for this pathway \

Marine Sediments Unit

/

Ecological Health

The SMS remain valid as protective criteria for the sediment cap.

Based on invalid ACLs, the ROD stated that monitoring data and modeling results indicated that
groundwater would meet regulatory requirements at the point of discharge at the mud-hine 1n
Elliott Bay. However, after several rounds of monitoring, concentrations in several monitoring
wells showed levels are significantly above even the ACL criteria. Since the modeled protective
values have been exceeded and the assumptions of protectiveness the modeling was based on are
no longer valid, an analysis of direct data at the groundwater to surface water transition zone
(mud-line) will be necessary to document protectiveness given the concentrations at the
monitoring wells. The current lack of surface and mud-line water quality data constitutes a
major data gap in assessing remedy protectiveness for marine organisms.

Human Health: Changes 1n Asséssing Risk to Tribes from Seafood Consumption

In August, 2007, EPA Region 10 published a framework for calculating consumption rates for
assigning risks of tribal consumption of seafood (EPA 2007) which states 1t “1s intended to be
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applicable at EPA cleanup sites within Puget Sound and the Strait of Georgia,” and “1s intended
to be applied to future decisions in the RCRA and CERCLA programs.” Therefore, this
framework does not by its terms, affect previous remedial decisions The framework refers to
Five-Year Reviews as follows , -

“After a reredy has been selected, CERCLA requires that five-year reviews be
conducted at any remedial action site that does not allow for unlimited use or
unrestricted exposure. The purpose of the five-year review 1s to assure that human
health and the environment will be protected by the remed:al action. :

- “As part of the five-year review process, Tribes can provide new information to be
considered or request that the lead federal agency evaluate particular aspects of a
remedy relative to Tribal mterests Such requests are most helpful when provided to
the lead federal agency early 1n the five-year review process. Such requests would be
evaluated on a site-specific basis and consistent with EPA’s five-year review guidance.
EPA would generally discuss the appropriate means for addressing a Tribe’s concern
with the Tribe during the review process.

“While a CERCLA five-year review 1ncludes considering new information, such as
new nformation regarding exposure rates and assumptions, 1t 1S 1mportant to keep 1n
mund that remedies and cleanup levels at CERCLA sites are determuned by many
factors. In determining whether a recalculation of site risks or any other detailed
analysis 1s needed as part of the five-year review, EPA would review the basis of the
selection of the remedial action and cleanup levels and other relevant information to
determine whether further analysis of such updated information 1s appropriate, and
focus our analysis on matters that would help assess the protectiveness of the selected
remedy ” -

The risk assumptions made 1n the ROD were based on a tribal consumption scenario, prior to
EPA Region 10’s development of the Tribal Framework which takes a different approach
particularly with respect to assumptions 1n applying consumption survey data from assumptions
applied 1n the ROD 1n addressing tribal fish consumption. The sediment cap still protects fish
.and shellfish from exposure to underlying sediment contaminants.

A Five-Year Review should determine whether a remedy 1s protective of human health and the
environment at the time of the review. The human health tribal fish consumption risk
calculations 1n the ROD were prior to EPA Region 10's development of the Framework, and
were based on some tribal consumption assumptions that would be made differently were
Framework assumptions applied now. The Framework however, emphasizes consultation with
affected tribes, whose fish consumption patterns can differ markedly. During the public input
period associated with this five-year review, no 1ssues or concerns were raised by the affected
Tribes. While formal consultation did not occur with affected Tribes, discussions on Five-Year
Review 1ssues did occur with the Tribes during Natural Resource Trustee briefings on the PSR
long-term monitoring strategy Tribal exposures will be considered again 1n subsequent statutory
reviews or 1f new information that affects tribal consumption becomes available. In addition,
- EPA will consult with the Tribes before the proposed plan for the ROD amendment The
sediment cap prevents exposure to fish and shellfish from underlying sediment contaminants to
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SQS levels; and absent recontamination should be fully protective over 1ts lateral extent. Future
evaluation and monitoring will be conducted on the cap to look at potential recontamination from
surface sources and from groundwater.

7.2.2 Changes in Toxicity and Other Contaminant Characteristics:

Human Health

The Human Health Risk Assessment indicated that the excess carcinogenic risks at PSR were
associated with PAHs, arsenic, dioxins and furans, and pentachlorophenol. Arsenic,
pentachlorophenol, and PAH toxicity values (including B[a]P toxicity equivalence factors) have
not changed since the ROD. Dioxins and furans were evaluated against background
concentrations, not toxicity Minor changes have occurred to the toxicity equivalence factors
(World Health Organization 2005) that do not affect the scope of the remedy; however, 1f future
calculations of Site and background risk are determined necessary, these changes will be
considered.

Ecological Risk

Protection of surface water quality at the mud-line addresses protectiveness to benthic
organisms. Any changes to toxicity values will be addressed as EPA decides on appropriate
standards 1n lieu of the invalid ACLs during 1ts amendment of the ROD.

7.2.3 Status of RAOs and Cleanup Levels ‘

As discussed 1in Section 4 1.3 and elsewhere, the use of ACLs and related assumptions to
establish cleanup levels was invalid. Appropriate 1dentification of cleanup levels 1s needed and
RAOs may need to be revised pending results of future investigation.

7.3  Question C: Has any other information come to light that could call into
question the protectiveness of the remedy?

Answer: Yes. DNAPL has been newly detected 1n near-shore wells, and several contaminants
seem to be increasing 1n the dissolved groundwater. in some of the near-shore monitoring wells.
More assessment of DNAPL and water quality in near shore sediments representing surface
water 1s needed. Pore water and/or surface water samples will be collected 1n 2010 as described
in the USACE (2009, April) Solid-Phase Microextraction (SPME) proposal to EPA. Sediment
samples will be collected as part of the next long-term monitoring event expected to occur in
2012, or sooner. '

7.4  Technical Assessment Summary

[

The following 1s a summary of technical 1ssues regarding remedy protectiveness

(A) Is the remedy functioning as intended by the decision documents? No. Cannot be
determined at this time. ’
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e Overall, the uplands remedy has been successfﬁl 1n preventing current human health
exposures. However, DNAPL was not adequately characterized or remediated,
continues to be present 1n the saturated zone, and may be moving into the near-shore
monitoring wells, possibly indicating movement of DNAPL into Elliot Bay

e - Also, several dissolved contaminants are increasing in some of the near-shore
monitoring wells, indicating the potential for discharge into Elliot Bay

¢ Additional monitoring 1s needed to verify that uncontrolled contaminants are not
reaching sediments or surface water at unacceptable concentrations.

e The sediment cap has not been completed to meet the ROD design specifications in
RA5. The surface-weighted average 1s less than SQS. Available data from all RAs
indicate sediments currently meet cleanup goals, with the exception of one station 1n
RAS5. Additional data are needed 1n the near-shore subtidal area due to the potential
for discharge of contaminated groundwater

e ICs for the MSU have not been implemented to restricted vessel anchorage on the
cap

B) Are the exposure assumptions, toxicity data, cleanup levels, and remedial action

objectives (RAOs) used at the time of the remedy selection still valid? No. .

e ACLs were developed 1n the ROD 1n a manner inconsistent with CERCLA. Related
assumptions were flawed and the cleanup levels based on them may not be protective
of surface water and marine biota when compared to potential ARARs, and any
potable groundwater (a determination that remains to be made for the site). An
analysis of ARARs must be completed and revisions to ARARs and/or cleanup levels
documented 1n a ROD amendment.

e The groundwater potability determinations and, depending on that determination,
RAOs and cleanup levels, need to be revisited to ensure protectiveness.

e Vapor intrusion nto a maintenance building above the cap was not evaluated and will
need further analysis

(C)  Has any other information come to hght that could call 1nto question the protectiveness of
the remedy? Yes.

e DNAPL has been detected 1n near-shore wells, and several contaminants seem to be
increasing in the dissolved groundwater in some of the near-shore monitoring wells.
More assessment of DNAPL and water quality 1n near shore sediments representing
surface water 1s needed. Pore water samples will be collected 1n 2010 as described 1n
the USACE 2009 SPME proposal to EPA. Sediment samples will be collected as part
of the next long-term monitoring event expected to occur 1 2012.
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8 Issues /

{

N .
The following are the significant issues identified during this Five-Year Review and need to be
addressed to make a protectiveness determination and contribute to long-term protectiveness of

the remedy.
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(1) The ROD’s ACLs are not appropriate standards to demonstrate compliance
and protectiveness, nonetheless, even very high concentration criteria ACLs have
been exceeded in several wells The use of ACLs and the related assumptions was
flawed (see section 4 1 3) and the cleanup levels based on them are not protective
of surface water and aquatic organisms when compared to likely ARARs

Potential surface-water ARARs are identified in Table 6 of Section 7 1 2
Presently, MCLs and state groundwater cleanup standards are exceeded 1n Site
wells

Y Y

(2) Increasing concentrations of dissolved contaminants and newly or
increasingly DNAPL contaminated wells indicate possible migration seaward
However, there 1s no surface water quality monitoring data to assist in determining
whether the UU remedy 1s protective of this medium DNAPL characterization
beneath the site 1s incomplete or inadequate, additional investigations and
monitoring are needed to better define COC sources, extent, depths and
architecture, fate and transport In light of this, 1t 1s not possible to determine
either current or long-term protectiveness

(3) There 1s a lack of sediment sampling in the near-shore area of RA1, RA2a,
and RA3 to verify that uncontrolled contaminants are not reaching sediments at
unacceptable concentrations.

(4) Incomplete construction of the 1solation cap in RAS

(5) A key MSU Institutional Control (US Coast Guard restriction on anchorage)
for protecting the cap has not been implemented

(6) Groundwater potability was not adequately evaluated in the upper or lower
aquifers, although the ROD states that prospective future water supplies (potable
water) are present in at least part of the site  Groundwater potability at the site
must be determined

(7) Vapor intrusion nto the maintenance building above the UU cap was not
evaluated

9 Recommendations and Follow-up Actions

The following recommendations and follow-up actions are necessary to make a protectiveness

determination and contribute to long-term protectiveness of the remedy.

Table 9. Recommendations and Follow-up Actions
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Current

fqm/

- Euture .
A T

(1) Re-evaluate ARARs, cleanup levels and
ponts of compliance, and assess practicability
of achieving ARARs, RAOs, cleanup levels,
and waiver potential for any ARAR that can’t
be met Make revisions, including ACL
elimination, 1n a ROD Amendment

EPA

EPA

2013

Y

Y

(2) (a) Additional DNAPL Characterization
to better define COC sources, volume (or mass),
extent, depths and architecture, and the extent of
flow paths using optical screening tools with
push probe 1nsertion, e g , TarGOST, also
measure upwelling flux rates, direct-push
fluorimetry, etc

(b) Collection of near-shore sediment,
groundwater, surface water, and transition zone
water data to measure any discharge of
contaminated groundwater or NAPL.

(c) Additional data collection of sediment
and pore water on near-shore cap areas (RA1,
RAZ2a, and RA2b for suspected subsurface
DNAPL (RA4 1s not amenable, due to rocky cap
materials) Sample down to 55 ft below MLLW
off the northern point SPME locations on
Figure 13 for additional pore-water collection
Dissolved phase poré water concentrations
could infer the proximity of a DNAPL source
and reveal whether dissolved phase COCs from
DNAPL can nfiltrate the sediment cap

(d) Update Conceptual Site Model with
the new information and additional study
results

EPA

EPA

9/2013

(3) See Recommendation 2c above

EPA

EPA

9/2013

(4) Add suitable dredged matenal to the RAS
cap to increase thickness as it becomes available

EPA

EPA

2014
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Table 9 (continued)
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(5) Implement last of ROD ICs, 1 e, work with e

2013

N

Y

EPA
US Coast Guard to establish anchorage :
restrictions to protect MSU Area 6 cap

(6) Potability Determination EPA 2013

(a) Based on existing data and new data
as necessary, determine (1) whether the
formation underlying the contaminated site
aquifer 1s a confining layer, (11) the potability of
groundwater underlying the confining layer
beneath this formation, and (111) whether upper
aquifer 1s potable

(b) If groundwater 1s potable, drinking

water requirements are relevant and appropriate

(7) Groundwater/soill NAPL to indoor-air EPA EPA 2010
assessment for maintenance building with either
groundwater data from adjacent wells/

piezometers, or near-slab subsurface data

10 Protectiveness Statements

10.1 Upland Unit and Groundwater Transition Zone

Protectiveness deferred. The remedy implemented for the Upland Unit has eliminated current
human exposure, however, DNAPL was not adequately characterized or remediated, and
DNAPL and dissolved DNAPL\COCs 1n groundwater have been found in near-shore monitoring
wells. A protectiveness determunation given this mugration of COCs from the Upland Unit
cannot be made until further information 1s obtained, as recommended 1n Section 9,
Recommendations for Follow-up Actions.  Further information will be obtained by
characterizing DNAPL 1n the subsurface, collecting groundwater, sediment, surface water, and
pore water data, updating the conceptual ‘site model, and re-evaluating ARARs, cleanup levels,
and points of compliance It is expected these actions will take up to 4 years to complete, at
which time a protectiveness determination will be made. It is likely that some uncertainties will
always remain regarding DNAPL location and potential for discharge into sediments and surface
water.

10.2 Marine Sediments Unit

Protectiveness deferred. Sediment cap monitoring has indicated that the MSU remedy 1S -

currently meeting performance requirements and preventing exposure to contamination over the
area that 1t was intended for. This 1s based on general attainment of the SQS per the MSU O&M

!
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Monitoring Program. However, due to potential migration of DNAPL or DNAPL-contaminated
groundwater, a protectiveness determination of the remedy at the MSU cannot be made until
" further information 1s obtained, as recommended 1n Section 9, Recommendations for follow-up
actions for significant 1ssues . Further information will be obtained by collecting groundwater,
sediment, surface water and pore-water data, updating the conceptual site model, and re-
evaluating ARARs, cleanup levels and points of comphance It is expected these actions will
take up to 4 years to complete, at which time a protectiveness determination will be made. It 1s
likely that some uncertainties will always remain regarding DNAPL location and potential for
discharge into sediments and surface water.

10.3 Site-wide

Protectiveness deferred. A protectiveness determination of the remedy at the Pacific Sound
Resources site cannot be made until determinations are made for each of the two units as
outlined 1n the two immediately preceding subsections.

1
11 Next Review

The next Five-Year Review for the PSR site is required by September 2014, five years from this
review.
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Figure 1. Site Vicinity Map
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Figure 2. Site Layout Prior to Early Actions (Plan View)
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Figure 3. Site Photo During Facility Operation
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Figure 4. Site Photo Taken Following Early Actions. Photo shows the public access park area adjacent to the shoreline and Port of Seattle Terminal 5. Note that a chain-link fence and signage prevents public access to
the beach.
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Figure 7. Layout of Site Monitoring Wells

MW=11S MW=111R

MW-155R

LEGEND

9

XXX _FT]

i ¢

INTERIM GW SAMPL ING LOCATIONS

INTERIM GW SAMPL ING
4 NAPL MONITORING LOCATIONS

CW ELEVATIONS MAESURED
DURING INTERIM GW SAMPLING
MONITORING WELL LOCATION
PIEZOMETER LOCATION

US Army Corps
of Enginesrs
Seattle District

08 JAN 09
X

=T
i
T

1T

h‘ﬁh‘ -
HALSEN
o by
8,
Teded 5y

SEATILE, WASHIGTON

USARMY ENGINEER DISTRICT SEATTLE
CORPS OF ENGINEERS

Fropwed By

(

3
P L Ar\Jw\SﬂNGTON

SEATTLE DISTRICT
PORT OF SEATTLE - PSR SUFERFUND SITE

FIGURE
ITE EXPLORATION

INTERM LPLAND GW REPORT
SEATTLE

S

Plate
number
B i
=185

Sheet 4 ot 4
s RS

THAMISCA\CIVAPORT OF SEATTLENC-123 FIGLRE 3,DGN

18849053 AM UESIGN FILEs

171472889

I

DATE ANQ TIME PLOTTEDS




This page intentionally left blank




122°2226°W

47°35'2CN

A7"3458N
A7°34'58°N

Aerial Image provided by Terraserver

0 150 300 600 900 1,200
- S —— Fect From Scrence fo Sohutions

Corps of Engineers
orps of Engi
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Sediment Quality Standard (no highlighting) and Cleanup Screening Level (shaded) are

| Figure 9. Chemical Results from the 2007 Cap Sampling. Only results above the
depicted.
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Associated Stormwater System, Rev. 1. CAP, & INTERMODAL YARD CAP
Prepared for the Port of Seattle. SCALE IN FEET :
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Figure 11. Location of Maintenance Building at Intermodal Yard
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WAC 173-340-720 (2)
Ground water cleanup standards -- Non-
Potable Water Defined

1a Groundwater does not serve as a current
drinking water source

AND ANY OF THE FOLLOWING

v

1b Groundwater 1s not a potential drinking water source for these reasons

1b(1) Well Construction IAW WAC 173-160
. o and Sustained Yield < 0 5 gpm

1b(11) Contains Natural BG Conc of TDS
10,000 mg/L (example)

1b(in) Groundwater situated at great depth or
»  location that makes recovery for drinking
technically impossible

1c) A determination of Department that hazardous substances not transported away from site to source of dnnking
water, considering

(1) The extent of affected ground water,

(1) The distance to existing water supply wells,

() The likelhood of interconnection between the contaminated ground water and ground
water that is a current or potential future source of drinking water due to well construction
practices in the area of the state where the site 1s located,

(v) The physical and chemical characteristics of the hazardous substance,

{(v) The hydrogeologic characteristics of the site,

(v1) The presence of discontinuities n the affected geologic stratum, and

(vn) The degree of confidence In any predictive modeling performed

OR
A

1d ) For sites where there 1s an extremely low probability that the ground water will be used for that purpose because of
the site's proximity to surface water that is not suitable as a domestic water supply An example of this situation
would be shallow ground waters 1n close proximity to marine waters such as on Harbor Island in Seattle At
such sites, the department may allow ground water to be classified as nonpotable for the purposes of this section if each
of the following conditions can be demonstrated

(1) The conditions specified in (a) and (c) of this subsection are met,

(n) There are known or projected points of entry of the ground water into the surface water,

(m) The surface water I1s not classified as a suitable domestic water supply source under chapter
173-201AWAC, and

(v} The ground water 1s sufficiently hydraulically connected to the surface water that the ground
water I1s not practicable to use as a drninking water source

Figure 12. Language of Washington Administrative Code Relating to Determining
Non-potability to Protect Water Supplies
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SLURRY WALL (APPROX.)

wEss PROPOSED SPME SAMPLING AREAS

DEPTHS OF SATURATED ZONE WHERE
NAPL/STAINING

—+—+ SHALLOW (8-30 FT bgs)
R— INTERMEDIATE (30-60 FT bgs)
sl DEEP (80-100 FT bgs)
LOCATIONS/PENETRATIONS ACHEIVED
DURING EPA DIVE ON FEB. 17, 2009
® PENETRATION TO 3
® PENETRATION TO 2'
@ PENETRATION TO 1'
@ INSUFFICIENT PENETRATION TO SAMPLE

e i

Figure 13. Plan View of Site Showing Depths and Approximate Areas of Significant Staining by DNAPL—shown as black lines
at several depths. The basis for “significant staining” was 5 inches or greater of staining, so the horizontal extent into Elliott Bay may
be greater than suggested. The figure also shows the depth of penetration of diver-directed probes accomplished by EPA in a 2009
survey, suggesting which areas of the cap are less amenable to penetrative investigation.
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Attachment 1, Advertisement for Notice of Five-Year Review,
Pacific Sound Resources Superfund Site

Comment on a Checkup on the
Cleanup of the Pacific Sound Resources Site,
Seattle, Washington

The U S Envuonmental Protection Agency (EPA) does regular evaluations, called
five-year 1eviews, of ceitamn cleanups where 1emaining contanmnation himmts use of
the site We mvite yow conunents on the second five-year review of the cleanup
at the Pacific Sound Resouices site on the waterfiont m West Seattle The 1eview
will check to make sure that the cleanup of the groundwater, upland area, and
sedument (mud) mn Elliott Bay 1s eftective and continues to protect people and the
environment

How can I help? If you have information about problems or other comments
about the site, please contact EPA’s Pacific Sound Resources project manager by

December 31, 2008:

Ravi Sanga
U.S. Environmental Protection Agency
1200 Sixth Avenue, Suite 900, ECL-111
Seattle, Washington 98101
e-mail: sanga.ravi@epa.gov
phone: 206-553-4092 or toll-free at 1-800-424-4372, extension 4092

TTY users: please call the Federal Relay Service at 1-800-877-8339 and give the
operaltor Ravi Sanga’s phone number.

What happens after the review? EPA will piepaie a 1eport that explamns the
results of the review A newspaper ad will announce when the finished 1eport 13
available

Where can I get more information? Moie mformation 15 available at EPA’s
Supeifund Records Center at the street address above Call 206-553-4494 for an
appomtment You can also find nformation on this EPA web page
http://vosemite.epa.gov/r10/cleanup.nsf/sites/psr
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Attachment 2, List of Documents Reviewed

Anchor Environmental 2008 Memorandum Re. Sunken Dock Site Assessment, from David
Gillingham, Anchor, to Kathy Bahnic, Port of Seattle 14 October

CH2MHI1ll 2007 Construction Report Cap Repairs at Elliott Bay for UPRR Derailment
Prepared by CH2MHAill for Union Pacific Railroad 21 June

Integral Consulting 2007 Memorandum Re: USACE Contract W912DW-06-D-1003 DO
0005 — PSR Technical Support Sunken Dock, from David Schuchardt, Integral Consulting, to
Miniam Gilmer, USACE 8 March

Remediation Technologies, Inc , 1998 Inspection and Maintenance Plan for the Public-Access
Area at the Pacific Sound Resources Superfund Site Prepared for the Port of Seattle
14 October.

RETEC Group 2004 Inspection and Mantenance Plan for the Asphalt Cap and Associated
Stormwater System Revision 1 Prepared for the Port of Seattle 27 January

. 2004 Upland Groundwater Remedy Confirmational Monitoring Plan Prepared for the
Port of Seattle 5 March.

2004. Upland Groundwater Remedy Sampling and Analysis Plan Prepared for the Port
of Seattle 1 March . -

URS Corpporation 2002 Conceptual Site Design PSR Superfund Site MSU, Technical
Memorandum #2 Seattle, WA 12 June.

U S Environmental Protection Agency 1999 PSR Superfund Site Record of Decision. USEPA
Region 10, Seattle, Washington. 20 September
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Pacific Sound Resources Superfuﬁd Site

Five-Year Review
1

Chemical Data Quality Technical Memorandum

1.0 Introduction

This Chemical Data Quality Technical Memorandum 1s a component of the Five-Year Review
(5YR), and provides an assessment of the data collected for the rounds of groundwater
sampling that have been accomplished by RETEC/AECOM for the Port of Seattle and, more
recently, by USACE Seattle District

Five years of long-term monitoring data are being reviewed to address questions regarding the
adequacy of the remedy The points of comparison for the remedy are the ROD cnteria and
modificd PRGs described 1n the Risk Assessment Technical Memorandum The adequacy of
the analytical results n supporting these criteria are assessed 1n terms measurement
performance criteria (Section 2) .

The quality of the data for decision making has been assessed for the sampling events 1n 2003,
2004, 2005, 2006 and 2008 This technical memorandum summarizes the findings of those
data assessments and focuses on key data usability elements for the 5YR as described below

The scope of the data quality assessment 1s determined in part by the known and reasonably
anticipated comparisons for which the data might be used ROD performance standards exist
for the groundwater to surface water pathway, but not for groundwater as a pathway of
exposure via drinking or bathing This 1s because the ROD determined that the aquifers
subtending the site are non-potable, Potability of groundwater in Washington 1s procedurally
defined 1n Section 173-340-720(2) of the Washington Administrative Code (WAC)  Although
PSR groundwater was designated as non-potable by Ecology prior to the ROD, Ecology may
not have followed the cited WAC 1 making this determination No specific 720(2) criteria
were cited, and there 1s a lack of information regarding adjacent aqujifer potability The WAC
cited requires consideration of potential contaminant migration to other aquifers that are
potential future water supplies Although a portion of PSR groundwater (shallow and nearest
the shoreline) 1s saline due to tidal influence and therefore not potable, portions further from
the shoreline and/or at greater depth may be sufficiently free from tidal influence as to be
potable ~ While drinking water standards would not become Relevant and Appropriate
Requirements unless EPA decided to open or modify the ROD, they have been mcluded for
comparison 1n this chemical data quality review Simlarly, although preliminary remediation
goals (PRGs) are not legally binding and not performance standards, they are included to
inform possible future risk-protectiveness of there remedy for adjacent aquifers
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2.0 Data Assessment Criteria

Data quality 1s based on measurement performance criteria which relate to the parameters of
precision, accuracy/bias, representativeness, comparability, completeness and sensitivity
(quantitation limits) The parameters are indicators of the qualitative and quantitative data
quality measurements and, hence, are referred to as data quality indicators (DQIs)

2.1  Precision and Comparability

Precision 1s defined as the degree of mutual agreement among independent measurements as
the result of repeated application of the same process under similar conditions Analytical
precision 1s evaluated via the relative percent difference (RPD) values of laboratory control
sample/laboratory control sample duplicate (LCS/LCSD), matrix spike/matrix spike duplicate
(MS/MSD), and duplicate sample (1norganic only) analyses The RPD values of field duplicate
analyses represent the combined precision of sample collection and analysis procedures, as
well as sample homogeneity

Precision 1s calculated as follows

Xi—Xx2 ‘

Relative Percent Difference (RPD) = 100% x |(X1+X2)/2

where
x1 = original sample concentration
x2= duplicate sample concentration

X1— X2
(x1+x2)/2

Relative Percent Difference (RPD) = 100% x

where
x1 = original sample concentration

X2 = duplicate sample concentration

In EPA (1992), outside-control limit recoveries m duplicate spiked samples indicates data
should be considered as an estimate (J) with a low or high bias Duplicate samples with RPDs
within control limits are considered comparable (see Section 2 5) These data may be usable as
estimates, depending upon the extent of exceedance of the limits. The data may be less useful
for comparing samples as for trends (See comparability )
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2.2 Accuracy/Bias

Accuracy 1s the degree of agreement between an observed value (sample result) and an
accepted reference value, bias describes the systematic or persistent distortion associated with
a measurement process The terms accuracy and bias are used interchangeably m this
document The project team should determine and document the following

> Quantitative measurement performance criteria for acceptable accuracy/bias for
each matrix, analytical group, and concentration level

> Analyte-specific measurement performance criteria, 1f applicable

> QA/QC activities, or QC samples, that should be performed or analyzed to
measure accuracy/bias for each matrix, analytical group, and concentration
level

Analyte accuracy/bias can be evaluated using different types of QC samples For example, a
standard reference material or a laboratory control sample (LCS) that contains a known
concentration of analyte(s) spiked into contaminant-free water or other blank matrix provides
information about how accurately the laboratory (analysts, equipment, reagents, etc) can
analyze for a specific analyte(s) using a selected method Single-blind and double-blind
proficiency testing (PT) samples also provide information on how accurately the laboratory can
analyze for a specific analyte using a selected method The cumulative laboratory and method
accuracy/bias 1s calculated as a percentage using the following equation-

Accuracy = Measured Value x 100%
True Value

Accuracy = Measured Value x 100%
True Value

i

Because environmental samples contain interferences (1 € , other compounds that may nterfere
with the analysis of a specific analyte), the accuracy/bias for a specific analyte should be
evaluated 1n relation to the sample matrix This 1s done by analyzing matrix spike samples A
known concentration of the analyte 1s added to an aliquot of the sample The difference
between the concentration of the analyte in the unspiked sample and the concentration of the
analyte 1n the spiked sample should be equal to the concentration of the analyte that was spiked
mnto the sample. The spike recovery 1s calculated as a percentage using the following equation

Percent Recovery = (Spiked Sample Conc — Unspiked Sample Conc )
. x 100%
Spiked Conc Added

Frequently, matrix spike samples are prepared and analyzed in duplicate, especially for organic
analyses, to provide sufficient precision and accuracy data to evaluate achievement of project
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quality objectives Analytical accuracy 1s evaluated via the percent recovery (%R) values of
mitial and continuing calibration (percent difference or percent drift [%D] for organic
analyses), internal standards, surrogate spikes (organic analyses only), MS/MSD, LCS/LCSD,
i conjunction with method blank, calibration blank, equipment rinsate blank, and trip blank
results Results of blanks assist in 1dentifying the type and magnmitude of effects contributed to
the system error introduced wvia field and/or laboratory procedures

2.3  Representativeness

Representativeness 1s a qualitative term that describes the extent to which a sampling design
adequately reflects the environmental conditions of a site It takes into consideration the
magnitude of the site area represented by one sample and indicates the feasibility and
reasonableness of that design rationale Representativeness also reflects the ability of the
sample team to collect samples and the ability of the laboratory personnel to analyze those
samples so that the generated data accurately and precisely reflect site conditions In other
words, a discrete sample that 1s collected and then subsampled by the laboratory 1s
representative when 1ts measured contaminant concentration equates to the contaminant
concentration of some predefined vertical and horizontal spatial arca at the site Sample
homogeneity, and sampling and subsampling variability, should be considered when
developing critenia for representativeness The use of statistical sampling designs and
standardized SOPs for sample collection and analy51s help to ensure that samples are
representative of site conditions

The following critera are documented 1n the QAPP

> Qualitative measurement performance criteria for acceptable representativeness
for each matrix, analytical group, and concentration level

Analyte-specific measurement performance criteria, 1f applicable

QA/QC activities, or QC samples, that should be performed or analyzed to
measure representativeness for each matrix, analytical group, and concentration
level

v v

24  Completeness

Completeness 1s a measure of the amount of valid data collected using a measurement system
It 1s expressed as a percentage of the number of measurements that are specified in the QAPP

\

Complecteness 1s defined as follows

Data Completeness = number of usable results
number of samples planned

Data Completeness = number of usable results
number of samples planned
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Usable data are defined as data reported by the laboratory and were not determined rejected,
with or without data qualifiers including UJ, U, and J as assigned via the data valhidation
Samples failed the recerving critena (broken or lost) are considered unusable

EPA (1992) emphasizes that 100% of critical samples be complete If critical samples are not
defined, then meeting the QAPP-stated control Iimits determines the completeness The
primary 1ssue is loss of confidence level and power of the sampling 1f data are incomplete

2.5  Comparability

Comparability 1s the degree to which different methods or data agree or can be represented as
similar It describes the confidence that two data sets can contribute to a common analysis and
interpolation

The QAPP documents the following comparability criteria

> Quantitative performance criteria for acceptable data comparability for each matrnix,
analytical group, and concentration level

Analyte-specific measurement performance criteria, 1f applicable

QA/QC activities, or QC samples, that should be performed or analyzed to measure
data comparability for each matrix, analytical group, and concentration level

v v

For example, to ensure data comparability for repeated monttoring well sampling, SOPs should
require that well casings be notched or permanently marked so that the water level
measurement 1s taken from the same spot for each sampling event

EPA (1992) targets similar methods with similar preparation methods and detection.limits for
permitting unfettered use of data for risk assessment When some pairs of data are not
comparable, 1t suggests that those pairs not be used for risk assessment and that estimates be
redirected to the remaming comparable data

2.6  Sensitivity

Sensitivity depicts the ability an analytical system (1.e., sample preparation and mstrumental
analysis) to detect a target component in a given sample matrix with a defined level of
confidence To evaluate 1if the analytical sensitivity achieved the project expectation, sample-
specific practical quantitation limits (PQLs) are compared against the project-specific reporting
Iimits (RL) goals set forth in the QAPP In addition, sample results were compared to
detections of target analytes in method blanks to identify potential effects of laboratory
background

3.0 Data Assessment

3.1 2003 Sampling Data
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Groundwater monitoring events occurred in May and August 2003 Laboratory results ware
reviewed to determine 1f the data was usable Results indicate that the data 1s acceptable as
discussed 1n the data validation reports (Appendix A)

‘Groundwater Saﬁiple ' Sample : Léboratory R i Total ‘

- Sample ID ~ Date ' Time 1D PAHs Zinc PCP ' Dibenzofurans
SDG K2303887

RW-18-0503 1500 | K2303887-001 X X X X
MW-35-0503 5/23/2003 08 50 | K2303887-002 X X X X
MW-31-0503 0925 | K2303887-003 X X X X
MW-55-0503 1210 | K2303887-004 X X X X
MW-118-0503 5/24/2003 10 00 | K2303887-005 X X X X
MW-131-0503 1540 | K2303887-006 X X X X
MW-145-0503 5/23/2003 1300 | K2303887-007 X X X X
MW-141-0503 1340 | K2303887-008 X X X X
MW-1058-0503 10 00 | K2303887-009 X X X X
MW-15-SR-0503 5/24/2003 1045 | K2303887-010 X X X X
MW-15-IR-0503 1120 [ K2303887-011 X X X X
SDG K2303940

MW-6SR-0503 5/28/2003 1700 | K2303940-001 X X X X
MW-128-0503 16 00 | K2303940-002 X X X X
SDG K2306931 |

MW-118-0903 1316 K2306931-001 X X X X
MW-11IR -903 12 00 K2306931-002 X X X X
RW 12S 0903 9/9/2003 |11 00 K2306931-003 X X X X
MW 15IR 0903 14 49 K2306931-004 X X X X
MW 15SR 0903 1540 K2306931-005 X X X X
RW 1S 0903 16 20 K2306931-006 X X X X
MW 145-0903 14 55 K2306931-007 X X X X
RW-6SR-0903 10 30 K2306931-008 X X X X
MW-3S5-0903 9/8/2003 |12 10 K2306931-009 X X X X
MW-31-0903 13 00 K2306931-010 X - X X X
MW-141-0903 13 45 K2306931-011 X X X X
MW-114-0903 13 45 K2306931-012 X X X X
Méthod Key:

PAHs, PCP, dibenzofuran (8270C SIM), total zinc (6010B)

[

3.1.1 Data Quality Indicators
3.1.1.1 Precision

K2303887 and K230940

The RPDs for the duplicates were within the 0-30% QC limits for water samples at 0 O-
10 9%, or RPDs were not applicable due to results that were undetected 1n both samples
Only reportable data points were considered when evaluating RPDs. Although some
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reportable data require qualification based on field duplicate RPDs, overall field and
laboratory precision 1s acceptable since a majority of the data 1s unqualified.

K2306931

The RPDs for the duplicates were within the 0-30% QC limits for water samples at 0 0-
25 0%, or RPDs were not applicable due to results that were undetected tn both samples,
results that were within +/- the MRL. Only reportable data points were considered when
evaluating RPDs Some reportable data require qualification based on surrogate or LCS
recoveries, overall field and laboratory accuracy 1s acceptable since a majority of the data
1s unqualified, and overall analytical system accuracy 1s demonstrated

3.1.1.2  Accuracy

K2303887 and K230940

Field accuracy, a measure of sampling bias, was not determined for this sampling round
since field blank, equipment rinsate blank, and/or trip blank samples werc not applicable to
the requested analyses or sampling methods, or were not submitted for analysis All
laboratory %Rs were compared to EPA published or laboratory control chart limits.
Although some reportable data require qualification based on surrogate or LCS recoveries,
overall field and laboratory accuracy 1s acceptable

K2306931

Although some reportable data require qualification based on LCS/LCSD or MS/MSD
recoveries, overall laboratory accuracy i1s acceptable since a majority of the data 1s
unqualified, and overall analytical system accuracy 1s demonstrated

3.1.1.3 Representativeness

K2303887, K230940, K2306931

All field samples were collected using the same sampling techniques No field work
variances or other anomalies 1n protocol were notes. Therefore, samples are considered
representative of native groundwater conditions.

3.1.1.4  Completeness

K2303887, K230940 and K2306931

All of the data reported were usable, some with qualification. Since no data were missing
or rejected, completeness of the data set was calculated to be 100% and 1s acceptable
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3.1.1.5 Comparability

K2303887., K2303940 and K2306931

All data was generated by EPA SW-846 analytical methods appropriate to the analytes of
concern. The method control criteria and QA/QC procedures set forth m the project-
specific QAPP were consistently applied. Therefore, the data can be confidently
represented as comparable )

3.1.1.6  Sensitivity

K2303887 and K2303940:

The method reporting limits (MRLs) are achievable by the quoted methods Some samples
required dilution due high target analyte concentration, high non-target analyte concentration,
or matnx mterference The reporting limits for diluted results were raised appropriately

Method 8270C SIM - The laboratory appropriately reanalyzed at dilution mitial sample results
that exceeded instrument calibration range The sample concentrations that exceeded
mstrument calibration range require J qualifiers to indicate estimated concentrations that
cannot be accurately quantitated These results are identified as "Do Not Report' m the
validator qualifiers field of the EDD, and should not be considered when reviewing site sample
data since alternate,

acceptable results from secondary dilution analyses are provided

All Methods - Sample results reported at concentrations greater than or equal to the method
detection limit (MDL) but less than the MRL require J qualifiers to indicate estimated
concentrations

K2306931:

. (
Comments The method reporting limits (MRLs) are achievable by the quoted methods Some
samples required dilution due high target analyte concentration, high non-target analyte
concentration, or matrix interference The reporting limits for diluted results were raised
appropriately

Method 8270C SIM - The laboratory approprately reanalyzed at dilution nitial sample results
that exceeded nstrument calibration range The sample concentrations that exceeded
instrument calibration range require J qualifiers to indicate estimated concentrations that
cannot be accurately quantitated These results are identified as "Do Not Report” in the
validator qualifiers field of the EDD, and should not be considered when reviewing site sample
data since alternate,

acceptable results from seconda1:y dilution analyses are provided
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All Methods- Sample results reported at concentrations greater than or equal to the method
detection limit (MDL) but less than the*MRL require J qualifiers to indicate estimated
concentrations .

3.1.1.7

’

Comparison to Existing ARARs and Proposed Action Levels

COCs exceeding ACLs, PRGs or MCLs or with reporting limits above those value may not be
protective These COCs include the following i

>

v Vv

v

v Vv

YV V V V¥V v

\4

YV V.V ¥V V V V VYV

v Vv

Benzo(a)anthracene >PRG in MW-15SR, ;RW-12S, MW-14S, RW-1S, MW-11IR,
RW-1S§, MW-111R, MW-15IR, MW-141

Benzo(a)anthracene RL>PRG 1n

Benzo(a)pyrene >PRG in MW-11S, MW-15SR, RW-6SR, RW-12S, MW-14S, RW-18,
MW-31, MW-11IR, MW-15IR

Benzo(a)pyrene RL>PRG in MW-11S§, RW-6SR, RW-12S, MW-31

Benzo(a)pyrene >PRG, MCL in MW-11IR, MW-15IR, MW-141

Benzo(a)pyrene RL>PRG, MCL in MW-111, MW-15SR , MW-14S, RW-1S, MW-151,
MW-141 »

Benzo(b)fluoranthene >PRG 1n MW-11S, MW-15SR, RW-6SR, RW-12S, MW-14S,
MW-31, RW-1§, MW-11IR, MW-15IR, MW-141

Benzo(b)fluoranthene RL>PRG in MW-11S, RW-6SR, MW-111

Benzo(k)fluoranthene 2PRG in MW-15SR, MW-14S, RW-1S, MW-1 IIR MW-15IR,
MW-15IR, MW-14I1

Benzo(k)fluoranthene RL>PRG 1mn RW- 6SR

Chrysene >PRG in MW-111, MW-15SR, MW-14S, RW-1S, MW-11IR, MW-15IR,
MW-141 .
Dibenz(a,h)anthracene >PRG 1n MW-15SR, RW-6SR, RW-1S, MW-11IR, MW-3I,
MW-141, MW-31S, MW-11IR, MW-15IR, MW-14] N

Dibenz(a,h)anthracene RL>PRG in MW-15SR, MW-14S, MW-3I, MW-15IR
Dibenzofuran >ACL 1n MW-151, MW-141

Indeno(1 ,2 3-cd)pyrene RL>ACL in MW-15IR

Indeno(1,2 3-cd)pyrene 2PRG in MW-15SR, RW-12S5, MW-14S, RW-1S, MW-11IR,
MW-15IR, MW-141

Indeno(1,2 3-cd)pyrene RL>PRG in RW-6SR, MW-3], MW- ISIR

Indeno(1,2 3-cd)pyrene >ACL, PRG, MCL in MW-141, MW-15IR

Naphthalene >ACL in MW-151R

Naphthalene >ACL, PRG in MW-15IR

Naphthalene >PRG in MW-15SR, RW-128S, MW 14S, RW-1S, MW-111IR, MW-141
Naphthalene >PRG in RW-18

Pentachlorophenol RL>PRG in MW-118, RW-6SR, MW-151R

Pentachlorophenol >PRG, MCL in MW-15SR, RW-15, MW-15IR

Pentachlorophenol RL >PRG, MCL in MW-15SR, MW-14S, MW-15IR
Pentachlorophenol RL >ACL, PRG, MCL in RW-6SR MW-141

Phenanthrene >PRG, MCL in RW-18
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3.2 2004 Sampling Data

The 2004 groundwater monitoring events occurred in February, May, August and November
Laboratory results ware reviewed to determine 1f the data was usable Results indicate that the
data 1s acceptable as discussed 1n the data validation reports (Appendix B)

Groundwater | Sample  Sample N i Total ” |
Sample ID : Date Time Laboratory ID PAHs Zinc PCP Dibenzofurans
SDG K2401405
MW-11S5-0204 2/24/2004 16 58 | K2401405-001 X X X X
MW-111R-0204 940 | K2401405-002 X X X X
MW-15SR-0204 1235 [ K2401405-003 X X X X
MW-15IR-0204 11 45 | K2401405-004 X X X X
RW-6SR-0204 2/25/2004 1420 | K2401405-005 X X X X
RW-1258-0204 10 40 | K2401405-006 X X X X
MW-141-0204 1520 | K2401405-007 X X X X
MW-145-0204 16 35 | K2401405-008 X X X X
Duplicate-0204 16 35 | K2401405-009 X X X X
MW-31-0204 1020 | K2401405-010 X X X X
MW-35-0204 2/26/2004 9 05 K2401405-011 X X X X
RW-1S-0204 11 18 [ K2401405-012 X X X X
SDG K2403767 -

MW-31-0504 13 00 K2403767-001 X X X X
MW-3S-0504 12 10 K2403767-002 X 'X X X
RW-6SR-0504 05/20/2004 1510 K2403767-003 X X X X
RW-18-0504 11 00 K2403767-004 X X X X
MW-111R-054 11 45 K2403767-005 X X X X
MW-115-0504 05/19/2004 | 13 10 K2403767-006 X X X X
MW-141-0504 14 25 K2403767-007 X X X X
MW-148-1104 05/20/2004 | 13 50 K2403767-008 X X X X
MW-15IR-1104 14 45 K2403767-009 X X X X
MW-15SR-1104 | 05/19/2004 | 14 00 K2403767-010 X X X X
RW-100S0504 10 00 K2403767-011 X X X X
RW-125054 05/20/2004 | 16 10 K2403767-012 X X X X
SDG K2406237

MW-3S-0804 8/17/2004 16 35 | K2406237-001 X X X X
MW-31-0804 15 57 | K2406237-202 X X X X
MW-11 S-0804 16 03 | K2406237-003 X X X X
MW 111R 0804 8/16/2004 1503 | K2406237-004 X X X X
MW-15SR-0804 1350 [ K2406237-005 X X X X
MW-151R-0804 12 56 | K2406237-006 X X X X
RW-6SR-0804 18 03 | K2406237-007 X X X X .
RW-125-0804 09 12 | K2406237-008 X X X X
RW-15-0804 1123 | K2406237-009 X X X X
MW-131-0804 8/17/2004 1040 | K2406237-010 X X X X
MW-148-0804 . 1442 | K2406237-011 X X X X
MW-141-0804 13 58 | K2406237-012 X X X X
MW-30S-0804 16 35 | K2406237-013 X X X X

N
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Groundwater . Sample Sample ~ Total

SampleID |  Date = Time : Laboratory ID A PAHs = Zinc . PCP ' Dibenzofurans .
SDG K2409373

MW-3S-1104 11/22/2004 15 14 | K2409373-001 X X X X
MW-31-1104 1428 | K2409373-002 X X X X
MW-118-1104 11/23/2004 16 21 | K2409373-003 X X X X
MW-11IR-1404 1536 | K2409373-004 X X X X
MW-148-1104 11/22/2004 12 28 | K2409373-005 X X X X
MW-141-1104 11 08 | K2409373-006 X X X X
MW-15SR-1104 1423 | K2409373-007 X X X X
MW-15IR-1104 11/23/2004 1337 | K2409373-008 X X X X
RW-18-1104 16 53 | K2409373-009 X X X X
RW-11-1104 10 24 | K2409373-010 X X X X
RW-6SR-1104 11/22/2004 0919 | K2409373-011 X X X X
MW-04S-1104 1328 | K2409373-012 X X X X
RW-128-1104 11/23/2004 | 17 30 | K2409373-013 X X X X
Method Key:

PAHs, PCP, dibenzofuran (8270C SIM), total zinc (6010B)

3.2.1 Data Quality Indicators
3.2.1.1  Precision

K2401405
The RPDs for the duplicates were within the 0-30% QC limits for water samples at 0 0-

24.4% No data required qualification based on measurements of laboratory precision All
precision measurements were acceptable

K2403767

Not applicable - field duplicate samples were not submitted with this data set. Field
precision/comparability could not be evaluated

K2406237
The field duplicate RPDs were within the 0-30% water QC limits, or RPDs were not

applicable due to results that were undetected 1n both samples, or results that were within
+/- the reporting limit, except as identified below

>  Naphthalene RPD = 62 3% U/J for samples MW-3S-0804 (0 078U) and MW-30S-
0804 (0.15)

Field duplicate and native sample concentrations that werc both undetected are not
applicable Although some data require qualification based on field duplicate RPDs, overall
field and laboratory precision 1s acceptable since a majority of the data 1s unqualified and
no data are rejected

K2409373

Not applicable - field duplicate samples were not submitted with this data set. Field
precision/comparability could not be evaluated

3.2.1.2  Accuracy
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K2403767

Although some data require qualification based on surrogate %Rs, overall laboratory
accuracy 1s acceptable since a majority of the data ts unqualified, and since most outliers
stem from suspected matrix interference and not analytical error.

K2401405

Although some reportable data require qualification based on trip blank contamination or
matrix spike %Rs ,overall laboratory accuracy 1s acceptable since a majonity of the data 1s
unqualified and no data are rejected.

K2406237

None of the reportable results required qualification based on accuracy ‘measurements, and
overall laboratory accuracy 1s acceptable

K2409373

Although some reportable data require qualification based on surrogate recovery overall

laboratory accuracy 1s acceptable since a majority of the data 1s unqualified and no data are
rejected. :

3.2.1.3  Representativeness
K2401405, K2403767, K2406237, K2409373
All field samples were collected using the same sampling techniques. No field work

variances or other anomalies 1n protocol were notes. Therefore, samples are considered
representative of native groundwater conditions.

3.2.1.4 Completeness
K2401405, K2403767, K2406237 and K2409373

All of the data reported were usable, some with qualification Since no data were missing
or rejected, completeness of the data set was calculated to be 100% and 1s acceptable.

3.2.1.5 Comparability

K2401405, K2401405, K2403767, K2406237, K2409373

All data was generated by EPA SW-846 analytical methods appropriate to the analytes of
concern The method control criteria and QA/QC procedures set forth in the project-

specific QAPP were consistently applied Thercfore, the data can be confidently
represented as comparable.

3.2.1.6  Sensitivity
K2401405

The method reporting limits (MRLs) are achievable by the quoted methods Some samples
required dilution due to high target analyte concentration or matrix Interference The
reporting limits for diluted results were raised appropriately

All Methods - Sample results reported at concentrations greater than or equal to the method
detection it (MDL) but less than the MRL require J qualifiers to indicate estimated
concentrations The analyte cannot be accurately quantitated at this concentration level
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Method 8270 SIM - The laboratory appropriately reanalyzed at dilution Initial sample
results that exceeded instrument calibration range. The sample concentrations that
exceeded 1nstrument calibration range were designated as not reportable (DNR qualified)
in the project EDD file since alternatlve,\ more accurate results were provided for the
analyte.

K2403767

The method reporting limits (MRLs) are achievable by the quoted methods Some samples
required dilution due to high target analyte concentration or matrix Interference The
reporting limits for diluted results were raised appropriately.

All Methods - Sample results reported at concentrations greater than or equal to the method
detection limit (MDL) but less than the MRL require J qualifiers to indicate estimated
concentrations The analyte cannot be accurately quantitated at this concentration level.

Method 8270 SIM - The laboratory appropriately reanalyzed at dilution Imitial sample
results that exceeded instrument calibration range The sample concentrations that
exceeded 1nstrument calibration range were designated as not reportable (DNR qualified)
in the project' EDD file since alternative, more accurate results were provided for the
analyte '

K2406237

The method reporting limits (MRLs) are achievable by the quoted methods Some samples
required dilution due to high target analyte concentration or matrix Interference. The
reporting limits for diluted results were raised appropriately

All Methods - Sample results reported at concentrations greater than or equal to the method
detection limit (MDL) but less than the MRL require J qualifiers to indicate estimated
concentrations. The analyte cannot be accurately quantitated at this concentration level.

Method 8270 SIM - The laboratory appropriately reanalyzed at dilution Initial sample
results that exceeded instrument calibration range. The sample concentrations that
exceeded instrument calibration range were designated as not reportable (DNR qualified)
m the project EDD file since alternative, more accurate results were provided for the
analyte.

K2409373

The method reporting limits (MRLs) are achievable by the quoted methods Some samples
required dilution due to high target analyte concentration or matrix Interference The
reporting limits for diluted results were raised appropriately.

All Methods - Sample results reported at concentrations greater than or equal to the method
detection limit (MDL) but less than the MRL require J qualifiers to indicate estimated
concentrations The analyte cannot be accurately quantitated at this concentration level.

Method 8270 SIM - The laboratory appropriately reanalyzed at dilution Imitial sample
results that exceeded instrument calibration range. The sample concentrations that
exceeded mstrument calibration range were designated as not reportable (DNR qualified)

Ve

Attachment 3, page 15



i the project EDD file since alternative, more accurate results were provided for the
analyte

3.2.1.7

Comparison to Existing ARARs and Proposed Action Levels

COCs exceeding ACLs, PRGs or MCLs or with reporting limits above those value may not be
protective These COCs include the following

~
b

>

Y V. Vv VvV V Vv YV V VvV VvV \4

v
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Y V VvV V

vV V V Vv V V

v VvV V V¥

Acenaphthene >PRG 1n MW-14S

Benzo(a)anthracene >PRG in MW-15SR, RW-12S, MW-14S, RW-1S, MW-11IR,
MW-15IR, MW-14I

Benzo(a)pyrene >PRG in MW-3S, MW-11S, MW-15SR, RW-6SR, RW-12S, MW-
14S, RW-1S, MW-111R, MW-15IR, MW-141

Benzo(a)pyrene RL>PRG in MW-3S, MW-11S, RW-6SR, RW-12S, MW-31
Benzo(a)pyrene 2PRG, MCL in MW-14S, RW-1S, MW-31, MW-15IR, MW-141
Benzo(a)pyfene RL>PRG, MCL in MW-15IR

Benzo(b)fluoranthene >PRG 1n MW-3S, RW- IZS MW-14S, RW-1S, MW-31, MW-
11IR, MW-151IR, MW-141

Benzo(b)fluoranthene RL>PRG in MW-3S, MW-3]

Benzo(k)fluoranthene >PRG in MW-15SR, MW-14S, RW-1S, MW-15IR, MW-141
Benzo(k)fluoranthene RL>PRG in MW-15IR

Chrysene >ACL in MW-141 f

Chrysene >PRG in MW-15SR, MW-14S, RW-1S, MW-111R, MW-15IR, MW-141
Chrysene RL>PRG 1n

Dibenz(a,h)anthracene >PRG 1n MW-14S, RW-1S, MW-31, MW-11IR, MW-15IR,
MW-141

Dibenz(a,h)anthracene RL>PRG in MW-3S, RW-12S, MW-14S, MW-3I, MW-11IR,
MW-141

Dibenzofuran >ACL 1n MW-141

Indeno(1,2 3-cd)pyrene >ACL in MW-151R

Indeno(1,2 3-cd)pyrene RL>ACL in MW-15IR

Indeno(1,2 3-cd)pyrene >PRG in MW-3S, MW-15SR, RW-12S, MW-14S, RW-1S§,
MW-3I, MW-11IR, MW-15IR, MW-141

Indeno(1,2 3-cd)pyrene RL>PRG in MW-3S5, RW-12S, MW-31

Indeno(1,2 3-cd)pyrene >ACL, PRG in MW-141

Indeno(1,2 3-cd)pyrene RL>ACL, PRG in MW-141

Naphthalene >ACL in MW-15IR

Naphthalene >ACL, PRG in MW-141 ‘
Naphthalene >PRG in MW-14S, RW-18§, MW 11IR, MW-14[ Naphthalene RL>PRG
m MW-151R

Naphthalene >PRG, MCL in RW-12S5, MW-151R

Pentachlorophenol >PRG in MW-3S

Pentachlorophenol RL>PRG in MW-3S, MW-11S

Pentachlorophenol >PRG, MCL in MW-15SR, MW-14S, RW-1S, MW-3I, MW-11IR,
MW-141 .
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3.3 2005 and 2006 Sampling Data
N

The 2005/2006 groundwater monitoring events occurred in February, May, August,
December 2005 and February 2006. Laboratory results ware reviewed to determine 1f the data
was usable Results indicate that the data 1s acceptable as discussed in the data valhidation
reports (Appendix C)~

; ]
[ 3 ) '
) € 0 0 ) A

C 0
SDG K2501404 ‘
RW-18-0205 16 50 | K2501404-001 X X X X
RW-12S-0205 2/24/2005 1550 | K2501404-002 X X X X
MW-15IR-0205 1440 | K2501404-003 X X X
MW-11S-0205 12 00 | K2501404-004 X X X X
MW-15SR-0205 1725 | K2501404-005 X X . X X
MW-141-0205 16 05 | K2501404-006 X X X X
MW-148-0205 1530 [ K2501404-007 X X X X
MW-31-0205 1420 | K2501404-008 X X X X
MW-358-0205 2/23/2005 | 1330 | K2501404-009 |- X X X X
RW-6SR-0205 1210 | K2501404-010 X X X X
RW-16SR-0205 K2501404-011 X X X X
RW-6SR-0205 1210
MW-11IR-0205 10 00 | K2501404-012 X X X X
SDG K0500631 ’
RW-68R-0505 1425 [ K0500631-001 X X X X
MW-38-0505 5/26/2005 16 40 | K0500631-002 X X X X
MW3I-0505 1753 [ K0500631-003 X X X X
MW-145-0505 18 48 [ K0500631-004 X X X X
MW-141-0505 . 09 53 | K0500631-005 X X X X
RW-1S-0505 10 58 | K0500631-006 X X X X
MW-15IR-0505 12 37 | K0500631-007 X X X X
MW-155R-0505 1328 | K0500631-008 X X X X
MW-118-0505 5/27/2005 | 1446 | K0500631-009 X X X X
MW-111R-0505 1527 | K0500631-010 X X X X
RW-12S-0505 16 30 | K0500631-011 X X X X
RW-2S-0505 16 30 | K0500631-012 X X X X
TB 1159 [ K0500631-013 X X X X
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. Groundwater . Sample - Sample Total

SampleID . Date = Time , LaboratoryID . PAHs = Zinc . PCP Dibenzofurans
SDG K0503447

RW-18-0805 1555 | K0503447-001 X X X X
MW-31-0805 1502 | K0503447-002 X X X X
MW-3S5-0805 2/26/2005 1510 | K0503447-003 X X X X
RW-6SR-0805 13 30 | K0503447-004 X X X X
MW-11IR-0805 09 58 | K0503447-005 X X X X
MW-115-0805 1025 [ K0503447-006 X X X X
RW-125-0805 1030 [ K0503447-007 X X X X
MW-141-0805 8/25/2005 1315 | K0503447-008 . X X X X
MW-14S-0805 1155 [ K0503447-009 X X X X
MW-15IR-0805 1150 | K0503447-010 X X X X
MW-15SR-0805 8/26/2005 1157 {K0503447-011 X X X X
MW-21-0805 K0503447-012 X X X X
MW-11IR-0805 10 15

SDG K0506546

RW-15-1205 1204 [ K0506546-001 X X X X
MW-161-1205 1330 [ K0506546-002 X X X X
MW-14S-1205 12/7/2005 1440 | K0506546-003 X X X X
M1-141-1205 1530 [ K0506546-004 X X X X
MW-3S8-1205 16 52 | KO506546-005 X X X X
MW-31-1205 17 50 [ K0506546-006 X X X X
MW-11R-1205 1045 [ K0506546-007 X X X X
MW-118-1205 12 00 | K0506546-008 X X X X
MW-15IR-1205 12/2/2005 1505 | K0506546-009 X X X X
MW-158R-1205 16 00 | K0506546-010 X X X X
RW-128-1205 17 06 | K0506546-011 X X X X
RW-6SR-1205 1830 | K0506546-012 X X X X
SDG K0601586

MW-158R-0206 | 2/28/2006 14 25 [ K0601586-001 X X X X
MW-3S5-0206 1035 [ K0601586-002 X X X X
M2-145-0206 1220 | K0601586-003 X X X X
MW-31-0206 2/27/2006 1328 | K0601586-004 X X X X
MW-141-0206 14 55 | K0601586-005 X X X X
MW-11IR-0206 16 12 | K0601586-006 X X X X
MW-115-0206 1740 | K0601586-007 X X X X
MW-1S-0206 10 18 | K0601586-008 X X X X
RW-6SR-0206 09 20 | K0601586-009 X . X X X
MW-161-0206 1118 | K0601586-010 X X X X
MW-16IR-0206 1118 | K0601586-011 X X X X
MW-125-0206 1255 | K0601586-012 X X X X
MW-15IR-0206 | 2/28/2006 1405 | K0601586-013 X X X X
Method Key:

PAHs, PCP, dibenzofuran (8270C SIM), total zinc (6010B)
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3.3.1 Data Quality Indicators

3.3.1.1  Precision

K2501404

The field duplicate RPDs were within the 0-30% water QC limits, or RPDs were not
applicable due to results that were within +/- the reporting limut, or were undetected 1n both

samples No data require qualification based on these measurements, and overall laboratory
precision 1S acceptable

K0500631

The field duplicate RPDs were within the 0-30% water QC limits, or RPDs were not
applicable due to results that were within +/- the reporting limit, or were undetected in both
samples. No data require qualification based on these measurements, and overall laboratory
precision 1s acceptable

K0503447

The field duplicate RPDs were within the 0-30% water QC limits, or RPDs were not
applicable due to results that were undetected m both samples. No data require
qualification based on these measurements, and overall laboratory precision 1s acceptable.

K0506546

Not applicable — field duplicate samples were not submitted for analysis Filed
precision/comparability was not evaluated.

K0601586

The field duplicate RPDs were within the 0-30% water QC limits, or RPDs were not
applicable due to results that were undetected in both samples No data require
qualification based on these measurcments, and overall field and laboratory precision 1s

acceptable

3.3.1.2  Accuracy
K2501404

Although some reportable data require qualification based on trip blank contamination or
matrix spike %Rs, overall laboratory accuracy 1s acceptable since a majority of the data 1s
unqualified and no data are rejected

/

K0500631
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Although some reportable data require qualification based on trip blank contamination or
matrix spike %Rs, overall laboratory accuracy 1s acceptable since a majority of the data 1s
unqualified and no data are rejected.

K0503447

Although some reportable data require qualification based on trip blank contammation or
matrix spike %Rs, overall laboratory accuracy 1s acceptable since a majority of the data 1s
unqualified and no data are rejected

i/

K0506546

Although some reportable data require qualification based on trip blank contamination or
matrix spike %Rs, overall laboratory accuracy 1s acceptable since a majority of the data s
unqualified and no data are rejected

K0601586

Although some reportable data require qualification based on trip blank contamination or
matrix sptke %Rs, overall laboratory accuracy 1s acceptable since a majority of the data 1s
unqualified and no data are rejected.

’

3.3.1.3  Representativeness

~

K2501404, K0500631, K0503447, K0506546, K0601586

All field samples were collected using the same sampling techniques. No field work
variances or other anomalies in protocol were notes Therefore, samples are considered
representative of native groundwater conditions

3.3.14 Completeness
K2501404

All of the reportable data so determined are usable, some with qualification Since no data
were missing or rejected, completeness of the data set was calculated to be 100% and 1s

acceptable

K0500631
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All of the reportable data so determined were usable, some with qualificatton Since
alternate acceptable results existed for those analytes that exceeded nstrument calibration
range or were associated with internal standard area outhers, no data were missing or
rejected Completenes/s of the data set was calculated to be 100% and 1s acceptable.

I

K0503447

All of the reportable data so determined were usable, some with qualification. Since
alternate acceptable results existed for those analytes that exceeded instrument calibration
range or were assoclated with internal standard area outliers, no data were missing or
rejected Completeness of the data set was calculated to be 100% and 1s acceptable

K0506546

All of the reportable data so determined were usable, some with qualification. Since
alternate acceptable results existed for those analytes that exceeded instrument calibration
range or were associated with internal standard area outliers, no data were missing or
rejected Completeness of the data set was calculated to be 100% and 1s acceptable

/

K0601586 -

All of the reportable data so determined were usable, some with qualification. Since
alternate acceptable results existed for those analytes that exceeded instrument calibration
range or were assoclated with internal standard failure, no data were missing or rejected.
Completeness of the data set was calculated to be 100% and 1s acceptable

3.3.1.5 Comparability

K2501404, K0500631, K0503447, K0506546, K0601586

All data was generated by EPA SW-846 analytical methods appropriate to the analytes of
concern The method control criteria and QA/QC procedures set forth in the project-
specific QAPP were consistently applied. Therefore, the data can be confidently
represented as comparable.

3.3.1.6  Sensitivity
K2501404 ,
The method reporting limits (MRLs) are achievable by the quoted methods. Some samples

required dilution due to high target analyte concentration The reporting hmits for diluted
results were raised appropriately
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All Methods - Sample results reported at concentrations greater than or equal to the method
detection limit (MDL) but less than the MRL require J qualifiers to indicate estimated
concentrations The analyte cannot be accurately quantitated at this concentration level

Method 8270C SIM - The laboratory appropriately reanalyzed at dilution initial sample
results that exceeded instrument calibration range. The sample concentrations that-
exceeded instrument calibration range were designated as not reportable (DNR qualifier) in
the project EDD file since alternative, more accurate results were provided for the analyte

K0500631

The method reporting limits (MRLs) are achievable by the quoted methods Some samples
required dilution due to high target analyte concentration The reporting limits for diluted
results were raised appropriately

All Methods - Sample results reported at concentrations greater than or equal to the method
detection limit (MDL) but less than the MRL require J qualifiers to'mndicate estimated
concentrations The analyte cannot be accurately quantitated at this concentration level
Method 8270C SIM - The laboratory appropriately reanalyzed at dilution mitial sample
results that exceeded instrument calibration range The sample concentrations that
exceeded mstrument calibration range were designated as not reportable (DNR qualifier) in
the project EDD file since alternative, more accurate results were provided for the analyte

K0503447

The method reporting limits (MRLs) are achievable by the quoted methods Some samples
required dilution due to high target analyte concentration. The reporting limits for diluted
results were raised appropriately

All Methods - Sample results reported at concentrations greater than or equal to the method
detectton hmit (MDL) but less than the MRL require J qualifiers to indicate estimated
concentrations. The analyte cannot be accurately quantitated at this concentration level.
(Note that an MDL for the method 6010B analysis was not provided in either the
laboratory report or the EDD file.)

Method 8270C SIM - The laboratory appropriately reanalyzed at dilution initial sample
results that exceeded instrument calibration range The sample concentrations that
exceeded nstrument calibration range were designated as not reportable (DNR qualifier) in
the project EDO file since alternative, more accurate results were provided for the analyte.

For samples analyzed at multiple dilution levels, reported positive concentrations were
compared between runs for similarity in concentration As a conservative approach,
unqualified positive concentrations reported above the MRL were 1dentified as the
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reportable results over undetected results for same target analytes regardless of dilution
level.

K0506546

The method reporting limits (MRLs) are achievable by the quoted methods Some samples
required dilution due to high target analyte concentration . The reporting limits for diluted
results were raised appropriately ) '

All Methods - Sample results reported at concentrations greater than or equal to the
method detection limit (MDL) but less than the MRL require J qualifiers to indicate
esttmated concentrations The analyte cannot be accurately quantitated at this concentration
level. (Note that an MDL for the method 6010B analysis was not provided in either the
laboratory report or the EDD file )

Method 8270C SIM - The laboratory appropriately reanalyzed at dilution mitial sample
results that exceeded instrument cahbration range. The sample concentrations that
exceeded instrument calibration range were designated as not reportable (DNR qualifier) in
the project EDD file since alternative, more accurate rcsults were provided for the analyte

For samples analyzed at multiple dilution levels, reported positive concentrations were
compared between runs for similarity m concentration As a conservative approach,
unqualified positive concentrations reported above the MRL were 1dentified as the
reportable results over undetected results for same ‘target analytes regardless of dilution
level.

K0601586

The method reporting limits (MRLs) are achievable by the quoted methods Some samples
required dilution due to high target analyte concentration The reporting limits for diluted
results were raised appropriately

All Methods - Sample results reported at concentrations greater than or equal to the
method detection limit (MDL) but less than the MRL require J qualifiers to indicate
estimated concentrations The analyte cannot be accurately quantitated at this concentration,
level

Method 8270C SIM - The laboratory appropriately reanalyzed at dilution 1nitial sample
results that exceeded instrument calibration range The sample concentrations that
exceeded instrument calibration range were designated as not reportable (DNR qualifier) in
the project EDD file since alternative, more accurate results were pfovided for the analyte.

For samples analyzed at multiple dilution levels, reported positive concentrations were

compared between runs for similarity in concentration As a conservative approach,
unqualified positive concentrations reported above the MRL were 1dentified as the
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reportable results over undetected results for same target analytes regardless of dilution

level.

3.3.1.7

Comparison to Existing ARARs and Proposed Action Levels

COCs exceeding ACLs, PRGs or MCLs or with reporting limits above those value may not be
protective These COCs include the following

>
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Acenaphthene >PRG in MW-14S, RW-1S

Benzo(a)anthracene >PRG in MW-3S, MW-15SR, RW 12SS, MW-14S, RW-18, MW-
IT1IR, MW-15IR, MW-141, MW-161

Benzo(a)anthracene RL>PRG in MW-3S

Benzo(a)pyrene >PRG 1n MW-3S, MW-11S, MW-15SR, RW-6SR, RW- IZSS MW-
145, RW-1S5, MW-31, MW-15IR, MW-161

Benzo(a)pyrene RL>PRG in MW-3S, MW-11S, RW-6SR, RW-12S8S, MW-3I, MW-
161

Benzo(a)pyrene 2PRG, MCL in MW-15SR, RW-1S, MW-11IR, MW-15IR, MW-141
Benzo(a)pyrene RL>PRG, MCL in MW-148

Benzo(b)fluoranthene >PRG in MW-3S, MW-11S, MW-15SR, RW-12SS, MW-14S,
RW-1S, MW-11IR, MW-15IR, MW-161 .

Benzo(b)fluoranthene RL>PRG in MW-3S, MW-11S, MW-14S, MW-161
Benzo(k)fluoranthene >PRG in MW-15SR, MW-14S, RW-1S, MW-11IR, MW-15IR,
MW-141

Benzo(k)fluoranthene RL>PRG in MW-14S

Chrysene >ACL, PRG m MW-141

Chrysene >PRG in MW-15SR, MW-14S, MW-11IR, MW-15IR

Chrysene RL>PRG 1n RW-1S

Dibenz(a,h)anthracene >ACL, PRG in MW-14I]

Dibenz(a,h)anthracene >PRG in MW-3S, MW-15SR, RW-6SR, RW-12SS, RW-18§,

‘MW-31, MW-15IR, MW-16I

Dibenz(a,h)anthracene RL>PRG 1n MW-3S, MW ISSR RW-6SR, RW-12S§, MW-31,
MW-15IR, MW-161

Dibenzofuran >ACL 1n MW-141

Fluoranthene >ACL 1n MW-141

Fluorene >ACL, PRG in MW-141

Fluorene RL>ACL, PRG in MW-141

Indeno(1,2.3-cd)pyrene >ACL, PRG in MW-15IR, MW-141, MW-161
Indeno(1,2.3-cd)pyrene >PRG in MW-3S, MW-15SR, RW-6SR, MW-14S, RW-18,
MW-3I[, MW-11IR, MW-15IR, MW-16]

Indeno(1,2 3-cd)pyrene RL>PRG in MW-3S, RW-6SR, MW-14S

Naphthalene >ACL, PRG in MW-15IR, MW-141

Naphthalene >PRG 1n RW-6SR, MW-14S, MW-31, MW-141, MW-161

Naphthalene RL>PRG in MW-3S in MW-3S

Pentachlorophenol RL>PRG in MW-3S, MW-11S

Pentachlorophenol RL>MCL 1n MW-3S
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Pentachlorophenol >PRG, MCL in MW-15SR, RW-6SR, RW-12SS, MW-14S, RW-
1S, MW-3[, MW-11IR, MW-15IR, MW-141, MW-161
>  Pyrene >PRG 1n MW-14]

34 2008 Sampling Data

The 2008 groundwater monitoring events occurred in September. Laboratory results ware
reviewed to determine 1f the data was usable Results indicate that the data is acceptable as
discussed 1n the data validation reports (Appendix D).

Groundwater . Sample | Sample l Total 1 1
Sample ID Date . Time  Laboratory ID | PAHs | Zinc | PCP | Dibenzofurans |
SDG NOS85

RW-6SR 0935 | NO85SA X X X X
MW-3S 1150 | NO85B X X X X
MW-3D 1032 | NO85C X X X X
MW-31 1120 | NO85D X X X X
MW-148 09/09/2008 1317 | NOSSE X X X X
MW-141 1350 | NOSSF X X X X
RW-18§ 1447 | NO85G X X X X
MW-161 1515 | NO85H X" X X X
MW-161 X X X X
(field dup) 1532 | NOSSI

MW-118§ 1417 | NOS8SJ X X X X
MW-11IR 1350 | NO8SK X X X X
MW-15IR 09/10/2008 1005 | NO8SL X X X X
MW-158R ’ 1042 | NO85M X X X X
RW-128 1225 | NO85N X X X X
MW-15D 09/11//2008 1115 | NO8s50 X X X X
Method Key:

PAHs, dibenzofuran (8270C SIM), PCP (8151), total zinc (6010B)

3.4.1 Data Quality Indicators
3.4.1.1  Precision

Sample-specific analytical precision (MS and MSD recoveries) could not be measured for
this event because insufficient sample volume was available to perform MS/MSDs. -
LCS/LCD were performied for 8270 (PAH) and 8151 (PCP) in order to demonstrate
method-specific precision

The PAH LCS/LCSD recoveries and relative percent differences (RPDs) met the
acceptance criteria with the exception of the naphthalene recovery in the LCSD (174%).
Since all of the other technical acceptance criteria were met, none of the associated sample
results were qualified on this basis
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The PCP LCS/LCSD recoveries (32%) were low indicating low bias m the assocated

results Due to possible low bias, the PCP reported 1n all samples were qualified estimated,
“J/'[JJ”

34.1.2 Accuracy

Due to the high levels of PAHs native to the samples, the surrogate recoveries were
diluted-out and not reported None of the PAH results were qualified on the basis of
surrogate recoveries.

The PCP surrogate rccoveries for samples PSRO1 (26%), PSR14 (40%), LCS (44%) and
LCSD (45%) did not meet the control limits indicating low bias 1n the associated results
Due to low surrogate recovenes, the PCP reported for samples PSRO]1 and PSR14 were
qualified estimated, “J/UJ”.

The PAH LCS/LCSD recoveries and relative percent differences (RPDs) met the
acceptance criterita with the exception of the naphthalene recovery in the LCSD (174%)
Since all of the other technical acceptance criteria were met, none of the associated sample
results were qualified on this basis

The PCP LCS/LCSD recoveries (32%) were low indicating low bias in the associated

results Due to possible low bias., the PCP reported 1n all samples were qualified estimated,
“J/’UJ”

!

The frequency of analysis of laboratory blanks was met The PCP method blank was clean
and acceptable None of the PCP data were qualified on the basis of method blank
contamination

Naphthalene was detected n the method blank at about 9x the RL or at 87 66 ng/ml on
column Because the analysis 1s set on an ultra-low level, this contamination significantly
affects the reported naphthalene 1n the associated samples In addition, 1-methyl
naphthalene (6 29 ng) and phenanthrene (5 9 ng) were also detected but were not reported
because the values were less than the RLs According to the Case Narrative, the
contamination was from cross-contamination from samples (PSR0S5, PSR06, PSRO7,
PSR12) with high levels of PAHs during sample extraction and processing and not from
carry-over Sample PSR06 alone required three runs and a final 25000x dilution to get the
concentrations of detected
compounds within the mstrument calibration range. Although only naphthalene, 1-methyl
naphthalene and phenanthrene were detected 1n the method blank, re-creation of the sample
_extraction and clean-up scenarios from lab bench sheets indicated that, samples PSROS,
PSR0O6 and PSR0O7 were actually located 6-8 samples away from the method blank and
actually closer to the other samples than the blank If cross-contamination occurred, there’s
a bigger probability that the samples were contaminated first before the method blank.
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Due to the unpredictable extent of cross-contamination with other samples and the low
action levels for the contaminants, the PAHs detected 1n the samples were qualified using
the (1) reviewer’s professional judgment and (2) the concentrations the PAHs detected 1n
sample PSRO6 as a basis All PAHs detected 1n the samples at concentrations <250 ug/L
(RLs for PS06) were qualified as non-detects, “U” with RLs elevated at the level of
compound detections Detections >250 ug/LL were qualified estimated, “J”, due to possible
contributions from cross-contamination.

3.4.1.3 Representativeness

All field samples were collected using the same sampling techniques. No field work
variances or other anomalies 1n protocol were notes. Therefore, samples are considered
representative of native groundwater conditions.

34.1.4 Completeness

All of the reportable data so determined are usable, some with qualification Since no data
were missing or rejected, completeness of the data set was calculated to be 100% and 1s

acceptable

3.4.1.5 Comparability

All data was generated by EPA SW-846 analytical methods appropriate to the analytes of
concern However, Method 8151 rather than 8270 (SIM) was used to analyze for PCP The
~ method control crniteria and QA/QC procedures set forth in the project-specific QAPP were
consistently applied Therefore, the data can be confidently represented as comparable.

3.4.1.6  Sensitivity

Method 8270D (PAH) - All of the samples were prepared and analyzed at the requested
project reporting limits - However, several samples should have been analyzed using full
scan Method 8270D 1nstead of the SIM techniques Due to the high levels of PAHs native
to some of the samples, multiple analyses had to be performed and only the final dilution
run results were submitted. This elevated the reporting limits (RLs) for some of the
undetected PAH target compounds and may not meet the project target analytical
concentration goals

Method 8151 (PCP) - For PCP analysis, there were 3 samples that had elevated reporting
limits due to interferences 1n one or both columns. This reviewer flagged the PCP as non-
detects at the estimated RLs. Two samples analyzed for PCP required dilutions Data users
are advised to use the dilution values for these samples (PSR05 and PSR13) for PCP.

t

3.4.1.7 Comparison to Existing ARARs and Proposed Action Levels
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' COCs exceeding ACLs, PRGs or MCLs or with reporting limits above those value may not be
protective These COCs include the following

vV V. V V VvV V

YV Vv V Y VvV V¥V v V Vv

v v

YV V.V V ¥V V V

v v

vV V. V V V

4.0

)Acenaphthene >PRG in MW-148

Benzo(a)anthracene >PRG 1in RW-12S, MW-11IR, MW-141, MW-15D
Benzo(a)anthracene RL>PRG m MW-14S, RW-1WS, MW-15IR, MW-16I
Benzo(a)pyrene >PRG in RW-12S

Benzo(a)pyrene >PRG, MCL m MW-15SR, MW-14S, MW-111IR, MW-141, MW-15D
Benzo(a)pyrene RL>PRG 1n MW-3S, MW-11S, RW-6SR, MW-15IR, MW-161, MW-
3D

Benzo(a)pyrene RL>PRG, MCL m RW-1S, MW-3I

Benzo(a)pyrene RL>PRG, MCL, ACL in MW-15IR

Benzo(b)fluoranthene RL>PRG in MW-3S, MW-118, MW-15SR, RW-6SR, MW-
14S, RW-1S, MW-3[, MW-11IR, MW-141, M MW-161, , MW-3D
Benzo(g,h,1)perylene )

Benzo(k)fluoranthene >PRG in RW-12SW, MW-141, MW-161, MW-15D
Benzo(k)fluoranthene RL>PRG in MW-11S, MW-15SR, RW-1S, MW-11IR, , MW-
3D

Benzo(a)anthracene RL>PRG in MW-16R, MW-15SR

Chrysene >ACL, PRG in MW-141

Chrysene RL>PRG in MW-15SR, MW-14S, RW-1S, MW-161
Dibenz(a,h)anthracene >PRG m

Dibenz(a,h)anthracene RL>PRG in MW-3S, MW-15SR, RW-6SR, RW-12SW, MW-
14S, RW-1S, MW-31, MW-11IR, MW-141, , MW-3D, MW-15D

Dibenzofuran >ACL in MW-141

Fluoranthene >ACL, PRG in MW-141

Fluorene >ACL, PRG 1n MW-141

Indeno(1 ,2 3-cd)pyrene RL>ACL in MW-14I

Indeno(1 ,2 3-cd)pyrene >ACL, PRG m MS-14S, MW-151R

Indeno(1,2 3-cd)pyrene RL >ACL in MW-15SR, MW-148

Indeno(1 ,2.3-cd)pyrene RL >ACL, PRG, MW-15SR

Indeno(1,2 3-cd)pyrene >PRG in MW-118,

Indeno(1,2 3-cd)pyrenc RL>PRG in MW-3S, RW-6SR, RW-12S, RW-1S, MW-31,
MW-11IR, MW-16I, , MW-3D

Naphthalene >ACL, PRG in MW-141, MW-15IR

Naphthalene >PRG in MW-15SR, MW-14S, MW-111R, MW-161, MW-15D
Naphthalene >PRG, MCL in RW-1S

Pentachlorophenol >PRG, MCL in MW-15SR, MW-14S, MW-15IR, MW-141
Pyrene >PRG in MW-14]

Data Usability
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- Data usability assessment 1s the process of assuring that the quality of data generated meets
the intended use Usability 1s by established when the data 1s of known and acceptable
uncertainty Uncertainty 1s acceptable when the following criteria have been established
and understood to be adequate

>  Data Sources and Documentation

Upland Groundwater Remedy Sampling and Analysis Plan, Pacific Sound
Resources Superfund Site — Terminal 5 (RETEC/AECOM, 1 March 2004)
Upland Groundwater Remedy 2003 Annual Monitoring Report, Pacific
Sound Resources Superfund Site, Seattle, Washington (RETEC/AECOM, 7
June 2004)

Upland Groundwater Remedy 2004 Annual Monitoring Report, Pacific
Sound Resources Superfund Site, Seattle, Washington (RETEC/AECOM, 31
May 2005)

Upland Groundwater Remedy 2005 Annual Monitoring Report, Pacific
Sound Resources Superfund Site, Seattle, Washington (RETEC/AECOM, 12
June 2006)

Data Validation Report for the Polynuclear Aromatic Hydrocarbon (PAH)
and Pentachlorophenol (PCP) Analysis of Groundwater Samples Collected
from the Pacific Sound Resources Terminal 5 (USEPA Region 10 Office of
Environmental Assessment, 12 November 2008)

>  Analytical Methods

EPA SW-846 Methodology as described in the QAPP
Seattle District USACE Contract 912DW-04-D-1012 (Task Order 28,
Modification 1)

>  Data Quality

Upland Groundwater Remedy Sampling and Analysis Plan, Pacific Sound
Resources Superfund Site — Terminal 5 (RETEC/AECOM, 1 March 2004)
Scattle District USACE Contract 912DW-04-D-1012 (Task Order 28,
Modification 1)

> Data Review

USEPA Contract laboratory Program National Functional Guidelines for
Organic/Inorganic Data Review, document numbers EPA540/R-99/008
EPA540/R-01/008 of October 1999 (Organic) and July 2002 (Inorganic) as
they applied to the reported methodology.

Field duplicate RPD control limits were taken from the USEPA Region I

"Laboratory,Validation Functional Guidelines for Evaluating Organic

Analysis, February 1988, upheld 1n Draft 1993.
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Based on the uncertainty associated with the criteria above, all data are usable for the
intended purpose However, the data user 1s cautioned that high analyte concentrations
and/or interferences limit the usability of some data as described Table 1 Although the
uncertainty of the historic data 1s known, much of 1t 1s not useful for comparison’to
ARARSs. It 1s recommended that alternate analytical strategies including cleanup step be
considered 1n future monitoring events in order to achieve reporting limits that are at or
below the level of revised ARARs.

Attachment 3, page 30



Attachment 4
Site Inspection Report with Photographs



This page intentionally left blank



Attachment 4, Site Inspection Report

Puget Sound Resources Superfund Site, Seattle, WA
(EPA ID WADO009248287)

5

1 Site Information

The US Army Corps of Engimeers (USACE), Seattle District 1s the lead agency responsible for
conducting the second Puget Sound Resources (PSR) Superfund Site Five-Year Review. The
US Environmental Protection Agency (EPA) Region 10 1s the lead agency for site remediation

The PSR Superfund Site, formerly known as the Wyckoff West Wood Treating Facility, 1s
located on the south shore of Elliott Bay in Puget Sound, Seattle, Washington (Figure 1) The
site 15 divided nto two operable units the Upland Unit and the Marine Sediments Unit The
Upland Unit consists of the former wood-treating facility and occupies an area of approximately
25 acres, thc Marine Sediments Unit encompasses approximately 58 acres of Elliott Bay and -
approximately 2,000 feet of shoreline The majority of the Upland Unit area 1s an active port
terminal that 1s owned by the Port of Seattle (Port) and leased to Eagle Marine Services The
remamning portion of the Upland Unit area, adjacent to the shoreline, 1s publicly owned and
serves as a public access park

The sitc mspection was conducted on 19 November 2008 between 0800 and 1100, by USACE
team members Miriam Gilmer (Project Manager), Mandy Michalsen, John Wakeman, Chemine
Jackels, Lisa Scott, and Gwendolyn Hannam EPA Region 10 team members Ravi Sanga
(Remedial Project Manager) and Rene Fuentez also participated in the site inspection, along with
Warren Hansen (WindWard Environmental, Inc, Contractor to the Port of Seattle) and Gary
Young (Eagle Marine Services, Ltd , Port Tenant) The purpose of the site inspection was to
record site and vicinity observations, 1dentify deficiencies or other site 1ssues, and to conduct
iterviews with individuals familiar with the site  The site interviews were conducted between
1100 and 1200 1n a conference room on site, by USACE team members Mandy Michalsen and
Gwendolyn Hannam )

2 Interviews

2.1 Warren G. Hansen, P.E., Contractor to the Port of Seattle, WindWard
Environmental Inc., (206) 812-5434.

Warren Hansen has provided contractor services to the Port of Seattle since 1991 He provided
technical support during early property redevelopment, site cleanup, and slurry wall design Mr
Hansen has overscen the upland asphaltic concrete cap monitoring program since 1998 Every
year he and his team conduct a site walk mspection, which includes an evaluation of (a) security
fence integrity, (b) asphalt cracks greater than one-quarter inch, (c) asphalt subsidence greater
than 3 inches, (d) painted boundary marker wear, (¢) ponding water greater than four inches 1n
depth, and (e) integrity of sealant surrounding the train tracks Results of the site walk
inspections are published in Annual Cap Inspectton Reports, which are presented in interactive
compact disk format and include site maps, coptous photographs, and completed cap inspection
forms
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Mr Warren noted that the asphalt cap 1s currently in good condition, although several painted
boundary markers are worn and need replacement Per Mr Warren’s suggestion, the Port has
arranged for replacement of worn pavement markers during the next dry season (tentatively
scheduled for summer 2009) T he Port 1s considering replacement of the cap sealant with a non-
coal tar sealant and have applied a test patch to the surface of the cap near monitoring well
RW-6SR to evaluate performance (Photo 1) Pending performance of the test patch, the entire
cap sealant may be replaced with the non-coal tar sealant

Mr Warren noted that storm water runoff from all but the southern portion of the asphélt cap
dramns to the Longfellow drainage pipe, which discharges directly to Elliott Bay Storm water
runoff from the southern portion of the site drains to a separate pipe, which discharges to the
West Waterway Storm water runoff from the site 1s not treated prior to discharge.

Mr Warren’s overall impression of the site was positive. He understands that the public access
park 1s well used and enjoyed with no negative feedback The only site changes he was aware of
sice the last Five-Year Review were (a) removal of the safety nets prohibiting fishing in the
public area 1 October 2008, and (b) the sinking of the rail transfer dock n early 2007' He
noted that to his knowledge, the Port commissioned Anchor Environmental approximately one
year ago (2007) to monitor positioning of the sunken dock, but that no action has been taken to
remove 1t

2.2 Gary Young, Maintenance/Repair Superintendent, Eagle Marine Services
Lid., (206) 793-0405.

Gary Young has been with Eagle Marine Services since 1993, and has maintained the building
and yard repairs on the PSR site since 2008 At the time of the interview, Mr. Young had been
the primary site point of contact for asphalt cap maintenance for approximately 7 months He
appreciated the site tour as it provided him with good information and underscored the
importance of careful coordination for all cap maintenance activities, such as not painting over
cap markings He noted that all asphalt repairs, including pothole repairs, are coordinated with
the Port and with Mr Warren He also noted that site use does not change, but positioning of site
activities/site configuration does change from time to time, which requires coordination with the
Port

Mr Young’s overall impression of the site was positive He noted that the site 1s well
maintained and that asphalt crack sealants are in good condition

3 On-site Documents and Records Verified

No on-site documents or records were verified during the site visit

4 Operation and Maintenance Costs

Operations and Maintenance costs were provided via e-mail and are included in the mam report ’

! This date was obtamed from the memorandum from Integral Consulting, Inc dated March 8, 2007, subject USACE Contract
W912DW-06-D-1003 DO 0005 — PSR Techmical Support Sunken Dock

Attachment 4, page 2



5 Access and Institutional Controls

Th\e Upland Unit area occupied by the Port of Seattle 1s securely enclosed by a combination of
gated entrances that are monitored by security personnel and a 10-foot barbed wire topped chain-
link fence (Photo 2) Shoreline access 1n the public park area 1s also restricted by chain-link
fences with placards informing the public of intended site use and prohibited activities imcluding
fishing and beach access (Photos 3, 4, and 5) The bottom portion of the chain-link fence fishing
barner, which extended from the base of the public access area dock, was removed in October
2008 to prevent the public from potentially using the barrier as a way to access the shoreline
(Photo 6)

Lack of complete institutional controls 1n both the Upland Unit and Marine Sediments Unit was
identified as an 1ssuc during the first Five-Year Review, and this 1ssue remains unresolved.
Institutional controls are necessary to ensure (a) continued protection by early actions, (b) that
current land use 1s maintained, and (c) that the aquifer remains unused Neither the recommended
deed restriction 1n the Upland Unit nor the “no anchor zone” control in the Marine Sediments
Unit have been implemented at the time of this second Five-Year Review.

6 General Site Conditions

The majority of the Upland Unit 1s an active asphalt-covered port termunal with train tracks
owned by the Port of Seattle and leased by Eagle Marine Services. The asphalt cap consists of
8-inch and 4-inch sections, as indicated on Figure 1 Traffic flow within the Port terminal 1s
restricted by concrete ecology blocks, which prevent traffic access to the site along the eastern
site boundary (Photo 7) There 1s also a single slab-on-grade building constructed on the 8-inch
_cap n the central northwest portion of the site (Photos 7 and 8)

Public access to the Port terminal 1s restricted by a chain-link barbed wire fence along the
northern and western portions of the site, which border the public park access area Pamnted

“markers on the asphalt demarcatc the 8-inch and 4-inch areas of the asphalt cap (Photo 9) and the
location of the slurry wall, but the markers are worn (Photo 10) and will be replaced during the
next dry season (tentatively scheduled for summer 2009) Train tracks are located throughout
the active terminal Associated with the train tracks are uncapped “switch pits” (Photo 11) Gary
Young had commented that the exposed soil 1s part of the clean soi1l that was put in before the
installment of the eight inch cement cap These uncapped areas constitute a small portion of the
total capped area and the infiltration expected through these areas was addressed during the cap
design

Cracks 1 the asphalt cap that resulted from the Nisqually earthquake in 2001 have been filled
and resealed (Photo 12) Photo 11 was taken near the location of the 4-inch to 8-inch cap
transition area indicated on Figure 1, looking toward the northern-most portion of the site
Standing water was observed near this vicinity (Photo 13). According to Warren Hansen and
Gary Young, standing water more than 4 mches deep on capped areas requires removal to
prevent future ponding and could trigger cap repair Abandoned piezometers were also observed
near the ponding water and along the northern-most train track in the 4-inch capped area
(Photo 14)
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The public access area 1s clean and well maintained, with natural landscaping, a public access
road and sidewalks (Photo 15), and observation deck (Photo 16) There 1s also a small public
restroom butlding constructed n the park area (Photo 17). Monitoring wells located 1n the public
acccss area allow for groundwater quality monitoring beyond the slurry wall containment area
All monitoring wells were intact, however, none of the wells were secured, and wells RW-11 and
RW-1D were missing well caps (Photos 18 and 19, respectively).

The “rail transfer span” sank in early 2007 (Photo 20) A review of memorandums related to the
sunken dock 1s provided m the mamn report. Briefly, there 1s currently no evidence that the
sunken dock 1s impacting the sediment cap at this time.

A rail car derailment occurred at the Burlington Northern-Santa Fe (BNSF) Railway Storage
yard at Terminal 5 during the weekend of February 3, 2007 (CH2M Hill 2007) This area of the
BNSF vyard 1s located within the security fenced area south of the main public access pier and
west of the public restroom building The deraillment caused damage to the Port’s security fence,
the rail stopper, asphalt and curb north of the BNSF yard in the public access area, the 4-foot
chain-link fence along the beach, and a 12-foot by 15-foot plot of vegetative habitat north of the
4-foot chamn-hink fence To date, all associated repairs have been completed (Photo 21) There 1s
no existing damage to the remedy as a result of the rail car derailment

7 Vertical Barrier Walls

The containment slurry wall indicated in Figure 1 provides a vertical barrier to shallow
groundwater transport to Elliott Bay and also reduces tidal influence on the upland shallow
groundwater table Faded markers that designate the slurry wall location were observed during
the site visit (Photo 10). We understand that these markers are tentatively scheduled to be
replaced during summer 2009

8 Groundwater/Surface Water Remedies
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